Page 1



3GPP TSG-SA2 Meeting #64 
(
S2-083133
Jeju, Korea, 07 - 11 April 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.402
	CR
	0170
	(

rev
	4
	(

Current version:
	8.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Clarification on terms of Trusted and Untrusted non-3GPP networks

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	SAES
	
	Date: (

	01/04/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	At the last SA2 meeting there was some discussion how Trusted and Untrusted access networks are defined. 

	
	

	Summary of change:
(

	This CR proposes whether a Non-3GPP IP access network is Trusted or Untrusted is not a characteristic of the access network.

In non-roaming scenario it is the HPLMN’s operator decision if a Non-3GPP IP access network is used as Trusted or Untrusted Non-3GPP Access Network.

	
	

	Consequences if 
(

not approved:
	The terms Trusted and Untrusted Non-3GPP Access Networks remains unclear.

	
	

	Clauses affected:
(

	4.3.1, new clauses: 4.3.1.1. and 4.3.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


**** Start of changes ****

4.3
Network Elements

4.3.1
Access Networks

4.3.1.1
E-UTRAN

E-UTRAN is described in detail in TS 36.300 [6] with additional functions listed in TS 23.401 [4].
4.3.1.2
Trusted and Untrusted Non-3GPP Access Network

Trusted and Untrusted Non-3GPP Access Networks are IP access networks that use access technology whose specification is out of the scope of 3GPP. 
Whether a Non-3GPP IP access network is Trusted or Untrusted is not a characteristic of the access network.
In non-roaming scenario it is the HPLMN’s operator decision if a Non-3GPP IP access network is used as Trusted or Untrusted Non-3GPP Access Network.
Editor’s note: It is FFS whether it is the HPLMN or VPLMN or both that decide if a Non-3GPP access is trusted or untrusted in roaming scenario.
4.3.2
MME

The details of functionality of MME are described TS 23.401 [4].

The following are additional MME functions:

-
HRPD access node (terminating S101 reference point) selection for handovers to HRPD;

-
Transparent transfer of HRPD signalling messages and transfer of status information between E-UTRAN and HRPD access, as specified in the pre-registration and handover flows.

-
Forwarding the GRE key for uplink traffic to the target S-GW in case of CN node relocation.

**** End of changes ****
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