3GPP TSG SA WG2 Meeting #64b adhoc
and
#65
TD S2-083311
07 - 09 May 2008
12 - 16 May 2008

Munich, Germany
Prague, Czech Republic

3GPP TSG SA WG2 Meeting #63 
(
WG2-04-020r2

Athens, Greece, 18 - 22 February 2008

	CR-Form-v9.3

	PSEUDO-CR

	

	(

	23.822
	CR
	-
	(

rev
	
	(

Current version:
	0.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Rx/Gq' Harmonization: overbooking - Proposal

	
	

	Source to WG:
(

	France Telecom

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	IMS_Comm_GqRx_Harm
	
	Date: (

	09/04/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	A companion contribution compares the overbooking indication support on both Gq' and Rx reference points.
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	Other comments:
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	Description and comparison of the overbooking support (i.e. text proposal for clauses 4.x.1 and 4.x.2) is available in the companion contribution "Rx/Gq' Harmonization: overbooking support - Comparison"


*** First change ***

Annex A (informative): Documentation of Analysis

This section documents the key aspects of the discussions related to the harmonization of each functionality.

A.x 
Functionality overbooking indicator
A.x.0
General
This clause details the options for harmonization of overbooking functionality which have been considered.

A.x.1
Option a for Harmonization
Extend the Rx reference point with the same set of procedures as those supported on the Gq' reference point, together with the addition of the same functional parameters as those used on the Gq' reference points for these procedures.
A.x.1.1
overbooking indication within the Initial Reservation Functional Procedure 
A.x.1.1.1
Approach for Harmonization of the overbooking indicator within the Initial Reservation Functional Procedure 
A.x.1.1.2
Functional Parameters

The harmonization of the support of overbooking within the Initial Reservation functional procedurein option a is based on the following set of functional parameters:

	Functional Parameter
	Description
	Category

	Overbooking indication
	Indicates that the AF requires processing the resource request in overbooking mode.

Possible values:
· 0: when the value of overbooking indicator is equal to zero then there is no need for overbooking, 
· 1: if the value is equal  to one then overbooking is required.
	O


A.x.1.2
overbooking indicator within the Modification Functional Procedure  

A.x.1.2.1
Approach for Harmonization of the overbooking indicator within the Modification Functional Procedure
A.x.1.2.2
Functional Parameters

The harmonization of the support of overbooking within the Modification functional procedure in option a is based on the following set of functional parameters:

	Functional Parameter
	Description
	Category

	Overbooking indicator
	See clause A.x.1.1.2
	O


Editor's note: A change request is required against Gq' in order to clarify the possible transitions of the overbooking indicator between the initial reservation and the modification procedure
A.x.1.3
Analysis of Option a

This clause indicates the strengths and weaknesses of option a. The clause may also indicate the issues that have been faced with this option.

Editor's note: this annexe will be completed at a later stage
*** End of changes ***
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