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Abstract of the contribution:

This contribution proposes to add sections on LI support in TS 23.327.
Start of 1st Change
4.6
Security Requirements

· Existing security measures taken by the end users and the operators shall not be compromised.

· It shall be possible for operators to apply common access control based on 3GPP TS33.234 [5] regardless of the change of the accesses by the UEs.

· 
End of 1st Change
Start of 2nd Change
4.7
Lawful Intercept Requirements
· It shall be possible to intercept signalling plane events and bearer packets for the UE which is subjected to Lawful Intercept policies in the network.
End of 2nd Change
Start of 3rd Change
6.6
Lawful Intercept Support

In order to provide LI support with Intercept Related Information (IRI), the I-WLAN mobility system shall detect the control plane messages for the supplicant/UE. The I-WLAN mobility system shall also provide necessary interface points for interception of Content of Communication (CC) information such as bearer packets to/from the supplicant UE 
6.6.1
Lawful Intercept of IRI
Intercept Related Information shall be provided to the Law Enforcement Agencies (LEAs) as per TS 33.107 [xx]. Additionally, the Home Agent shall provide interfaces and shall support the necessary triggers for activation and deactivation of IRI similar to the procedures defined in TS 33.107 [xx]. The IRI activation and deactivation triggers at the HA can be the reception of IKEv2 messages and DSMIP6 messages from the supplicant (UE).
6.6.2
Lawful Intercept of CC

Content of Communication shall be intercepted and provided to the LEA as per TS 33.107 [xx]. Additionally, the Home Agent shall provide interfaces and shall support triggers for activation and deactivation of CC similar to the procedures defined in TS 33.107 [xx].

End of 3rd Change
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