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Proposal

It is proposed to add following text in TS 23.237 IMS Service Continuity 
( 1st CHANGE (
7.3.2.2

Inter-UE Transfer Information flows
7.3.2.2.x

Inter-UE media addition with redirection at the terminating side
In the example flow shown below, UE-3 has an ongoing multimedia session with another UE in the originating side (shown as media stream 1). This multimedia is anchored at the SCC AS that serves UE-3. At some point, a request to add new media components at UE-3 is initiated (for example, initiated by the UE in the originating side). This request for adding new media components at UE-3 triggers the transfer of (all or part of) these media components to UE-4. UE-3 and UE-4 belong to the same subscriber (i.e. they share the same subscription).
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Figure 7.3.2.2.x: Inter-UE media addition with redirection at the terminating side
1.
A request to add new media component(s) at UE-3 is initiated. This may occur for example when a UE in the originating side requests to add one or more media components with the UE-3.
2-4. 
As a result of the initiation of media addition, a re-INVITE request is sent to UE-3 to modify the media components of its existing dialog. The re-INVITE request goes through the SCC AS which has anchored the current multimedia session of UE-3. When UE-3 receives the re-INVITE, it responds with a Redirect Request (Target, Media) requesting to transfer (all or part of) of the offered Media to UE-4 (the Target). Optionally, a user interaction is taking place in order to let the user of UE-3 specify the device that should accept the new media components.
5-7. 
The SCC AS authorizes the redirection request (e.g. to make sure that the UE-3 and UE-4 share the same subscription) and sends an INVITE to UE-4 to invite it to the session and add the media components identified in the Redirect Request. When UE-4 receives the new media parameters, it returns an OK response and starts the reception/transmission of these media components.
8.
The completion of media addition procedures takes place.
( End Change (
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