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Abstract of the contribution:

This contribution proposes to add descriptions to Section 8.3 of TS 23.272, for MO LR and MT LR procedures of LCS in the case LCS over IP is not available in the network.  
1. Discussion

MO procedure for LCS in the CS fallback in EPS should be the same with that of voice service.

That is because

1. No use cases which distinguish procedures depends on services identified.

2. Creating new procedures for LCS CS fallback makes additional complexity, we should better avoid it.

Also, what happens after LCS Fallback is not clarified in the TS yet.  It is proposed to follow the principle in Clause 7.6, and this needs to be reflected.

2. Proposal
It is proposed to remove FFS part from 8.3.1 and add descriptions about MO and MT procedures.
Proposed changes are shown below.

============================== Start of the 1st change ==================================

8.3
Location Services (LCS)
8.3.1
MO-LR procedure
MO-LR procedure in the CS fallback in EPS is performed as specified in 3GPP TS 23.271 [8].  

When UE is in active mode, UE follows the procedure in clause 6.2 "Mobile Originating Call in Active-Mode".  After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedures as specified in TS23.271 [8].

When UE is in active mode but there's no need for PS-Handover, then UE follows the procedure in clause 6.3 "Mobile Originating Call in Active Mode - No PS HO Support in GERAN".  After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS23.271 [8].

When UE is in idle mode, UE follows the procedure in clause 6.4 "Mobile Originating Call in Idle Mode".  After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS23.271 [8].
=============================== Next change =================================
8.3.x
Returning back to E-UTRAN
Once CS service ends in CS domain, existing mechanisms can be used to move the UE to E-UTRAN, no specific CS Fallback mechanisms are needed.
=============================== End of change =================================
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