SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #64b adhoc
and
#65
TD S2-083833
07 - 09 May 2008
12 - 16 May 2008

Munich, Germany
Prague, Czech Republic

Source:
Nokia, Nokia Siemens Networks
Title:
Origination call flow for adding PS media to existing CS call
Document for:
Approval
Agenda Item:
9.5.4.2
Work Item / Release:
IMS_Cont / Rel-8
Abstract of the contribution: Adds a new originating call flow for the case when PS media components are added to existing CS call.
Discussion

TR 23.893 section 6.5.1.3 contains an information flow for a scenario, where UE-1 establishes a multimedia session containing CS and PS media (e.g CS speech, PS video) such that both legs are initiated at the same time. However, a more realistic scenario is that the CS call is established first and the PS media added later during the call (or vice versa, but not at the same time). 

This scenario is similar to the as described for CSI (Combinational services for IMS and CS). Although CSI does not offer session merging on the origination side, whereas in MMSC the MMSC AS needs to be able to merge the CS and PS legs already on the origination side. TR 23.893 already contains information flows for originating and terminating CS call and for originating and terminating multimedia session that contains CS and PS components and it is therefore assumed that such flows will be included to TS 23.237 as well. The flow in this contribution is added for completeness.
Proposal

The following changes are proposed in TR 23.237.

************************ begin 1st change *****************************

7.2
Origination and Termination
7.2.1
Origination

7.2.1.1 Session origination using CS media
7.2.1.2 Session origination using PS media only
7.2.1.x Adding New PS Components to Existing CS Session
The call flow in figure 7.2.1.x-1 presents a scenario where UE-1 adds PS media component(s) (e.g. video) to an existing multimedia session that only contains CS media components.
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Figure 7.2.1.x-1: Adding PS component to existing CS call
1.
A CS session between UE-1 and UE-2 is established as either originated or terminated session as described in TS 23.292 sections 7.3.2.1 and 7.4.2.1, respectively.
2.
In order to add one or more PS media component(s), UE-1 sends an INVITE containing media description towards UE-2.
3.  The S-CSCF executes any service logic as appropriate.

4.
The S-CSCF sends the INVITE to the SCC AS.

5.
SCC AS detects from the media description that the INVITE is related to an existing session and decides to merge the session based on the services.
NOTE: If SCC AS decides to not merge the sessions, it handles the INVITE as a new session as described in section 7.2.1.1. 
6.  SCC AS sends a re-INVITE containing the added media component(s).
7.
S-CSCF forwards the re-INVITE towards UE-2

8-11 UE-2 accepts the media addition.
************************ end 1st change *****************************
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