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Abstract of the contribution: This paper provides procedures of conferencing with use of I1 reference point for inclusion in TS 23.292 IMS Centralized Services.
Proposal:
Add the following text to TS 23.292 IMS Centralized Services:

*** Begin New Text *** 

7.6.1.2.4
Use of I1 reference point

7.6.1.2.4.6
Conferencing

Figure 7.6.1.2.4.6-1 describes how ICS UE executes the IMS conferencing when using I1 interface. The ICS UE A has a held call with UE B and an ongoing call with UE C before it initiates a conference. 
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Figure 7.6.1.2.4.6-1: ICS UE executes the IMS Conferencing via I1 

1.  The ICS UE A initiates a session with the conference AS by sending a conference invitation message to SCC AS via I1 interface.
2.  A session is established between the ICS UE A and conference AS as specified in section 7.6.1.2.2.6.
3.  The ICS UE A initiates a message to the SCC AS via I1 interface indicating UE B transferring the current session to the conference AS.
4.  UE B is referred to the conference AS as specified in section 7.6.1.2.2.6.
5.  The SCC AS sends a transfer completed message to ICS UE A via I1 interface.
6.  The session between the ICS UE A and UE B is released.
7.  Step 3-5 is repeated for UE C.
8.  The session between the ICS UE A and UE C is released.
NOTE:
As specified in 3GPP TS 24.147[21], another alternative for this scenario is that ICS UE sends Party B and C number to conference AS via SCC AS. Consequently conference AS invites Party B and C to the conference.
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ICS UE A has established a session with UE B an puts UE B on hold. ICS UE A establishes a session with UE C.
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