Page 1



3GPP TSG-SA2 Meeting #65 
(
S2-084373
Prague, Czech Republic, 12 – 16 May 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.060
	CR
	0641
	(

rev
	2
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Update of clause 16 “Interactions with Other Services”

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	SAES
	
	Date: (

	16/05/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	This CR introduces the necessary changes to clause 16 (Interactions with other services) due to enabling access to the EPC from 2G/3G 3GPP systems.



	
	

	Summary of change:
(

	It is clarified that clause 16 applies to a GPRS-attached MS only when it is in GERAN/UTRAN PS coverage. 

	
	

	Consequences if 
(

not approved:
	Access from GERAN/UMTS to EPC remains unclear.

	
	

	Clauses affected:
(

	16.0 (new clause), 16.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


16
Interactions with Other Services

16.0
General

This clause describes the interaction between packet-domain services and the following other services for a GPRS-attached MS which is in GERAN/UTRAN PS coverage:

-
point-to-point Short Message Service (SMS);

-
circuit-switched services;

-
supplementary services; and

-
CAMEL services.

16.1
Point-to-point Short Message Service

It shall be possible for a GPRS-attached MS to send and receive short messages over the PS domain when it is in GERAN/UTRAN PS coverage. An MS that is GPRS-attached and not IMSI-attached shall transfer SMs over the PS domain. MSs that are both GPRS-attached and IMSI-attached shall transfer SMs over the PS domain or over the CS domain (if the CS domain is used, then paging for MT SMS may go through the SGSN).

The following two clauses define the operation of mobile-terminated and mobile-originated SMS routeing and transfer over the PS domain. More detailed definitions are contained in TS23.040 [8].

16.1.1
Mobile-terminated SMS Transfer

Figure 96 and the description below show an example of a successful delivery of an SM to an MS in GERAN/UTRAN PS coverage over the PS domain.
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Figure 96: MT SMS Transfer, Successful

1)
The short message service centre determines it shall send an SM to an MS. SM‑SC forwards the SM to an SMS gateway MSC (SMS‑GMSC).

2)
SMS‑GMSC examines the destination MS Address, and sends a Send Routeing Info For Short Message message to the relevant HLR.

3)
HLR checks the subscriber data (e.g. ODB data and Call Barring Info) for the MS and determines that the MS is allowed to receive the SMS. The HLR returns a Send Routeing Info For Short Message Result message to the SMS‑GMSC. The result may contain the MS's current SGSN Number, the MSC Number, or both. If the result does not contain an SGSN Number (i.e., the HLR knows that the MS is not reachable via an SGSN), and if the result does contain an MSC Number, non-GPRS SMS delivery procedures are followed. If the result contains an SGSN Number, the SMS transfer proceeds according to the following events.

NOTE:
SMS delivery via the SGSN is normally more radio resource efficient than SMS delivery via the MSC/VLR. The preferred delivery path is selected by SMS‑GMSC operator-specific action.

4)
SMS‑GMSC forwards the SM to the SGSN.

5)
SGSN transfers the SM to the MS on the RP and CP layers, as defined in TS 24.011 [13b].

6)
SGSN returns a Forward Short Message Result message to the SMS‑GMSC indicating successful delivery of the SM.

7)
SMS‑GMSC returns a Delivery Report to the SM‑SC indicating successful delivery of the SM.

CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [8b]:

C1)
CAMEL_T_SMS_INIT.

The procedure returns as result "Continue".

C2)
CAMEL_T_SMS_DELIVERED.

This procedure does not return a result.

16.1.1.1
Unsuccessful Mobile-terminated SMS Transfer

The SGSN or the HLR may not be able to deliver the SM to the MS. This may for example happen when the MS is not attached to GPRS, when the radio channel conditions are bad, or when the MT SMS is barred.

When the SGSN cannot deliver the SM to the MS, the SGSN sets the Mobile station Not Reachable for GPRS flag (MNRG), and returns a failure report to the SMS‑GMSC. Based on the routeing information received from the HLR, the SMS‑GMSC shall do one of the following:

-
If an MSC/VLR is available for the MS, the SM is forwarded to the MS via the MSC/VLR. A successful delivery report shall be returned to the SM‑SC.

-
If an MSC/VLR is not available for the MS, the Message Waiting Indication information in the HLR shall be updated and an unsuccessful delivery report shall be returned to the SM‑SC.

Figure 97 illustrates one possible traffic scenario when neither the SGSN nor the MSC is able to deliver the SM.

	MS
	
	RAN
	
	SGSN
	
	GGSN
	
	MSC/VLR
	
	HLR
	
	SMS-G
	
	SM-SC
	
	

	
	
	
	
	
	
	
	
	<

	
	Message Transfer
	1

	
	
	
	
	
	
	
	
	
	
	(SM, MS Address)
	

	
	
	
	
	
	
	
	<

	
	
	Send Routeing Info For Short Message
	2

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
>
	
	
	Send Routeing Info For Short Message Result
	3

	
	
	
	
	
	
	
	
	
	
	(SGSN Number, MSC Number)
	

	
	
	
	
	<

	

	

	

	
	
	Forward Short Message
	4

	
	
	
	
	
	
	
	
	
	
	(SM)
	

	
	
	
	
	C1
	
	
	
	
	
	
	

	
	
	<

	
>
	
	
	
	
	
	
	Message Transfer: Failure
	5

	
	
	
	
	
	
	
	
	
	
	(SM)
	

	
	
	
	
	C2
	
	
	
	
	
	
	

	
	
	
	
	

	

	

	
>
	
	
	Forward Short Message Result
	6

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	<

	

	
	
	Forward Short Message
	7

	
	
	
	
	
	
	
	
	
	
	(SM)
	

	
	
	
	
	
	
	C3
	
	
	
	
	

	
	
	<

	

	

	
>
	
	
	
	
	Message Transfer: Failure
	8

	
	
	
	
	
	
	C4
	
	
	
	
	

	
	
	
	
	<

	

	
	
	
	
	Alert Request
	9

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
>
	
	
	Forward Short Message Result
	10

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	<

	
	
	Report SM Delivery Status
	11

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
>
	
	
	Report SM Delivery Status Result
	12

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
>
	
	Failure Report
	13

	
	
	
	
	
	
	
	
	
	
	
	


Figure 97: MT SMS Transfer, Unsuccessful

1)
The short message service centre determines it shall send an SM to an MS. SM‑SC forwards the SM to a SMS‑GMSC.

2)
SMS‑GMSC examines the destination MS Address, and sends a Send Routeing Info For Short Message message to the relevant HLR.

3)
HLR checks the subscriber data (e.g. ODB data and Call Barring Info) for the MS to determine whether the MS is allowed to receive the SMS. If the MT SMS is barred, the HLR returns a Send Routing Info for Short Message Error message with an appropriate cause. If the MT SMS is not barred, the HLR returns a Send Routeing Info For Short Message Result message to the SMS‑GMSC. The Result contains an SGSN Number and an MSC Number.

4)
SMS‑GMSC forwards the SM to the SGSN.

5)
SGSN attempts to transfer the SM to the MS, but fails.

6)
SGSN sets MNRG and returns a Forward Short Message Result message to SMS‑GMSC indicating unsuccessful delivery of the SM.

7)
SMS‑GMSC selects an alternative route for the SMS, and forwards the SM to the MSC/VLR.

8)
MSC/VLR attempts to transfer the SM to the MS, but fails.

9) The MSC/VLR requests the setting of the NGAF at the SGSN.

10)
VLR sets MNRF and returns a Forward Short Message Result message to the SMS‑GMSC indicating unsuccessful delivery of the SM.

11)
SMS‑GMSC sends a Report SM Delivery message to the HLR.

12)
HLR updates its Message Waiting Indication fields and returns a Report SM Delivery Result message to the SMS‑GMSC.

13)
SMS‑GMSC returns a Failure Report to the SM‑SC indicating unsuccessful delivery of the SM.

CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [8b]:

C1)
CAMEL_T_SMS_INIT.

The procedure returns as result "Continue".

C2)
CAMEL_T_SMS_FAILURE.

This procedure does not return a result.

C3)
CAMEL_T_SMS_INIT.

The procedure returns as result "Continue".

C4)
CAMEL_T_SMS_FAILURE.

This procedure does not return a result.

Figure 69 shows that the SGSN sends a Ready for SM (MS Reachable) message to the HLR when the MS becomes reachable and MNRG is set in the SGSN. The SGSN indicates also to the MSC/VLR when the MS becomes reachable and NGAF is set in the SGSN. If the MNRF is set at the MSC/VLR, the MSC/VLR sends a Ready for SM (MS Reachable) message to the HLR. Reception of a Ready for SM message or Update Location message when MNRG is set in the HLR shall trigger the SMS alert procedure as defined in TS 23.040 [8].

MNRG remains set in the SGSN independently of whether the MSC/VLR was successful in delivering the SM or not.
This means that the SGSN in certain cases sends a Ready for SM message to the HLR when an MS becomes reachable via the SGSN, even if no SM is waiting. This causes a small amount of duplicate signalling between the SGSN and the HLR only.

16.1.2
Mobile-originated SMS Transfer

Figure 98 and the description below explain the steps involved in sending an SM from an MS in GERAN/UTRAN PS coverage over the PS domain.
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Figure 98: MO SMS Transfer, Successful

1)
The MS has an SM to send, and transfers the SM to the SGSN via RP and CP.

2)
SGSN checks the MS subscription data (e.g. ODB data and Call Barring Info), and determines that the MS is allowed to originate the SMS. SGSN forwards the SM to a SMS interworking MSC (SMS‑IWMSC). If the MS is not allowed to originate the SMS, the SGSN returns an RP Error message with an appropriate cause.

3)
SMS‑IWMSC passes the SM to the addressed SM‑SC.

4)
SM‑SC returns a Delivery Report to the SMS‑IWMSC indicating successful delivery of the SM.

5)
SMS‑IWMSC returns a Forward Short Message Result message to the SGSN indicating successful delivery of the SM.

6)
SGSN returns a Delivery Report to the MS indicating successful delivery of the SM.

CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [8b].

C1)
CAMEL_O_SMS_INIT.

The procedure returns as result "Continue".

C2)
CAMEL_O_SMS_SUBMITTED

This procedure does not return a result.
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