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*** First change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 23.203: "Policy and charging control architecture"

[2] 
ETSI TS 183.017: "Resource and Admission Control: DIAMETER protocol for session based policy set‑up information exchange between the Application Function (AF) and the Service Policy Decision Function (SPDF); Protocol specification"

[3]
ETSI ES 282 003: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); Resource and Admission Control Sub-system (RACS); Functional Architecture; Release 2"
[4]
ETSI TS 183 048: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); Resource & Admission Control System (RACS); Protocol Signaling flows specification; RACS Stage 3"
*** End of First change ***

*** Second change ***

4.x
Functionality: Support of Emergency Calls

4.x.1
General    

This clause compares the support of the emergency calls on Rx and on Gq' and proposes an option for harmonization.     

4.x.2
Description for both Gq' and Rx Reference Points    

The support of emergency calls is applicable on Rx. 

The support of emergency calls is applicable on Gq'.                                              

4.x.3
Comparison of Functional Procedures
4.x.3.a
Functional Procedure: Initial Admission and Reservation

4.x.3.a.1
General

This clause compares how the support of emergency calls within the initial admission and reservation procedure is currently addressed on Rx and on Gq'.

4.x.3.a.2
Comparison of the support of the emergency calls within the initial admission and reservation procedure on Rx and Gq'

4.x.3.a.2.1
Support on Rx

The Rx reference point provides support of emergency calls within the initial reservation and admission procedure.

The approach on the Rx reference point is the following: When a new AF session is established, if the AF recognizes that the AF session establishment request corresponds to an emergency call, the AF attempts to create a session on the PCRF, including an indication that the new session relates to emergency traffic.

4.x.3.a.2.2
Support on Gq'

The approach on the Gq' reference point is the following: When a new AF session is established, if the AF recognizes that the AF session establishment request corresponds to an emergency call, the AF attempts to create a session on the RACS, and includes in the request a Service Class corresponding to emergency calls as described in [4]..
4.x.3.a.2.3
Comparison of the support of the emergency calls within the initial admission and reservation procedure

This clause provides a verbal comparison of the support of the emergency calls within the initial admission and reservation procedure.

Support of the emergency calls on the Rx reference point is based on an explicit indication that the request to the PCRF corresponds to emergency traffic.

On the Gq' reference point, a request corresponding to an emergency session is mapped to a Service Class associated to emergency calls. 
4.x.3.a.3
Comparison of Functional Parameters for the support of emergency calls

This clause compares the set of functional parameters used on the Rx and Gq' reference points for the support of emergency calls.

	Functional Parameter
	Description
	Rx
	Gq'

	
	
	Applicable (Y/N)
	Category (M/O/C)
	Applicable (Y/N)
	Category (M/O/C)

	Indication of Emergency Call
	Indicates whether the request is associated with an emergency AF Session.
	Y
	O
	N
	/

	Service Class
	A request corresponding to an emergency session is mapped to a Service Class associated with emergency calls.
	N
	/
	Y
	O


4.x.3.b
Functional Procedure: Modification

Support of the emergency call on Rx and on Gq' within the modification procedure is the same as within the initial request.
*** End of second change ***
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