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Abstract of the contribution: 
Add an IETF Draft as a reference for H2.
Introduction

H2 interface is between HA and 3GPP AAA infrastructure(3GPP AAA server or 3GPP AAA proxy) and is used to transport authentication, authorization and charging-related information in a secure manner. 
There is an IETF Draft which specifies the interaction between a Mobile IP Home Agent and a Diameter server of the Mobile Service Provider (MSP). The interaction includes Authentication and Authorization, the configuration of Mobile IPv6 specific parameters and Accounting.

Proposal

Add an IETF Draft as a reference for H2. And the section of Accounting should make references to the IETF Draft.
*******************Start of 1st Change******************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.234: "3GPP Systems to Wireless Local Area Network (WLAN) Interworking; System Description".

[3]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service Description; Stage 2".


[4]
3GPP TS 23.203, Policy and charging control architecture, (Release 7)
[5]
3GPP TS33.234, 3G security; Wireless Local Area Network (WLAN) interworking security (Release 7)
[6]
3GPP TS23.402, Architecture Enhancements for non-3GPP accesses (Release 8).
[7]
IETF, Internet-Draft, draft-ietf-mip6-nemo-v4traversal-03.txt, "Mobile IPv6 support for dual stack Hosts and Routers (DSMIPv6)" 

[8]
    IETF, RFC 3775,  " Mobility Support in IPv6”

[9]               IETF RFC 4306, "Internet Key Exchange Protocol Version 2"
[10]              IETF RFC 3748: "Extensible Authentication Protocol (EAP)".
[11]              IETF RFC 4877, “Mobile IPv6 Operation with IKEv2 and the Revised IPsec Architecture”.
[12]
IETF RFC 4739: " Multiple Authentication Exchanges in the Internet Key Exchange (IKEv2) Protocol".

[13]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based Services and Packet Data Networks (PDN)".
[14]
IETF Internet-Draft, draft-ietf-dime-mip6-split-07.txt: "Diameter Mobile IPv6: Support for Home Agent to Diameter Server Interaction", work in progress.

*******************End of 1st Change*******************

*******************Start of 2nd Change******************

5.5
Reference Points

HGi: 
This reference point defines the interface from the HA to external PDN
H1: 
This is the reference point for signalling and user data transfer between UE and HA.

H2: 
This reference point defines the interface between HA and 3GPP AAA infrastructure  (3GPP AAA server or 3GPP AAA proxy) and is used to transport authentication, authorization and charging-related information in a secure manner. This reference point is specified in IETF Internet-Draft, draft-ietf-dime-mip6-split [14].
H3:
This is the IP transport reference point to carry the end-to-end UE-HA signalling and user data between Access Router and HA. Since there is no direct signalling messages between these two entities this is simple IP transport reference point, which does not require additional specification.
*******************End of 2nd Change*******************

*******************Start of 3rd Change******************

6.4
Accounting

H2 reference point supports transfer of accounting related information between the HA and 3GPP AAA infrastructure. The accounting related functionality in H2 reference point is based on accounting functionality which is specified in IETF Internet-Draft, draft-ietf-dime-mip6-split [14].

*******************End of 3rd Change*******************
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