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Abstract of the contribution: This paper provides procedures for ICS UE Service Consistency with use of I1 reference point for inclusion in TS 23.292 IMS Centralized Services.
Proposal:
Add the following text to TS 23.292 IMS Centralized Services:

*** Begin New Text *** 

7.6.1.2.4
Use of I1 reference point

7.6.1.2.4.1
Line ID Services (OIP, OIR, TIP, TIR)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. The information specific to Line ID services is communicated over the I1 reference point when the I1 reference point is used at session setup. 

7.6.1.2.4.2
Communication Diversion Services
7.6.1.2.4.2.1
Communication Forwarding Unconditional (CFU)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

7.6.1.2.4.2.2
Communication Forwarding on Not Logged-in (CFNL)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

7.6.1.2.4.2.3
Communication Forwarding Busy (CFB)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. When I1 is used for session set-up, the information specific to CFB is communicated over the I1 reference point; the SCC AS performs the necessary interworking between the I1 signalling and IMS to allow execution of CFB in IMS.

*** Information Flow to be inserted here – provided by another paper ***

7.6.1.2.4.2.4
Communication Forwarding No Reply (CFNR)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. The information specific to CFNR is communicated over the I1 reference point when the I1 reference point is used at session setup.
*** Information Flow to be inserted here – provided by another paper *** 
7.6.1.2.4.2.5
Communication Forwarding on Subscriber Not Reachable (CFNRc)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. When I1 is used for call set-up, the SCC AS performs the necessary interworking between the I1 signalling response and SIP to allow execution of CFNRc in IMS.

*** Information Flow to be inserted here – provided by another paper *** 
7.6.1.2.4.2.6
Communication Deflection (CD)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. When I1 is used for call set-up, the information specific to CD is communicated over the I1 reference point; the SCC AS performs the necessary interworking between the I1 signalling and SIP to allow execution of CD in IMS.

*** Information Flow to be inserted here – provided by another paper *** 
7.6.1.2.4.2.7
Communication Diversion Notification (CDIVN)

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

When I1 is used for call set-up, the SCC AS performs the necessary interworking between the I1 signalling and SIP to subscribe to the comm-div-info event package at the TAS on behalf of the UE and to receive and propagate to the UE, the notification that the call was diverted.

7.6.1.2.4.3
Communication Barring
IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

7.6.1.2.4.4
Communication Hold/Resume

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

*** Information Flow to be inserted here – provided by another paper *** 
7.6.1.2.2.5
Explicit Communication Transfer

IMS procedures as defined in 3GPP TS 24.173 [8] apply. The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

Additionally, the SCC AS may employ an MRF for control of media as needed for execution of the Explicit Communication Transfer.

*** Information Flow to be inserted here – provided by another paper *** 
7.6.1.2.2.6
Conferencing

IMS procedures as defined in 3GPP TS 24.173 [8] apply The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

Additionally, the SCC AS may employ an MRF for control of media as needed for execution of the Conferencing.

*** Information Flows to be inserted here – provided by another paper *** 
7.6.1.2.2.7
Communication Waiting

IMS procedures as defined in 3GPP TS 24.173 [8] apply The SCC AS combines the description of the CS bearer with the service control signalling communicated over the I1 reference point, as specified in clause 7.1 of this document. 

*** Information Flows to be inserted here – provided by another paper *** 
7.6.1.2.2.8
User configuration of Supplementary Services
For services configured in IMS, service data management and control of user configuration of services data is provided by IMS. The Ut interface shall be used for user configuration of services data.

*** End New Text *** 
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