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Abstract of the contribution: Clarifies the ICS UE behaviour in case of non UE detectable emergency session when received an emergency indication in responses and removes an editor’s note. 
Discussion
Regarding non UE detectable emergency sessions, in SA2#64 it was discussed with S2-082188 that P-CSCF could inform UE about the emergency session by providing an emergency indication in responses.  This was agreed in principle, and CRs were planned for the next meeting. Assuming that the related changes are made in TS 23.167, this contribution clarifies the ICS UE behaviour accordingly.
Additionally, the editor’s note about revisiting originating procedures in light of emergency procedures is removed.
Proposal

The following changes are proposed to TS 23.292.

************************* begin change **************************

7.3.2.2
ICS UE Originating sessions using CS media

7.3.2.2.1
Overview

IMS session control is used for ICS UE originated sessions established with use of CS media bearer. 

When using the Gm reference point, the ICS UE initiates a standard IMS originating session indicating use of CS media bearer for the session. The SCC AS is inserted in the IMS session path using originating iFC. The ICS UE also sets up a standard CS originated session addressing a PSI DN associated with the SCC AS to establish the CS bearer. The session control signalling is combined with the description of the CS bearer at the SCC AS for presentation of the IMS originating session to the S-CSCF over the Remote Leg.

The ICS UE should be able to detect an emergency session establishment request. If the ICS UE using a CS access detects the request for the establishment of an emergency session, the ICS UE shall attempt to initiate a CS emergency call.
If the ICS UE could not detect an emergency call and originates the session with CS media using Gm reference point, it will forward an IMS session establishment request to the P-CSCF. If the P-CSCF detects such an emergency call, it rejects the request with an indication that this is for an emergency session as described in TS 23.167[25]. 
NOTE: 
If the P-CSCF is not ICS aware, it is assumed that some other node in the emergency session path will detect the unsupported media and reject it or the call will be delivered to the PSAP without voice media component. Normal error handling applies in this case.
As described in 3GPP TS 23.167[5] an ICS UE that initiated a non UE detectable emergency session will receive an indication in responses from which it can deduce that the session is for emergency. Upon receiving this indication together with session rejection, the ICS UE shall fall back to CS according to 3GPP TS 23.167[25].
When not using the Gm reference point, the following apply:

-
For sessions originated using a B party’s SIP URI (not using user = phone), the ICS UE initiates a dialogue with the SCC AS over the I1 reference point indicating session origination. The ICS UE also sets up a CS originated session addressing a PSI DN associated with the SCC AS to establish the CS bearer. The session control signalling is combined with the description of the CS bearer at the SCC AS for presentation of the IMS originating session to the S-CSCF over the Remote Leg.

-
For all other cases, the ICS UE initiates a standard CS originating call using B party’s E.164 number. The call is routed to IMS via a standard MSC Server using CAMEL based redirection or an MSC Server enhanced with ICS. Additionally, the ICS UE may use the I1 reference point for communication of additional parameters.

For video call originations, the following apply for the ICS UE and the networks supporting the CS video functionality for ICS:

- 
When the ICS UE is attached to an MSC Server enhanced for ICS, after the multimedia connection is established, the MSC Server enhanced for ICS shall perform the H.245 negotiation to set up the video media bearer based upon the procedures defined in 3GPP TS 29.163 [11]; 
-
When the ICS UE is attached to an MSC Server not enhanced for ICS, the MGCF/IMS-MGW shall perform the H.245 negotiation procedure as specified in 3GPP TS 29.163 [11].

************************** end change ***************************
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