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Reason for change:


Currently the specification requires that when the network detects that dialled number would initiate an emergency call, the UE is instructed to attempt an emergency call in the CS domain. However there are circumstances where the user knows that the dialled number is an emergency number (e.g. a local one) and in this case rather than setting up a normal emergency call, the UE, upon receiving the indication from the network that an emergency session establishment was attempted, should set up a normal call to the same dialled number in the CS domain. 

However, if when transferring to the CS domain to set up the call, the UE receives the list of the local emergency numbers and finds that the dialled number is included in such list includes the dialled number, then the UE should attempt an emergency call indicating the the appropriate emergency call type. 




Summary of change:


Modified section 7.1.2 to indicate that the UE upon receiving an indication that the attempted call was in fact an emergency call shall attempt to redial the number in CS domain. 

Added a requirement indicating that if the UE has received a list of the local emergency numbers upon registration in the CS domain and such list includes the dialled number, the UE initiates an emergency call set up indicating the appropriate emergency call type.




Consequences if 


not approved:
The mobile will be connected by the default PSAP rather than the desired one.
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7.1.2
Non UE detectable Emergency Session

As the UE could not detect the emergency session, the session establishment request will be sent to a P‑CSCF in the visited PLMN or a P‑CSCF in the home PLMN as per a normal session establishment procedure. The former is only applicable to a roaming situation whereas the latter can apply to both a roaming and non-roaming situation. Prior to sending the session establishment request the UE must be registered in the IMS as per the normal registration procedure.

In the case that the P‑CSCF detects that this is a request to establish an emergency session, based upon local policy (e.g., checking access type):

-
the P‑CSCF may reject the session initiation request with an indication that this is for an emergency session. When the UE receives the session rejection then the UE shall either attempt to initiate a call to the dialled number in the CS domain or follow the procedure in 7.1.1.

-
If, prior attempting the call in the CS domain, the UE receives a list of local emergency numbers and recognizes the dialled number as an emergency number, the UE shall attempt an emergency call set up indicating the appropriate emergency call type.
-
Alternatively, the P‑CSCF in the visited PLMN or the P‑CSCF in the home PLMN for a non-roaming UE may allow the session initiation request to continue by inserting the explicit emergency indication in the session request and forward that request to an Emergency CSCF in the same network. There is no requirement to inform the UE that the session has been marked as an emergency session, i.e. the UE can treat the session as a normal session establishment.
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