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* * * Start of Change to TS23.060 Clause 6.3.2* * * *

6.3.2
Combined RA / LA Updating

When the MS is both IMSI and GPRS-attached, the LA and RA updating is done in a co-ordinated way to save radio resources if supported by the network operation mode. When the MS enters a new RA in network operation mode I, the MS sends a Routeing Area Update Request message to the SGSN, as described in clause "Combined RA / LA Update Procedure". The LA update is included in the RA update. The SGSN then forwards the LA update to the MSC/VLR. The MSC/VLR optionally returns a new VLR TMSI that is sent to the MS via the SGSN.
The timing which UE performs a routeing area update can be randomised by means of random timer.
An MS in class‑A mode of operation involved in a CS connection makes only RA updates and no combined RA / LA updates to the SGSN.

An MS in CS/PS mode of operation involved in a CS connection makes only RA updates and no combined RA / LA updates to the SGSN.

An MS in class‑B mode of operation involved in a CS connection does not make any updates during the CS connection.

An MS in class‑C mode of operation never makes combined RA / LA updates. MSs in CS mode of operation and MSs in PS mode of operation never make combined RA / LA updates.

6.3.3
CS Paging (A/Gb mode)

* * * End of Change to TS23.060 Clause 6.3.2* * * *
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