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Abstract of the contribution: This paper proposes flows for deleting media. 

1. Proposal

It is proposed to insert the following texts to 3GPP TS 23.237.
**** Start change ****

6.3.3.x Removing media from split CS and PS sessions – Local End Initiated
As a precondition the UE-1 has a CS call and IMS multimedia session with the remote end in a manner that more than one sessions are presented to UE-2 as one IMS session by the SCC AS; for example the UE performs an Access Transfer for part of the media streams from PS to CS and the remaining media streams are kept within PS access.  
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1. UE-1 uses standard IMS procedures defined in 3GPP TS 23.228[4] to remove one or more PS media from the session. 

2.
SCC AS sends a re-INVITE to UE-2 to remove the associated PS media from the session. The SCC AS terminates the Source Access Leg as defined in 7.3.1.5.

6.3.3.x Removing media from split CS and PS sessions – Remote End Initiated
As a precondition the UE-1 has a CS call and IMS multimedia session with the remote end in a manner that more than one sessions are presented to UE-2 as one IMS session by the SCC AS; for example the UE performs an Access Transfer for part of the media streams from PS to CS and the remaining media streams are kept within PS access.  
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1. UE-2 uses standard IMS procedures defined in 3GPP TS 23.228[4] to remove one or more PS media from the session. 
2.
SCC AS identifies the session from UE-2 as being split into two legs to UE-1. It determines the appropriate Access Leg over which to send the updated session information from UE-2. Since there is only a single PS media associated with the session, the SCC AS terminates the Access Leg associated with the PS media.

**** End change ****
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