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******************************  First Change  **********************
6.6.3
SGSN interaction during Detach Procedure when using S4
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Figure 25A: SGSN interaction when using S4
NOTE :
Steps A and D are common for architecture variants with GTP based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps B and C concern GTP based S5/S8.



Note: The following steps show the case when ISR is not active.
A)
For each PDN connection, the EPS Bearer(s) in the Serving GW regarding this particular MS are deactivated by the SGSN by sending Delete Bearer Request (TEID), to the Serving GW. This message can include an indication that all bearers belonging to that PDN connection shall be released.
B) The Serving GW sends Delete Bearer Request (TEID) to the PDN GW. The PDN GW may interact with PCRF (refer to TS 23.203 [88]).

C) The PDN GW acknowledges the bearer deactivation to the S-GW by sending a Delete Bearer Response (TEID).

D) The SGW acknowledges with Delete Bearer Response (TEID). 

Further messages due to ISR and messages between S-GW and P-GW are described in section 5.3.8 “Detach procedure” of TS 23.401 [89].

























































































































































































































































 





D. Delete Bearer Response





 





A. Delete Bearer Request
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 C. Delete Bearer Response





 





 





 B. Delete Bearer Request
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Detach Procedure with MME, SGW and PDN GW
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