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* * * First Change * * * *

6.3.3.X
Local End Initiation case: Adding new PS media to existing PS session
This clause covers the scenario where UE‑1 adds PS media component(s) (e.g. video) over a new IP-CAN, IP-CAN2, to an existing multimedia session that uses PS media over IP-CAN1. As a post condition the UE‑1 has an ongoing multimedia session with the remote end in a manner that more than one session are presented to the remote end as one session by SCC AS and the UE is aware that the sessions are presented to the remote end as one session.
The call flow is the same as in figure 6.3.3.3-1 except that both the original media and the added media are on PS accesses and no CS intermediate nodes are involved.
6.3.3.Y
Remote End Initiation case: Adding new PS media to existing PS session
This clause covers the scenario where UE‑1 has an existing PS session with UE‑2 using PS media over IP-CAN1 and UE‑2 adds new media to the session and the new media is delivered using PS media over IP-CAN2 towards UE‑1.
The call flow is the same as in figure 6.3.3.4-1 except that both the original media and the added media are on PS accesses and no CS intermediate nodes are involved.
6.3.3.Z
Local End Initiation case: Removing media from split PS sessions
This clause covers the scenario where local end UE-1 removes media from split PS sessions. As a precondition, UE-1 has an IMS multimedia session with the remote end in a manner that more than one PS session is presented to UE-2 as one IMS session by the SCC AS. As a postcondition, UE-1 removes the PS session over one IP-CAN and continues IMS multimedia session with the remote end over the other IP-CAN. 
The call flow is the same as in figure 6.3.3.7-1 except that all the media components are on PS accesses and no CS intermediate nodes are involved.

6.3.3.W
Remote End Initiation case: Removing media from split PS sessions

This clause cover the scenario where remote end UE-2 removes media from split PS sessions. As a precondition, UE-1 has an IMS multimedia session with the remote end in a manner that more than one PS session is presented to UE-2 as one IMS session by the SCC AS. As a postcondition, the PS session over one IP-CAN is removed and UE-1 continues IMS multimedia session with the remote end over the other IP-CAN. 
The call flow is the same as in figure 6.3.3.8-1 except that all the media components are on PS accesses and no CS intermediate nodes are involved.
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