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Begin Change
4.2.2
E-UTRAN and 3GPP UTRAN/GERAN SRVCC

For facilitating session transfer (SRVCC) of the voice component to the CS domain, the IMS multimedia telephony sessions needs to be anchored in the IMS. A CS originated/terminated call to/from UTRAN/GERAN has to be anchored in IMS to allow session transfer (SRVCC) to E‑UTRAN to occur.

For SRVCC from E‑UTRAN to UTRAN/GERAN, MME first receives the handover request from E‑UTRAN with the indication that this is for SRVCC handling, and then triggers the SRVCC procedure with the MSC Server enhanced with SRVCC via the SV if MME has SRVCC VDN information for this UE. MSC Server enhanced for SRVCC then initiates the session transfer procedure to IMS and coordinates it with the CS handover procedure to the target cell. MSC Server enhanced for SRVCC then sends Forward Relocation Response to MME, which includes the necessary CS HO command information for the UE to access the UTRAN/GERAN.

Handling of any non‑voice PS bearer is done by the PS bearer splitting function in the MME. MME may suppress the handover of non‑voice PS bearer during SRVCC procedure. The handover of non‑voice PS bearer, if performed, is done as according to Inter RAT handover procedure as defined in TS 23.401 [2]. The MME is responsible to coordinate the Forward Relocation Response from SRVCC and PS‑PS handover procedure.
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Figure 4.2.2-1: Overall high level concepts for SRVCC from E-UTRAN to UTRAN/GERAN

Next Change
5.2.2
E-UTRAN and 3GPP UTRAN/GERAN SRVCC architecture

This specification introduces an additional function to those defined in the E‑UTRAN architecture TS 23.401 [2] for SRVCC. This additional function is provided by the MSC Server (i.e., MSC Server enhanced for SRVCC).

NOTE 1:
The following figure only shows the necessary components related to MSC Server enhanced with SRVCC.
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NOTE 2:
MSC Server shown in the figure is enhanced for SRVCC.

NOTE 3:
This architecture also applies to roaming scenario (i.e., S8, S6a are not impacted due to SRVCC).

NOTE 4:
The MSC server enhanced with SRVCC may not be the final target MSC which connects to the target cell.

Figure 5.2.2-1: SRVCC architecture for E-UTRAN to 3GPP UTRAN/GERAN
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