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Begin Change
6.3.2.1.4
PS – CS Access Transfer: PS to CS – Single Radio
Figure 6.3.2.1.4-1 PS-CS: PS to CS – Single Radio, provides an information flow for Access Transfer of media of an IMS session in PS to CS direction for Access Transfers within 3GPP access networks as specified in 3GPP TS 23.216 [10].

The flow is based on the preconditions that the user is active in an IMS originating or terminating session; procedures and capabilities specified in 3GPP TS 23.216 [10], clause 6.2.1 are used for the switching of access networks at the transport layer.

NOTE 1:
See 3GPP TS 23.216 [10] for initiation of handover of only one voice PS bearer at EPC.
NOTE 2: The UE capable of procedures as specified in 3GPP TS 23.216 [10] does not need to support session and access transfer procedures as specified in clauses 6.3.2.1.1 and 6.3.2.3 to support PS to CS Access Transfer.

[image: image1.emf]CS/IMS 

Intermediate Nodes

I/S-CSCF

SCC AS

3. Remote Leg 

Update

UE

1. INVITE (STN-SR, SDP-MGW)

2. INVITE (STN-SR, SDP-MGW)

4b-1. Re-INVITE

4b-2. Re-INVITE

4a. Source Access 

Leg Release

4b-3. Remote Leg 

Update



Figure 6.3.2.1.4-1 PS-CS: PS to CS – Single Radio

1.
Procedures specified in TS 23.216 [10], clause 6.2.2.1 result in an INVITE to be sent with an STN-SR indicating use of Single Radio VCC procedures for Access Transfer to CS access.
2.
Standard procedures are used at S-CSCF for routing of the INVITE to the SCC AS.

3.
The SCC AS uses the STN-SR to determine that Access Transfer using Single Radio VCC is requested. The SCC AS proceeds with the Access Transfer of recently added active session by updating the Remote Leg with the media description and other information using the Remote Leg Update procedure as specified in clause 6.3.1.5.
4a.
If the Gm reference point is not retained upon PS handover procedure, or if there was no other non-voice media in the IMS session than the voice which was transferred to the target access, then the source Access Leg is released as specified in clause 6.3.1.6 
4b.
If the Gm reference point is retained upon PS handover procedure 
then: 
4b-1.
The UE sends an Re-INVITE via the PS access to update the remaining non-voice media associated with the recently added active session.
4b-2.
Standard procedures are used at S-CSCF for routing of the INVITE to the SCC AS.

4b-3.
The SCC AS processes the Re-INVITE and updates the Remote Leg if needed.


NOTE:
Some or all of the steps between steps 3 and 4b may consist of a sequence of messages, some of which may occur in parallel.
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