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Summary

23.402 Cleanup
· Significant cleanup progress made.
· Updates to PCC impacts of deffered adress allocation (5174)

· Alignment of PDN-GW identified stored and retrieved from the HSS (5187)

· Multiple PDN disconnection for S5/S2a (5172) and for S2b (5208)

· Multiple PDN connection for S2b agreed (5189)

· Several cleanup documents for HRDP agreed

· Providing UE addresss in authentication in HO attach in S2b agreeed (4589)

· Several cleanups for ANDSF agreed.

· Several cleanups for chaining agreed.

· Multiple PDN connections to one APN for PMIP still open (5164)

· Solving the problem of accurate PDN GW information for HO from 3GPP to non-3gpp still open (4676)

· Solving the problem of accurate PDN GW information for HO from non-3GPP to 3gpp still open (5165)

Actions for SA2 #64

AGREED DOCUMENTS TO BE APPROVED

	S2-084716

	S2-085171

	S2-084958

	S2-084533

	S2-084797

	S2-085173

	S2-084952

	S2-084963

	S2-085175

	S2-085176

	S2-085190

	S2-084951

	S2-085177

	S2-085178

	S2-085189

	S2-085179

	S2-085208

	S2-085184

	S2-085185

	S2-085186

	S2-085180

	S2-084535

	S2-085181

	S2-085182


OPEN DOCUMENTS TO BE HANDLED

	S2-085187

	S2-085164

	S2-084676

	S2-085165

	S2-085174

	S2-084548

	S2-085188

	S2-085172

	S2-085183


	8.5
	-
	------
	General clean-up of 23.402 (including granted exceptions)
	------
	-
	-
	-
	-

	8.5
	S2-084525
	CR
	23.402 CR0334: PDN connection Identifier handling in TS23.402
	Huawei
	23.402
	0334
	Rel-8
	 

	8.5
	S2-084546
	DISCUSSION
	Multiple PDN connections to one APN with PMIP-based interfaces
	Ericsson
	23.402
	-
	-
	 Noted

	8.5
	S2-084551
	CR
	23.402 CR0348: Resolving open issues on multiple PDN connections to one APN
	Ericsson
	23.402
	0348
	Rel-8
	Revised to: 5164

	8.5
	S2-085164
	CR
	Revision of: S2-084551
	
	
	
	
	Return

	8.5
	S2-084676
	DISCUSSION
	Discussion on ‘UE-Centric’ multiple PDN support for handover.
	Samsung
	-
	-
	-
	Return

	8.5
	S2-084677
	CR
	23.402 CR0354: Multiple PDN support during handover for non-3GPP access
	Samsung
	23.402
	0354
	Rel-8
	 

	8.5
	S2-084961
	CR
	23.401 CR0481: Multiple PDN support during handover for non-3GPP access
	Samsung
	23.401
	0481
	Rel-8
	 

	8.5
	S2-084549
	CR
	23.402 CR0346: Corrections for handover from non-3GPP to GERAN/UTRAN access
	Ericsson
	23.402
	0346
	Rel-8
	Revised to: 5165

	8.5
	S2-085165
	CR
	Revision of: S2-084549
	
	
	
	
	Return

	8.5
	S2-084859
	CR
	23.402 CR0368: Clarification to MME subscriber information retreival procedure for TS 23.402
	Marvell
	23.402
	0368
	Rel-8
	Noted, input will be taken into account into 5165

	8.5
	S2-084860
	CR
	23.402 CR0369: Correction to section 8 on Handover procedures in TS 23.402
	Marvell
	23.402
	0369
	Rel-8
	

	8.5
	S2-084478
	CR
	23.402 CR0333: TFT handling
	Ericsson
	23.402
	0333
	Rel-8
	

	8.5
	S2-084530
	CR
	23.402 CR0338: PCC Control in Non-optimized Handover with Non-chained Case
	Huawei
	23.402
	0338
	Rel-8
	Noted

	8.5
	S2-084531
	CR
	23.402 CR0339: PCC Control in Non-optimized Handover with Chained Case
	Huawei
	23.402
	0339
	Rel-8
	 

	8.5
	S2-084888
	CR
	23.402 CR0374: Revision of flow procedure about mobility protocol tunnelling header information
	CATT
	23.402
	0374
	Rel-8
	 

	8.5
	S2-084675
	CR
	23.402 CR0353: Address allocation implied PCC interaction
	Samsung
	23.402
	0353
	Rel-8
	 Revised to: 5174

	8.5
	S2-085174
	CR
	Revision of: S2-084675
	
	
	
	
	Return

	8.5
	S2-084716
	CR
	23.402 CR0355: Simultaneous access to EPS during handover
	Starent Networks
	23.402
	0355
	Rel-8
	agreed

	8.5
	S2-084548
	CR
	23.402 CR0345: Clean-up of PDN GW identification
	Ericsson
	23.402
	0345
	Rel-8
	 Return

	8.5
	S2-084717
	CR
	23.402 CR0356: Aligning PDN GW identification with 23.401
	Starent Networks
	23.402
	0356
	Rel-8
	 Revised to: 5163

	8.5
	S2-085163
	CR
	Revision of: S2-084717
	
	
	
	
	Revised to: 5187

	8.5
	S2-085187
	CR
	Revision of: S2-085163
	
	
	
	
	Return

	8.5
	S2-084672
	CR
	23.402 CR0352: PMIP-based S5/S8 Procedures to support GPRS and EPC
	Samsung
	23.402
	0352
	Rel-8
	 Revised to: 5148

	8.5
	S2-085148
	CR
	Revision of: S2-084672
	
	
	
	
	Revised to: 5188

	8.5
	S2-085188
	CR
	Revision of: S2-085148
	
	
	
	
	Return

	8.5
	S2-084527
	DISCUSSION
	Discussion on single address bearer for PMIP based S5/S8
	Huawei
	23.402
	-
	Rel-8
	 Noted

	8.5
	S2-084528
	CR
	23.402 CR0336: Clarification on single address bearer for PMIP based S5/S8
	Huawei
	23.402
	0336
	Rel-8
	

	8.5
	S2-084821
	CR
	23.402 CR0365: Alignment of the non-3GPP to 2G/3G handover procedures
	Nextwave
	23.402
	0365
	Rel-8
	 Noted, Merged into 5165

	8.5
	S2-084864
	CR
	23.402 CR0371: Correction to section 6.2 in TS 23.402
	Marvell
	23.402
	0371
	Rel-8
	 Revised to: 5171

	8.5
	S2-085171
	CR
	Revision of: S2-084864
	
	
	
	
	agreed

	8.5
	S2-084958
	CR
	23.402 CR0381: Clean-up of UE-initiated connectivity to additional APNs flows (Section 6.8.1.1)
	NEC
	23.402
	0381
	Rel-8
	 agreed

	8.5
	S2-084587
	CR
	23.402 CR0349: Informing UE permanent ID to FA/PDN GW
	ZTE
	23.402
	0349
	Rel-8
	noted

	8.5
	S2-084748
	CR
	23.402 CR0160R2: Impacts of multiple PDN on detach and PDN-disconnection procedure for PMIP-based S5/S8 and S2a
	Motorola, Huawei, Samsung, Nextwave, Marvell
	23.402
	0160
	Rel-8
	 Revised to: 5172

	8.5
	S2-085172
	CR
	Revision of: S2-084748
	
	
	
	
	Return

	8.5
	S2-084964
	CR
	23.402 CR0384: UE Requested PDN Disconnection
	Nortel
	23.402
	0384
	Rel-8
	 Noted

	8.5
	S2-084533
	CR
	23.402 CR0341: PCC Cleanup for LTE<->HRPD Handover flow
	Huawei, Nortel, Ericsson, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.402
	0341
	Rel-8
	 agreed

	8.5
	S2-084797
	CR
	23.402 CR0363: On alignment of stage 2 description of the session ID with stage 3 specification
	Alcatel-Lucent
	23.402
	0363
	Rel-8
	 agreed

	8.5
	S2-084798
	CR
	23.402 CR0364: On replacement of PDSN with HSGW in optimized HRPD/E-UTRAN handover
	Alcatel-Lucent
	23.402
	0364
	Rel-8
	 Revised to: 5173

	8.5
	S2-085173
	CR
	Revision of: S2-084798
	
	
	
	
	agreed

	8.5
	S2-084952
	CR
	23.402 CR0379: Corrections in Optimized Handovers between E-UTRAN Access and cdma2000 HRPD Access
	Nokia Siemens Networks, Ericsson, Verizon Wireless, Cisco
	23.402
	0379
	Rel-8
	 agreed

	8.5
	S2-084963
	CR
	23.402 CR0383: Handling of Multiple PDNs with HRPD -> EUTRAN Idle mode mobility
	Nortel, Verizon, Nokia Siemens Networks
	23.402
	0383
	Rel-8
	 agreed

	8.5
	S2-084532
	CR
	23.402 CR0340: Refine the optimized handover from HRPD to E-UTRAN
	Huawei, Alcatel-Lucent
	23.402
	0340
	Rel-8
	 Revised to: 5160

	8.5
	S2-085160
	CR
	Revision of: S2-084532
	
	
	
	
	Revised to: 5175

	8.5
	S2-085175
	CR
	Revision of: S2-085160
	
	
	
	
	Agreed

	8.5
	S2-084529
	CR
	23.402 CR0337: Architecture clean-up
	Huawei
	23.402
	0337
	Rel-8
	 Revised to: 5176

	8.5
	S2-085176
	CR
	Revision of: S2-084529
	
	
	
	
	agreed

	8.5
	S2-084780
	CR
	23.402 CR0359: S2c bootstrapping and Home link detection over non-3GPP access.
	Samsung
	23.402
	0359
	Rel-8
	 Noted

	8.5
	S2-084822
	CR
	23.402 CR0366: Correction of Home Link Detection for UEs with IPv4 home addresses
	Panasonic
	23.402
	0366
	Rel-8
	 Noted

	8.5
	S2-084823
	CR
	23.402 CR0367: Re-establishment of PDN connection with DSMIPv6 when multiple PDN connections to same APN exist
	Panasonic
	23.402
	0367
	Rel-8
	 Noted

	8.5
	S2-084862
	CR
	23.402 CR0370: Clarification on use of Ipsec tunnels for the support of multiple PDNs over untrusted non-3GPP accesses.
	Marvell
	23.402
	0370
	Rel-8
	 Revised to: 5190

	8.5
	S2-085190
	CR
	Revision of: S2-084862
	
	
	
	
	agreed

	8.5
	S2-084951
	CR
	23.402 CR0378: IP address allocation related corrections
	Nokia Siemens Networks, Nokia
	23.402
	0378
	Rel-8
	agreed

	8.5
	S2-084896
	CR
	23.402 CR0375: Cleanup on IPv4 home address assignment for S2c
	Panasonic
	23.402
	0375
	Rel-8
	 Revised to: 5177

	8.5
	S2-085177
	CR
	Revision of: S2-084896
	
	
	
	
	agreed

	8.5
	S2-084588
	CR
	23.402 CR0350: Trusted/untrusted non-3GPP Access system detection
	ZTE
	23.402
	0350
	Rel-8
	Revised to: 5178

	8.5
	S2-085178
	CR
	Revision of: S2-084588
	
	
	
	
	agreed

	8.5
	S2-084965
	CR
	23.402 CR0385: Multiple PDN Connections with Untrusted access and network-based mobility
	Nortel
	23.402
	0385
	Rel-8
	Revised to: 5189

	8.5
	S2-085189
	CR
	Revision of: S2-084965
	
	
	
	
	agreed

	8.5
	S2-084589
	CR
	23.402 CR0351: Handover indication in S2b scenario
	ZTE
	23.402
	0351
	Rel-8
	Revised to: 5179

	8.5
	S2-085179
	CR
	Revision of: S2-084589
	
	
	
	
	agreed

	8.5
	S2-084698
	DISCUSSION
	Handover indication in S2b Scenario
	ZTE
	23.402
	-
	Rel-8
	Noted.

	8.5
	S2-084869
	CR
	23.402 CR0373: M-PDN Detach for S2b
	Research in Motion
	23.402
	0373
	Rel-8
	Revised to: 5208

	8.5
	S2-085208
	CR
	Revision of: S2-084869
	
	
	
	
	agreed

	8.5
	S2-084751
	CR
	23.401 CR0444: Removal of few editor's notes
	Motorola
	23.401
	0444
	Rel-8
	

	8.5
	S2-084742
	CR
	23.402 CR0215R2: Update of general principles for WiMAX network-controlled dual radio handover
	Motorola, Alcatel-Lucent, InterDigital, Sprint, Nextwave
	23.402
	0215
	Rel-8
	Revised to: 5183

	8.5
	S2-085183
	CR
	Revision of: S2-084742
	
	
	
	
	Return

	8.5
	S2-084969
	CR
	23.402 CR0386: Correction to incomplete implementation of CR0176R3
	MCC
	23.402
	0386
	Rel-8
	 Revised to: 5184

	8.5
	S2-085184
	CR
	Revision of: S2-084969
	
	
	
	
	agreed

	8.5
	S2-084766
	DISCUSSION
	On accessing the ANDSF
	Nokia, Nokia Siemens Networks
	23.402
	-
	Rel-8
	 Noted

	8.5
	S2-084767
	CR
	23.402 CR0357: Removal of the limitation of the frequency of UE requested ANDSF interactions
	Nokia, Nokia Siemens Networks
	23.402
	0357
	Rel-8
	 Revised to: 5185

	8.5
	S2-085185
	CR
	Revision of: S2-084767
	
	
	
	
	agreed

	8.5
	S2-084789
	CR
	23.402 CR0361: ANDSF push mode
	Alcatel-Lucent
	23.402
	0361
	Rel-8
	

	8.5
	S2-084550
	CR
	23.402 CR0347: ANDSF cleanup
	Ericsson
	23.402
	0347
	Rel-8
	Revised to: 5186

	8.5
	S2-085186
	CR
	Revision of: S2-084550
	
	
	
	
	Agreed, 2 objections

	8.5
	S2-084889
	CR
	23.402 CR0308R1: ANDSF Discovery in the 3GPP Access
	CATT
	23.402
	0308
	Rel-8
	 Noted

	8.5
	S2-084779
	CR
	23.402 CR0358: Decision on Trusted/Untrusted network when the UE is attached to non-3GPP accesses in VPLMN
	Samsung
	23.402
	0358
	Rel-8
	 

	8.5
	S2-084781
	CR
	23.402 CR0360: Corrections to architecture diagrams
	Telcordia
	23.402
	0360
	Rel-8
	 

	8.5
	S2-084794
	CR
	23.402 CR0362: Default bearer handling
	Ericsson
	23.402
	0362
	Rel-8
	

	8.5
	S2-084526
	CR
	23.402 CR0335: Clean up for S8/S2 chained case
	Huawei
	23.402
	0335
	Rel-8
	 Revised to: 5159

	8.5
	S2-085159
	CR
	Revision of: S2-084526
	
	
	
	
	Noted

	8.5
	S2-084534
	CR
	23.402 CR0342: Alignment of resource allocation deactivation Procedure
	Huawei, Orange
	23.402
	0342
	Rel-8
	 Revised to: 5180

	8.5
	S2-085180
	CR
	Revision of: S2-084534
	
	
	
	
	agreed

	8.5
	S2-084535
	CR
	23.402 CR0343: Handover between untrusted Non-3GPP IP Access and 3GPP Access with Chained GTP-based S8/S2b Roaming
	Huawei, Orange
	23.402
	0343
	Rel-8
	 agreed

	8.5
	S2-084959
	CR
	23.402 CR0382: Clean-up of S2-S8 Chaining Flows
	NEC
	23.402
	0382
	Rel-8
	 Revised to: 5181

	8.5
	S2-085181
	CR
	Revision of: S2-084959
	
	
	
	
	agreed

	8.5
	S2-084547
	CR
	23.402 CR0344: Removal of S6c
	Ericsson
	23.402
	0344
	Rel-8
	Revised to: 5182

	8.5
	S2-085182
	CR
	Revision of: S2-084547
	
	
	
	
	agreed

	8.5
	S2-084824
	CR
	23.402 CR0303R2: Identification of the selected mobility management mechanism
	Panasonic
	23.402
	0303
	Rel-8
	 

	8.5
	S2-084865
	CR
	23.402 CR0372: Clearer IPMS Solutions of TS 23.402
	LG Electronics
	23.402
	0372
	Rel-8
	

	8.5
	S2-084897
	CR
	23.402 CR0376: Correction of a reference error
	Panasonic
	23.402
	0376
	Rel-8
	 

	8.5
	S2-084934
	CR
	23.402 CR0377: Handover/TAU for PMIP based S5/S8
	ZTE
	23.402
	0377
	Rel-8
	 

	8.5
	S2-084956
	DISCUSSION
	Harmonization of PMIP and GTP based Handover Behaviour
	NEC
	-
	-
	-
	 

	8.5
	S2-084957
	CR
	23.402 CR0380: Correction of PMIP-based Handover Behaviour
	NEC
	23.402
	0380
	Rel-8
	 



1

