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Begin Change
7.7.x
Session Release for MSC Server enhanced for ICS
7.7.x.1
General

If receiving a CS session release from the non ICS UE the MSC Server enhanced for ICS shall release the session towards IMS. The SCC AS shall further update the remote leg, to reflect the change of media. If receiving a session release from the IMS, the MSC Server enhanced for ICS shall release the CS session with the UE. 
7.7.x.2
Session Release by served UE

Figure 7.7.x.1 provides a call flow illustrating the session release procedures initiated by an UE attached to an MSC Server enhanced for ICS. 
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Figure 7.7.x.1: Session Release initiated by UE A when using an MSC server enhanced for ICS

1.

     The UE releases CS Session.
2-11.

The MSC Server releases the IMS Session. Step 2 does not have to wait for step 1 to complete.
7.7.x.3
Session Release by far-end

Figure 7.7.x.2 provides a call flow illustrating the session release procedures initiated by far end for an UE attached to an MSC Server enhanced for ICS. 
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Figure 7.7.x.2: Session Release initiated by far end when using an MSC server enhanced for ICS

1-4.
The UE B initiates session release.

5.

The MSC Server releases CS session with UE A.

6-9.
Confirmation of release initiated by far end. Step 6 does not have to wait for step 5 to complete.
7.7.x.4
Network initiated Session Release

Figure 7.7.x.4 provides a call flow illustrating the session release procedures initiated by the home IMS network for an UE attached to an MSC Server enhanced for ICS. 
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Figure 7.7.x.4: Network initiated Session Release when using an MSC server enhanced for ICS

1.

The S-CSCF decides the session should be terminated due to administrative reasons or due to service expiration.
Steps 3-9 occur in parallel to steps 2 and 10.
2.

The S-CSCF sends a SIP BYE message to UE B

3.

The S-CSCF sends a SIP BYE message to the SCC AS

4.

The SCC AS sends a SIP BYE message to S-CSCF

5.

The S-CSCF sends a SIP BYE message to the MSC Server
6.

The MSC Server releases CS session with UE A.
7-9.
Acknowledge of SIP BYE using a SIP OK. Step 7 does not have to wait for step 6 to complete.
10.

UE-B acknowledges receipt of the SIP BYE and sends a SIP OK back to the S-CSCF.
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