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First Change
4.5.1
PDN GW Selection Function for Non-3GPP Accesses
PDN Gateway selection for non-3GPP accesses uses similar mechanisms as defined in TS 23.401 [4], with the following modification:

-
The PDN Gateway selection function interacts with the 3GPP AAA Server or 3GPP AAA Proxy and uses subscriber information provided by the HSS to the 3GPP AAA Server. To support separate PDN GW addresses at a PDN GW for different mobility protocols (PMIP, MIPv4 or GTP), the PDN GW Selection function takes mobility prototocol type into account when deriving PDN GW address by using the Domain Name Service function.

During the initial authorization, PDN Gateway selection information for each of the subscribed PDNs is returned to the non-3GPP access system. The PDN Gateway selection information includes:

-
The identity of a PDN GW which is a logical name (FQDN) and an APN; or

-
an APN and an indication whether the allocation of a PDN GW from the visited PLMN is allowed or a PDN GW from the home PLMN shall be allocated.

This enables the entity requiring the address of the gateway to proceed with selection. Once the selection has occurred, the PDN Gateway registers its association with a UE and the APN with the AAA/HSS. This permits the 3GPP AAA Server or Proxy to provide association of the PDN Gateway address and the related APN subsequently.

In the case that a UE already has assigned PDN Gateway(s), the IP identity(ies) of the already allocated PDN Gateway(s) are returned by the 3GPP AAA Server or Proxy during the authorization step. This eliminates the need to repeat PDN Gateway selection for the PDNs the UE is already connected with.

Upon mobility between 3GPP and non-3GPP accesses, PDN Gateway selection information for the subscribed PDNs the UE is not yet connected with is returned to the target access system as done during initial attachment. For the PDNs the UE is already connected with transfer of PDN GW information takes place as defined below:

-
If a UE attaches to a non-3GPP access and it already has assigned PDN Gateway(s) due to a previous attach in a 3GPP access, the HSS provides the IP identity(ies) of the already allocated PDN Gateway(s) with the corresponding PDN information to the 3GPP AAA server over the SWx reference point. The PDN gateway's address(es) is derived from the PDN GW identity(ies) and the protocol type on S2 and S5/S8 using Domain Name Service function and sent during the attach procedure in the non-3GPP access.

-
If a UE attaches to a 3GPP access and it already has an assigned PDN Gateway(s) due to a previous attach in a non-3GPP access, the HSS provides the IP identity(ies) of the already allocated PDN Gateway(s) with the corresponding PDN information to the MME over the S6a reference point. The PDN gateway address(es) is derived from the PDN GW identity(ies) and the protocol type on S5/S8 using Domain Name Service function and sent during the attach procedure in the 3GPP access.

The HSS receives the values of identity(ies) of all allocated PDN GWs and the corresponding PDN information for a given UE, from both the 3GPP AAA and also from the MME, depending on the currently in-use access. The HSS is responsible for the storage of PDN GW identity information.


The interaction between the 3GPP AAA Server and the HSS is not explicitly presented in several figures of this specification. Though these entities are depicted as "AAA/HSS" in these figures, these functions are distinct and interact over the SWx interface as described in this subclause.

NOTE:
The location of the PDN GW selection function depends upon the type of S2 interface used for attachment and the IP mobility mechanism being used.

-
For PMIPv6 on S2a/b, the entity requesting the PDN Gateway is the entity acting as Mobile Access Gateway (MAG).
-
For the S8-S2a/b chained cases, the PDN GW information is sent together with the selected Serving GW address from the 3GPP AAA proxy to the entity acting as MAG in the non-3GPP access network during access authentication and authorization. The PDN GW selection mechanism is the same as in the unchained case. The MAG function of the non-3GPP access network conveys the PDN GW address to the Serving GW as part of the PMIPv6 PBU message.

-
For MIPv4 FA mode on S2a, the entity requesting the PDN Gateway is the entity that plays the role of the FA.

Second Change
6.2.4
Initial Attach Procedure with PMIPv6 on S2a and Chained S2a and PMIP-based S8

This clause defines the initial attach procedure for the PMIP-based S8/S2a chaining. This procedure also applies to the initial attach for PMIP-based S8/S2b chaining.

Editor's note:
Any solutions or extensions defined for the GTP-based and PMIP-based S8-S2a/b chaining shall not adversely impact procedures defined for non-chaining cases.
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Figure 6.2.4-1: Initial attachment for chained PMIP-based S8-S2a/b roaming scenarios

1)
The attach initiation on the trusted or untrusted non-3GPP access is performed as described in steps 1‑4 of clause 6.2.1 (for trusted non-3GPP access) and step 1 of clause 7.2.1 (for untrusted non-3GPP access). As part of the authentication procedure, the 3GPP AAA proxy obtains the PDN GW information from the HSS/AAA as described in clause 4.5.1, and performs Serving GW selection as described in clause 4.5.3. Both, PDN GW and Serving GW information is provided to the MAG function of the trusted non-3GPP access or ePDG.

2)
The MAG function of Trusted Non-3GPP IP Access or ePDG sends a Proxy Binding Update (MN-NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, PDN GW address, Additional Parameters) message to the Serving GW in the VPLMN. The MN NAI identifies the UE. The Lifetime field must be set to a nonzero value, indicating registration. Access Technology Type is set to a value matching the characteristics of the non-3GPP access. Handover Indicator is set to indicate attachment over a new interface. The Additional Parameters may include Protocol Configuration Options and other information.

3) 
The Serving GW sends a corresponding Proxy Binding Update (MN-NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, Additional Parameters) message (as in step 2) to the PDN GW.

4)
The PDN GW initiates the PCEF-initiated IP CAN Session Establishment Procedure with the hPCRF, as specified in TS 23.203 [19].

5)
The selected PDN GW informs the 3GPP AAA Server of its address. The 3GPP AAA Server then informs the HSS of the PDN GW address for the UE.

6)
The PDN GW processes the proxy binding update and allocates IP address(es) for the UE. The PDN GW creates a binding cache entry for the PMIPv6 tunnel towards the Serving GW and sends a Proxy Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the Serving GW. The MN NAI is identical to the MN NAI sent in the Proxy Binding Update. The Lifetime indicates the duration the binding will remain valid. The UE Address Info includes one or more IP addresses. The Additional Parameters may include Protocol Configuration Options and other information.

NOTE:
If UE requests for both IPv4 and IPv6 addresses, both are allocated. If the UE requests for only IPv4 or IPv6 address only one address is allocated accordingly.

7)
The Serving GW processes the proxy binding acknowlegdement and creates a binding cache entry for the PMIPv6 tunnel towards the MAG function in the trusted non-3GPP access or ePDG. At this point, the Serving GW also establishes the internal forwarding state for the concatenation of the PMIPv6 tunnels. The Serving GW then sends a corresponding Proxy Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message (as in step 7) to the MAG function of Trusted Non-3GPP IP Access or ePDG.

8)
The attach procedure is completed as described in steps 10‑11 of clause 6.2.1 (for trusted non-3GPP access) and steps 6‑8 of clause 7.2.1 (for untrusted non-3GPP access).

Third Change
6.4.1.2
Chained PMIP-based S8-S2a Roaming Case

This clause defines the UE/Trusted Non-3GPP IP Access Network-initiated detach procedure for PMIP-based S8-S2a chaining. This procedure also applies to UE/ePDG-initiated detach procedure for PMIP-based S8-S2b chaining.
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Figure 6.4.1.2-1: UE/ePDG/Trusted Non-3GPP Access Network initiated detach procedure for chained PMIP-based S8-S2a/b roaming scenarios

1)
Initial steps of the detach is performed as described in steps 1‑2 of clause 6.4.1.1 (for trusted non-3GPP access) and step 1 of clause 7.4.1.1 (for untrusted non-3GPP access).

2)
The MAG in the Trusted Non-3GPP IP Access or ePDG sends a Proxy Binding Update (MN NAI, APN, lifetime=0) message to the Serving GW with lifetime value set to zero, indicating de-registration. The MN NAI identifies the UE to deregister from the PDN GW. The APN is needed in order to determine which PDN GW to deregister the UE from, as some PDNs may support multiple PDNs.

3)
The Serving GW deletes all existing entries implied in the Proxy Binding Update message from its Binding Cache and releases all associated resources (e.g. GRE tunnel), and then sends a corresponding Proxy Binding Update Update message (as in step 2) to the PDN GW in the HPLMN.

4)
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE.

5)
The PDN GW initiates the PCEF-initiated IP CAN Session Termination Procedure, as specified in TS 23.203 [19].

6)
The PDN GW deletes all existing entries implied in the Proxy Binding Update message from its Binding Cache and releases all associated resources, and then sends a Proxy Binding Ack (MN NAI, lifetime=0) message to the Serving GW in the VPLMN.

7)
The Serving GW sends a corresponding Proxy Binding Ack message (as in step 6) to the MAG function in Trusted Non-3GPP IP Access.

8)
The detach procedure is completed as described in step 7 of clause 6.4.1.1 (for trusted non-3GPP access) and step 6 of clause 7.4.1.1 (for untrusted non-3GPP access).

Fourth Change
6.4.2.2
Chained PMIP-based S8-S2a Roaming Case

This clause defines the HSS/AAA-initiated detach procedure for PMIP-based S8-S2a chaining. This procedure also applies for PMIP-based S8-S2b chaining.
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Figure 6.4.2.2-1: HSS/AAA-initiated detach procedure for chained PMIP-based S8-S2a/b roaming scenarios

1)
The HSS/AAA sends a Detach Indication message to the MAG in the Trusted Non-3GPP Access Network or ePDG to detach a specific UE.

2)
The detach procedure as described in steps 2‑7 of clause 6.4.1.1 is performed for trusted non-3GPP accesses and according to steps 2‑6 of clause 7.4.1.1 for untrusted non-3GPP accesses.

3)
The MAG of the Trusted Non-3GPP Access Network or ePDG sends a Detach Ack message to the HSS/AAA.

Fifth Change
6.8.1.2
Chained PMIP-based S8-S2a Roaming Case

This clause defines the UE-initiated Connectivity to Additional PDN for PMIP-based S8-S2a chaining. This procedure also applies for PMIP-based S8-S2b chaining.
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Figure 6.8.1.2-1: Additional PDN connectivity for chained PMIP-based S8-S2a/b roaming scenarios

The optional interaction steps between the gateways and the PCRF in the procedures only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

The gateway control signalling in steps 2 and 4 between the gateway and PCRF occur only for Trusted Non-3GPP IP Accesses.

1)
When the UE wishes to connect to an additional PDN, it sends a trigger according to step 2 of clause 6.8.1.1 (Figure 6.8.1.1-1).

2)
The non-3GPP access gateway initiates the Gateway Control Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19].
3)
Steps 2 to 7 according to clause 6.2.4 (Figure 6.2.4-1) are executed with PDN GW2 instead of PDN GW1.







4)
In case the QoS rules have changed, the PCRF updates the QoS rules at the S-GW by initiating the GW Control Session Modification Procedure, as specified in TS 23.203 [19].


5)
The trusted non-3GPP access system or ePDG sends the reply message to the UE according to step 4 of clause 6.8.1.1 (Figure 6.8.1.1-1).


Sixth Change
8.2.6
Non-3GPP IP Access to 3GPP Access Handover with PMIPv6 on S2a/b for Chained PMIP-based S8

The steps involved in the handover from a trusted or non-trusted non-3GPP IP access to a 3GPP access connected to EPC are depicted below for roaming cases with chained S2a/b and PMIP-based S8. It is assumed that while the UE is served by the non-3GPP IP access, a PMIPv6 tunnel is established between the non-3GPP access network and the Serving GW and another one between the Serving GW and the PDN GW.
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Figure 8.2.6-1: Handover from Trusted or Untrusted Non-3GPP IP Access to 3GPP Access with chained S2a/b and PMIP-based S8

NOTE:
The flow here assumes that the UE is not yet attached in E-UTRAN in step 1.

NOTE:
The procedure applies both for the case where a new Serving GW is selected during attach on 3GPP access or for the case where the Serving GW is not changed.

1)
The UE uses a trusted or untrusted non-3GPP access system. PDN connectivity is achieved through concatenated PMIPv6 tunnels between the trusted non-3GPP access or ePDG and the Serving GW, and between the Serving GW and the PDN GW.

2)
The attach initiation on the 3GPP IP access is performed as described in steps 2‑6 of clause 8.2.1.1 (for E‑UTRAN) and step 2-8 of clause 8.2.1.2 (for UTRAN/GERAN).

3)
In case of PMIP-based S8/S2a chaining, the Serving GW initiates the Gateway Control Session Establishment Procedure with the hPCRF, as specified in TS 23.203 [19].

4) 
The 3GPP radio and access bearers are setup as described in steps 11‑12a of clause 8.2.1.1 (for E‑UTRAN) and step 13‑14 of clause 8.2.1.3 (for UTRAN/GERAN).

5) 
The Serving GW sends a PMIPv6 Proxy Binding Update (MN NAI, Lifetime, Access Technology Type, Handover Indicator, IP Address Requested, APN, GRE Key for downlink traffic, Additional Parameters) message to the PDN GW. The MN NAI identifies the UE. The Lifetime field must be set to a nonzero value in the case of a registration. Access Technology Type is set to indicate RAT type (E‑UTRAN). The APN may be necessary to differentiate the intended PDN from the other PDNs supported by the same PDN GW. The optional Additional Parameters may contain information, for example, protocol configuration options.

6) 
The PDN GW initiates the PCEF-Initiated IP-CAN Session Modification Procedure to update the rules in the PDN GW, as specified in TS 23.203 [19].

7)
The PDN GW responds with a Proxy Binding Ack (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the Serving GW. The MN NAI is identical to the MN NAI sent in the Proxy Binding Update. The Lifetime indicates the duration the binding will remain valid. The UE address info returns the IP Address assigned to the UE. The optional Additional Parameter information element may contain other information, including for example Protocol Configuration Options. The Serving GW acts as the MAG (in terms of PMIPv6). Since this step is triggered by the Proxy Binding Update message from the Serving GW in step 5, it does not need to wait for steps 6.

10)
For trusted non-3GPP accesses, the handover attach procedure is completed as described in steps 12a of clause 8.2.1.1.

11)
PDN connectivity is now achieved through concatenated GTP tunnels between the 3GPP access to the Serving GW and a PMIPv6 tunnel between the Serving GW and the PDN GW.

12) In case a new Serving GW has been selected during the attach on 3GPP access, the PDN GW triggers the bearer release in the non-3GPP access as defined in clause 6.12.3. Otherwise, the Serving GW triggers resource release in the non-3GPP access as defined in clause 6.12.3 (steps 2-5).
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