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******* Start of Change********

8.3.2
MT-LR procedure
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Figure 8.3.2-1: MT-LR procedure

1.
MSC receives a PROVIDE_SUBSCRIBER_LOCATION message due to CS‑MT‑LR (TS 23.271 [8], clause 9.1.2).

2.
MSC sends Paging (optional Caller Line Identification, LCS indicator) message to MME.

3.
MME sends Paging (parameters as specified in TS 23.401 [2], CN Domain Indicator, optional Caller Line Identification, LCS indicator) message to UE. LCS indicator is used to inform the UE that this paging if for MT-LR request.
4.
UE responds with Paging_Resp message in UMTS/GERAN. Service based redirection/reselection or PS Handover may take place as specified in clause 7.

5.
MSC continues with the CS‑MT‑LR procedure as defined in TS 23.271 [8], clause 9.1.2.
******* Next Change********

8.4.2
NW-Initiated Call Independent SS procedure
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Figure 8.4.2-1: NW-Initiated Call Independent Supplementary Service procedure

1.
MSC/VLR receives a trigger for NW-Initiated Call Independent SS procedure.

2.
MSC/VLR sends Paging (optional Caller Line Identification, SS service ID) message to MME.

3.
MME sends Paging (parameters as specified in TS 23.401 [2], CN Domain Indicator, optional Caller Line Identification, SS service ID) message to UE.  SS service ID is used to indicate the type of the supplementary service (e.g. USSD) to the UE 
4.
The mobile terminating call procedure then takes place as specified in clause 7 "Mobile Terminating Call Procedure".

5.
Once the paging is successfully returned to MSC, Supplementary Service procedures continues as specified in specifications such as TS 23.090 [10].

******* Next Change********
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