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* * * First Change * * * *

6.3.1.3
Enablement of Session Transfer procedures
A 3pcc (3rd party call control) function is employed for subscriber IMS sessions at the SCC AS upon session establishment for enablement of Session Transfer. The SCC AS is invoked as part of originating or terminating iFC execution at the subscriber's S-CSCF. The SCC AS inserts itself in the signalling path of the SC subscriber's IMS sessions by implementing a 3pcc (3rd party call control) function. For an originating IMS session, the SCC AS terminates an Access Leg from the user and establishes a Remote Leg toward the remote end. For a terminating voice session, the SCC AS terminates a Remote Leg from the remote end and establishes an Access Leg toward the user. The SCC AS subsequently coordinates the session control signalling exchange between the Access Leg and the Remote Leg associated with a subscriber IMS session.
For 3pcc at the SCC AS when the Access Leg is established with CS media, refer to clause 5.4.3; For 3pcc at the SCC AS when the Access Leg is established with media over IP-CAN to illustrate its use for precondition of Access Transfer (PS – CS) procedures, refer to clause 5.4.2.

An STI and STN for Access Transfer between CS and PS access shall be statically configured on the UE regardless of its ICS capabilities. 

 If the Gm or I1 reference point is used for the originating or terminating session, an STI is dynamically assigned for the Access Leg. An STI shall also be dynamically assigned for each new Access Leg established during session transfer. 
NOTE: The dynamically assigned STI needs to different from the STI and STN statically configured on the UE. 

The statically configured STI shall be used for CS to PS Access Transfers only when no dynamically assigned STI was provided to the UE.

The STN is used for PS to CS Access Transfers when no Gm or I1 refenrence point is available.
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