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25-29 August, Sophia Antipolis, France
PCC and 23.402 Parallel Session Notes
Session Chair: Erik Guttman (Samsung)
Summary:
PCC

· Substantial corrections, editorial clean up and removal of FFS statements in general sections
· Addition of APN-AMBR to the 3GPP specific annex

· Reworking and clean up of PCC procedures to align with 23.401 and 23.402.
23.402

· Remaining major issues were resolved

· Multiple PDN connection to the same APN for PMIP-based S5/S8 (exception from SA): 
Either NEC’s proposal for use of the home address as a UE connection identifier will be accepted or 
the feature will be removed from the release.

· Multiple PDN handover to non-3GPP access:
A solution which updates the HSS from the MME upon detach was endorsed (option 6, S2-085580)
· Significant corrections were approved for ANDSF, PCC procedures, Architecture figures, Optimized and Non-Optimized handover, Chained cases, Trusted and Untrusted Accesses, PMIP-based S5/S8 procedures
· Missing procedures were added

· Errors were corrected

· Editor’s notes removed
· Clean up resulted in the removal of many remaining FFS statements and documentation errors

· Progress but not conclusion yet on completing deferred address allocation (S2-086201) and 
IPv4 address release (S2-086202) and (S2-086203)

· PMIP-GTP chaining requires significant static configuration to hide chaining from the PDN GW

(S2-086094)
Actions for SA2 67:
PCC Updates to 23.203

Approved

	S2-086078

	S2-086023

	S2-086024

	S2-085369

	S2-086207

	S2-086025

	S2-086209

	S2-086210
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	S2-086029


Open

	S2-086208

	S2-086077

	S2-086098


Updates to 23.402

Approved

	S2-085355

	S2-086206
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	S2-086088

	S2-086140

	S2-086203

	S2-086128

	S2-086082
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	S2-086093

	S2-086085

	S2-086204

	S2-086135

	S2-085546

	S2-085575

	S2-085587

	S2-086139

	S2-086134

	S2-086132

	S2-086091

	S2-086087

	S2-085790

	S2-086136

	S2-086081

	S2-085853

	


Open

	S2-086201

	S2-086202

	S2-086090

	S2-086205

	S2-086094


	8.2
	-
	------
	PCC Updates to 23.203 (from both 23.401 and 23.402 functions)
	------
	-
	-
	-
	-

	8.2
	S2-085365
	CR
	23.203 CR0188: Cleanup for binding mechanisms 
	Qualcomm Europe
	23.203
	0188
	Rel-8
	 Revised to: 6078

	
	S2-086078
	
	
	
	
	
	
	agreed

	8.2
	S2-085366
	CR
	23.203 CR0189: Clarification on input for PCC decisions
	Qualcomm Europe
	23.203
	0189
	Rel-8
	Revised to: S2-086023

	
	S2-086023
	
	
	
	
	
	
	agreed

	8.2
	S2-085367
	CR
	23.203 CR0190: Clarification on visited access procedures
	Qualcomm Europe
	23.203
	0190
	Rel-8
	Revised to: S2-086024

	
	s2-086024
	
	
	
	
	
	
	agreed

	8.2
	S2-085368
	CR
	23.203 CR0191: Clarification on QoS control at BBERF
	Qualcomm Europe
	23.203
	0191
	Rel-8
	 noted

	8.2
	S2-085369
	CR
	23.203 CR0192: Clarification on bearer control mode handling
	Qualcomm Europe
	23.203
	0192
	Rel-8
	 agreed

	8.2
	S2-085370
	CR
	23.203 CR0193: Clarification on pre-defined rules
	Qualcomm Europe
	23.203
	0193
	Rel-8
	 

	8.2
	S2-085371
	CR
	23.203 CR0194: Minor cleanups for 23.203
	Qualcomm Europe
	23.203
	0194
	Rel-8
	 noted

	8.2
	S2-085429
	CR
	23.203 CR0182R2: The revise of the signalling flow about mobility protocol tunnelling encapsulation header information
	CATT
	23.203
	0182
	Rel-8
	 Revised to: 6050

	
	S2-086050
	
	
	
	
	
	
	Revised to: 6079

	
	S2-086079
	
	
	
	
	
	
	Revised to: 6200

	
	S2-086200
	
	
	
	
	
	
	Revised to: 6207

	
	S2-086207
	
	
	
	
	
	
	agreed

	8.2
	S2-085439
	CR
	23.203 CR0181R1: Allocation/Retention Priority details
	Nokia Siemens Networks, Nokia
	23.203
	0181
	Rel-8
	noted

	8.2
	S2-085440
	CR
	23.203 CR0196: Missing Ack in GW(PCEF) initiated IP-CAN Session Modification
	Nokia Siemens Networks
	23.203
	0196
	Rel-8
	

	8.2
	S2-085441
	CR
	23.203 CR0197: Addition of access system interactions to some GW control session procedures
	Nokia Siemens Networks
	23.203
	0197
	Rel-8
	Revised to: 6025

	
	S2-086025
	
	
	
	
	
	
	agreed

	8.2
	S2-085442
	CR
	23.203 CR0198: Gateway Control and QoS Rules Request
	Nokia Siemens Networks
	23.203
	0198
	Rel-8
	Revised to: 6026

	
	S2-086026
	
	
	
	
	
	
	Revised to: 6208

	
	S2-086208
	
	
	
	
	
	
	return

	8.2
	S2-085443
	CR
	23.203 CR0199: Gateway Control Session Establishment
	Nokia Siemens Networks
	23.203
	0199
	Rel-8
	Revised to: 6027

	
	S2-086027
	
	
	
	
	
	
	Revised to: 6209

	
	S2-086209
	
	
	
	
	
	
	agreed

	8.2
	S2-085547
	CR
	23.203 CR0200: Correction to PCRF informs the requested trigger from PCEF in the roaming scenarios where the V-PLMN does not configure PCC
	Huawei
	23.203
	0200
	Rel-8
	revised to: S2-086028

	
	S2-086028
	
	
	
	
	
	
	Revised to: 6210

	
	S2-086210
	
	
	
	
	
	
	agreed

	8.2
	S2-085548
	CR
	23.203 CR0201: PCC session linking on PCRF
	Huawei
	23.203
	0201
	Rel-8
	merged with S2-085574

	8.2
	S2-085549
	CR
	23.203 CR0202: Handling of PCRF discovery and selection in DSMIP
	Huawei
	23.203
	0202
	Rel-8
	 noted

	8.2
	S2-085550
	CR
	23.203 CR0176R2: The method of V-PCRF determining a request is for home routed access or visited access
	Huawei
	23.203
	0176
	Rel-8
	 noted

	8.2
	S2-085571
	CR
	23.203 CR0204: Clarifications in the usage of APN-AMBR 
	Ericsson
	23.203
	0204
	Rel-8
	 revised to: S2-086075

	
	S2-086075
	
	
	
	
	
	
	Revised to: 6211

	
	S2-086211
	
	
	
	
	
	
	agreed

	8.2
	S2-085574
	CR
	23.203 CR0205: Clarifications to Gxx/Gx leg binding
	Ericsson
	23.203
	0205
	Rel-8
	Revised to: S2-086029

	
	S2-086029
	
	
	
	
	
	
	agreed

	8.2
	S2-085590
	CR
	23.203 CR0206: Removal of FFSs in Gateway Control Session Establishment Procedure
	Motorola
	23.203
	0206
	Rel-8
	 

	8.2
	S2-085591
	CR
	23.203 CR0207: Cleanup of text on linking PCRFs and identifying PCC sessions
	Motorola
	23.203
	0207
	Rel-8
	 

	8.2
	S2-085619
	DISCUSSION
	Discussion of Inter BBF handover and EPS QoS principles
	Qualcomm Europe
	-
	-
	-
	Noted

	8.2
	S2-085620
	CR
	23.203 CR0208: Rules created based on UE/NW-init resource requests
	Qualcomm Europe
	23.203
	0208
	Rel-8
	Revised to: 6077

	
	S2-086077
	
	
	
	
	
	
	return

	8.2
	S2-085738
	CR
	23.401 CR0557: QCI Backward Compatibility correction
	Alcatel-Lucent
	23.401
	0557
	Rel-8
	 

	8.2
	S2-085782
	DISCUSSION
	ARP Value Range
	Motorola
	-
	-
	Rel-8
	 

	8.2
	S2-085783
	CR
	23.203 CR0209: ARP Value Range
	Motorola
	23.203
	0209
	Rel-8
	 

	8.2
	S2-085803
	CR
	23.203 CR0211: Event Trigger supporting Time of Day based charging
	Starent
	23.203
	0211
	Rel-8
	 

	8.2
	S2-085804
	CR
	23.203 CR0212: Clarification on Gateway Control Session
	Starent
	23.203
	0212
	Rel-8
	Revised to: 6098

	
	S2-086098
	
	
	
	
	
	
	return

	8.2
	S2-085824
	CR
	
	
	
	
	
	moved from agenda item 8.7.1

	8.2
	S2-085852
	DISCUSSION
	Avoiding bearer establishment mode race conditions for operator-controlled services
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	 

	8.5
	-
	------
	General clean-up of 23.402 (including granted exceptions)
	------
	-
	-
	-
	

	8.5
	S2-085354
	CR
	23.402 CR0387: Security for access network discovery & selection
	Motorola
	23.402
	0387
	Rel-8
	 

	8.5
	S2-085355
	CR
	23.402 CR0388: Removal of FFSs in Annex D
	Motorola
	23.402
	0388
	Rel-8
	agreed

	8.5
	S2-085356
	CR
	23.402 CR0215R4: Update of general principles for WiMAX network-controlled dual radio handover
	Motorola, Alcatel-Lucent, InterDigital, Sprint, Nextwave
	23.402
	0215
	Rel-8
	Revised to: 6084

	
	S2-086084
	
	
	
	
	
	
	Revised to: 6206

	
	S2-086206
	
	
	
	
	
	
	agreed

	8.5
	S2-085378
	CR
	23.402 CR0389: Correction of the architecture figures
	Qualcomm Europe
	23.402
	0389
	Rel-8
	 

	8.5
	S2-085379
	CR
	23.402 CR0390: Clarification on IP MMS 
	Qualcomm Europe
	23.402
	0390
	Rel-8
	noted

	8.5
	S2-085380
	CR
	23.402 CR0391: Correction on PGW functions 
	Qualcomm Europe
	23.402
	0391
	Rel-8
	 

	8.5
	S2-085381
	CR
	23.402 CR0392: Clean up of section 4.4
	Qualcomm Europe
	23.402
	0392
	Rel-8
	

	8.5
	S2-085382
	CR
	23.402 CR0393: Correction of section 4.5.1 title
	Qualcomm Europe
	23.402
	0393
	Rel-8
	 Revised to: S2-086138

	
	S2-086138
	
	
	
	
	
	
	agreed

	8.5
	S2-085401
	CR
	23.402 CR0394: Updates to HRPD to LTE HO
	Motorola
	23.402
	0394
	Rel-8
	 Revised to: 6018

	
	s2-086018
	
	
	
	
	
	
	noted

	8.5
	S2-085402
	DISCUSSION
	"Optimized" idle-mode HRPD to LTE HO procedure
	Motorola
	23.402
	-
	Rel-8
	noted

	8.5
	S2-085403
	CR
	23.402 CR0395: Optimized idle-mode HRPD to LTE HO procedure
	Motorola
	23.402
	0395
	Rel-8
	withdrawn

	8.5
	S2-085404
	CR
	23.402 CR0396: Adding PCC interactions to Annex C flows
	Motorola, Samsung
	23.402
	0396
	Rel-8
	Revised to: 6088

	
	S2-086088
	
	
	
	
	
	
	agreed

	8.5
	S2-085405
	CR
	23.402 CR0397: Handling of IPv4 Deferred address for PMIP-S5
	Motorola
	23.402
	0397
	Rel-8
	Revised to: 6016

	
	S2-086016
	
	
	
	
	
	
	Revised to: 6290

	
	S2-086290
	
	
	
	
	
	
	Revised to: 6201

	
	S2-086201
	
	
	
	
	
	
	return

	8.5
	S2-085407
	CR
	23.402 CR0444R1: Removal of few editor's notes
	Motorola
	23.402
	0444
	Rel-8
	Revised to: 6140

	
	S2-086140
	
	
	
	
	
	
	agreed

	8.5
	S2-085457
	CR
	23.402 CR0398: IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 and IPv6 addresses
	Samsung
	23.402
	0398
	Rel-8
	Revised to: 6293

	
	S2-086293
	
	
	
	
	
	
	Revised to: 6202

	
	s2-086202
	
	
	
	
	
	
	return

	8.5
	S2-085458
	CR
	23.402 CR0399: IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 address only
	Samsung
	23.402
	0399
	Rel-8
	Revised to: 6291

	
	S2-086291
	
	
	
	
	
	
	Revised to: 6203

	
	S2-086203
	
	
	
	
	
	
	agreed

	8.5
	S2-085459
	DISCUSSION
	Multiple PDN Handover to Non-3GPP Access
	Samsung
	-
	-
	-
	noted

	8.5
	S2-085461
	CR
	23.402 CR0400: Updating the flows to include procedure for HSS to obtain latest set of PDN information for the UE during handover
	Samsung
	23.402
	0400
	Rel-8
	 

	8.5
	S2-085464
	CR
	23.402 CR0401: PCC Alignment
	Samsung
	23.402
	0401
	Rel-8
	 noted

	8.5
	S2-085465
	DISCUSSION
	Multiple connections to the same PDN using Extensible APN Decoration
	Samsung
	-
	-
	-
	Revised to: 6129

	
	S2-086129
	
	
	
	
	
	
	Revised to: 6196

	
	S2-086196
	
	
	
	
	
	
	noted

	8.5
	S2-085483
	DISCUSSION
	Discussion slides on the ANDSF role and features
	Qualcomm Europe, Ericsson, Nokia
	-
	-
	-
	 

	8.5
	S2-085484
	CR
	23.402 CR0402: Clarification on the ANDSF role and features
	Qualcomm Europe, Ericsson, Nokia
	23.402
	0402
	Rel-8
	 

	8.5
	S2-085485
	CR
	23.402 CR0403: Cleanup of sections 6.1, 6.2 and 6.3
	Qualcomm Europe
	23.402
	0403
	Rel-8
	 Revised to: 6076

	
	S2-086076
	
	
	Revised to: 
	
	
	
	Revised to: 6128

	
	S2-086128
	
	
	
	
	
	
	agreed

	8.5
	S2-085486
	CR
	23.402 CR0404: Cleanup of sections 6.4, 6.5 and 6.6
	Qualcomm Europe
	23.402
	0404
	Rel-8
	Revised to: 6022

	
	S2-086022
	
	
	
	
	
	
	Revised to: 6082

	
	S2-086082
	
	
	
	
	
	
	agreed

	8.5
	S2-085487
	CR
	23.402 CR0405: Cleanup of sections 6.8
	Qualcomm Europe
	23.402
	0405
	Rel-8
	Revised to: 6130

	
	S2-086130
	
	
	
	
	
	
	agreed

	8.5
	S2-085488
	CR
	23.402 CR0406: Cleanup of section 7
	Qualcomm Europe
	23.402
	0406
	Rel-8
	Revised to: 6131

	
	S2-086131
	
	
	
	
	
	
	agreed

	8.5
	S2-085489
	CR
	23.402 CR0407: Correction of S2b control plane protocol stack
	Qualcomm Europe
	23.402
	0407
	Rel-8
	Revised to: 6133

	
	S2-086133
	
	
	
	
	
	
	agreed

	8.5
	S2-085536
	CR
	23.402 CR0337R2: Architecture clean-up
	Huawei, Ericsson
	23.402
	0337
	Rel-8
	 agreed

	8.5
	S2-085537
	CR
	23.402 CR0408: ANDSF clean-up
	Huawei
	23.402
	0408
	Rel-8
	 

	8.5
	S2-085538
	CR
	23.402 CR0409: Proposal on non-roaming only Rel-8 ANDSF
	Huawei, Telecom Italia
	23.402
	0409
	Rel-8
	Revised to: 6017

	
	S2-086017
	
	
	
	
	
	
	Revised to: 6080

	
	S2-086080
	
	
	
	
	
	
	agreed

	8.5
	S2-085539
	CR
	23.402 CR0410: EPS Bearer id allocation in chained case handover with GTP-based S8
	Huawei, Orange
	23.402
	0410
	Rel-8
	merged into 6094

	8.5
	S2-085540
	CR
	23.402 CR0338R2: PCC Control in Non-optimized Handover with Non-chained Case
	Huawei
	23.402
	0338
	Rel-8
	Revised to: 6092

	
	S2-086092
	
	
	
	
	
	
	agreed

	8.5
	S2-085541
	CR
	23.402 CR0339R1: PCC Control in Non-optimized Handover with Chained Case
	Huawei
	23.402
	0339
	Rel-8
	Revised to: 6093

	
	S2-086093
	
	
	
	
	
	
	agreed

	8.5
	S2-085542
	CR
	23.402 CR0341R1: PCC Cleanup for LTE<->HRPD Handover flow
	Huawei, Nortel, Ericsson, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	23.402
	0341
	Rel-8
	 Revised to: 6085

	
	S2-086085
	
	
	
	
	
	
	agreed

	8.5
	S2-085543
	CR
	23.402 CR0335R2: Clean up for S8/S2 Chained Case
	Huawei, Orange
	23.402
	0335
	Rel-8
	Revised to: 6021

	
	S2-086021
	
	
	
	
	
	
	Revised to: 6083

	
	S2-086083
	
	
	
	
	
	
	Revised to: 6204

	
	S2-086204
	
	
	
	
	
	
	agreed

	8.5
	S2-085544
	CR
	23.402 CR0351R2: Handover indication in S2b scenario
	Huawei
	23.402
	0351
	Rel-8
	noted

	8.5
	S2-085545
	CR
	23.402 CR0411: Clean up on GRE key
	Huawei
	23.402
	0411
	Rel-8
	 Revised to: 6135

	
	S2-086135
	
	
	
	
	
	
	agreed

	8.5
	S2-085546
	CR
	23.402 CR0356R4: PDN-GW identification
	Huawei
	23.402
	0356
	Rel-8
	 agreed

	8.5
	S2-085563
	CR
	23.402 CR0333R1: TFT handling
	Ericsson
	23.402
	0333
	Rel-8
	return (depends on alignment with SDF terminology with Nortel to respond to CT3)

	8.5
	S2-085566
	CR
	23.402 CR0412: Separation of NAS signaling and PCC concepts
	Ericsson
	23.402
	0412
	Rel-8
	

	8.5
	S2-085575
	CR
	23.402 CR0360R1: Corrections to architecture diagrams
	Telcordia
	23.402
	0360
	Rel-8
	 agreed

	8.5
	S2-085579
	DISCUSSION
	Multiple PDN connections to same APN
	Ericsson
	23.402
	-
	-
	 

	8.5
	S2-085583
	CR
	23.402 CR0413: Clarifying that handover between non-3GPP access and GERAN/UTRAN requires S4-based SGSN
	Ericsson
	23.402
	0413
	Rel-8
	 

	8.5
	S2-085587
	CR
	23.402 CR0414: "Cleanup of generic handover flow to trusted non-3GPP access"
	Ericsson
	23.402
	0414
	Rel-8
	 agreed

	8.5
	S2-085588
	CR
	23.402 CR0415: "Resolving open issues on multiple PDN connections to one APN"
	Ericsson
	23.402
	0415
	Rel-8
	 

	8.5
	S2-085613
	CR
	23.402 CR0416: Correction to section 8 on Handover procedures in TS 23.402
	Marvell
	23.402
	0416
	Rel-8
	Revised to S2--086015 

	
	S2-086015
	
	
	
	
	
	
	Revised to: 6139

	
	S2-086139
	
	
	
	
	
	
	agreed

	8.5
	S2-085631
	CR
	23.402 CR0417: Interaction with PCRF in Handover procedue of Annex c3
	ZTE
	23.402
	0417
	Rel-8
	merged into s2-086088

	8.5
	S2-085632
	CR
	23.402 CR0418: UE-Requested PDN Disconnection for S2b
	ZTE, Research In Motion
	23.402
	0418
	Rel-8
	 Revised to: 6134

	
	S2-086134
	
	
	
	
	
	
	agreed

	8.5
	S2-085633
	CR
	23.402 CR0419: UE-Requested PDN Disconnection
	ZTE
	23.402
	0419
	Rel-8
	Revised to: 6132

	
	S2-086132
	
	
	
	
	
	
	agreed

	8.5
	S2-085634
	CR
	23.402 CR0351R3: Handover indication in S2b scenario
	ZTE
	23.402
	0351
	Rel-8
	Revised to: S2-086091

	
	S2-086091
	
	
	
	
	
	
	agreed

	8.5
	S2-085635
	CR
	23.402 CR0421: Static IP address allocation for non 3GPP IP Accesses
	ZTE
	23.402
	0421
	Rel-8
	 

	8.5
	S2-085636
	CR
	23.402 CR0422: PMIP based S5 attach procedure alignment with TS23.401
	ZTE
	23.402
	0422
	Rel-8
	noted

	8.5
	S2-085637
	CR
	23.402 CR0423: Permanent ID in FA for S2a FA CoA mode
	ZTE
	23.402
	0423
	Rel-8
	 

	8.5
	S2-085638
	DISCUSSION
	Discussion on multiple PDN connection per PDN for PMIP based 3GPP access and non 3GPP IP access
	ZTE
	23.402
	-
	Rel-8
	 

	8.5
	S2-085639
	CR
	23.402 CR0425: Multiple PDN per APN
	ZTE
	23.402
	0425
	Rel-8
	 

	8.5
	S2-085642
	CR
	23.402 CR0426: PDN connection Identifier handling in 23.402
	Huawei
	23.402
	0426
	Rel-8
	 

	8.5
	S2-085660
	CR
	23.402 CR0427: Clearer IPMS Solutions of TS 23.402
	LG Electronics
	23.402
	0427
	Rel-8
	 

	8.5
	S2-085680
	CR
	23.402 CR0428: Correction of QoS rules update during Initial Attach on S2a
	Panasonic
	23.402
	0428
	Rel-8
	noted, merged into 6076

	8.5
	S2-085681
	CR
	23.402 CR0303R3: Identification of the selected mobility management mechanism
	Panasonic
	23.402
	0303
	Rel-8
	Revised to: 6090

	
	S2-086090
	
	
	
	
	
	
	return

	8.5
	S2-085695
	CR
	23.402 CR0429: Multiple PDN Connection to the same APN with S2 and S4 and PMIP-based S5/S8
	Samsung
	23.402
	0429
	Rel-8
	 Revised to: 6199

	
	S2-086199
	
	
	
	
	
	
	noted

	8.5
	S2-085696
	CR
	23.402 CR0160R5: Impacts of multiple PDN on detach and PDN-disconnection procedure for PMIP-based S5/S8 and S2a
	Samsung
	23.402
	0160
	Rel-8
	 Revised to: 6194

	
	S2-086194
	
	
	
	
	
	
	noted

	8.5
	S2-085729
	CR
	23.402 CR0430: ANDSF push mode (resubmission)
	Alcatel-Lucent
	23.402
	0430
	Rel-8
	 

	8.5
	S2-085730
	DISCUSSION
	GRE key in HO from GTP based network to HRPD (Discussion)
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	noted

	8.5
	S2-085731
	CR
	23.402 CR0431: GRE key in HO from GTP based network to HRPD
	Nokia Siemens Networks, Nokia
	23.402
	0431
	Rel-8
	Revised to: 6086

	
	S2-086086
	
	
	
	
	
	
	Revised to: 6205

	
	S2-086205
	
	
	
	
	
	
	???

	8.5
	S2-085733
	CR
	23.402 CR0432: Mandatory GTP parameter handling in chaining scenarios
	Vodafone
	23.402
	0432
	Rel-8
	Revised to: 6094

	
	S2-086094
	
	
	
	
	
	
	agreed????

	8.5
	S2-085746
	CR
	23.402 CR0438: Missing interaction in flow
	Alcatel-Lucent
	23.402
	0438
	Rel-8
	 

	8.5
	S2-085750
	CR
	23.402 CR0439: On alignment with PP2 specifications and the handling of DL data in the HRPD to LTE optimized idle mode mobility.
	Alcatel-lucent
	23.402
	0439
	Rel-8
	Revised to: 6019

	
	S2-086019
	
	
	
	
	
	
	Revised to: 6087

	
	S2-086087
	
	
	
	
	
	
	agreed

	8.5
	S2-085788
	DISCUSSION
	Harmonization of PMIP and GTP based Handover Behaviour
	NEC
	-
	-
	Rel-8
	 

	8.5
	S2-085789
	CR
	23.402 CR0380R1: Correction of PMIP-based Handover Behaviour
	NEC
	23.402
	0380
	Rel-8
	noted

	8.5
	S2-085790
	CR
	23.402 CR0382R2: Clean-up of UE-initiated connectivity to additional APNs flows (Section 6.8.1.1)
	NEC
	23.402
	0382
	Rel-8
	agreed

	8.5
	S2-085791
	CR
	23.402 CR0440: Clarification of Gxc use in PMIP-based S8-S2b Chaining Case
	NEC
	23.402
	0440
	Rel-8
	 

	8.5
	S2-085792
	CR
	23.402 CR0441: Removal of obsolete Editor's Note in Section 6.2.4
	NEC
	23.402
	0441
	Rel-8
	noted

	8.5
	S2-085793
	DISCUSSION
	Handover principles for multiple PDN connections
	NEC
	-
	-
	Rel-8
	 

	8.5
	S2-085794
	CR
	23.402 CR0442: Clarification on multiple home address/prefix assignment
	Panasonic
	23.402
	0442
	Rel-8
	 

	8.5
	S2-085795
	CR
	23.402 CR0443: Clarification on IP version of home address for S2c interface
	Panasonic
	23.402
	0443
	Rel-8
	 

	8.5
	S2-085796
	CR
	23.402 CR0445: Cleanup on S2c handover procedures
	Panasonic
	23.402
	0445
	Rel-8
	 

	8.5
	S2-085797
	CR
	23.402 CR0446: Clarification on usage of local IP address in Trusted non-3GPP network
	Panasonic
	23.402
	0446
	Rel-8
	 

	8.5
	S2-085798
	CR
	23.402 CR0447: Cleanup on references
	Panasonic
	23.402
	0447
	Rel-8
	 

	8.5
	S2-085805
	CR
	23.402 CR0448: PDN Address Allocation
	Starent
	23.402
	0448
	Rel-8
	 

	8.5
	S2-085812
	CR
	23.402 CR0449: M-PDN Functional Normalization for non-3GPP Accesses
	Research in Motion 
	23.402
	0449
	Rel-8
	 Revised to: 6136

	
	S2-086136
	
	
	
	
	
	
	agreed

	8.5
	S2-085830
	CR
	23.402 CR0450: Supporting 'Network-centric' multiple PDN handover during 3GPP to non-3GPP non-optimized Handover 
	Samsung
	23.402
	0450
	Rel-8
	 Revised to: 6020

	
	S2-086020
	
	
	
	
	
	
	Revised to: 6081

	
	S2-086081
	
	
	
	
	
	
	agreed

	8.5
	S2-085836
	CR
	23.402 CR0374R1: Revision of flow procedure about mobility protocol tunnelling header information
	CATT
	23.402
	0374
	Rel-8
	 

	8.5
	S2-085853
	CR
	23.402 CR0340R3: Refine the optimized handover from HRPD to E-UTRAN
	Huawei, Alcatel-Lucent
	23.402
	0340
	Rel-8
	agreed

	8.5
	S2-085859
	CR
	23.402 CR0451: Removal of notes in Annex A
	Nortel
	23.402
	0451
	Rel-8
	 

	8.5
	S2-085862
	CR
	23.402 CR0452: Clarification on Trusted and Untrusted access
	Nortel
	23.402
	0452
	Rel-8
	

	8.5
	S2-085865
	CR
	23.402 CR0453: Clarification PDN GW-initiated Dedicated bearer procedures with S5/S8 PMIP
	Nortel
	23.402
	0453
	Rel-8
	 noted

	8.5
	S2-085868
	DISCUSSION
	Possible way forward on Multiple PDN connections to the same APN
	Nortel
	23.402
	-
	Rel-8
	

	8.5
	S2-086197
	DISCUSSION
	Report on joint issues from 402 parallel session to 401-402 plenary
	Erik
	-
	-
	-
	



Drafting Notes on SRVCC Corrections on to LTE -> UTRAN/GERAN/1xRTT CS (8.7.1) and 
Corrections to frozen features (e.g, I-WLAN mobility, etc.) (8.9.1)
Actions for SA2 plenary

A document (S2-085736) proposed to document SRVCC handover failure procedurs in TS 23.216. The need for failure procedures was recognised but it was not clear if, in particular the IMS impact, could be adressed within the Release 8 timeframe. The drafting group proposes that SA2 plenary reviews Tdoc S2-085783 and agrees on how, where and when the failure procedures should be addressed in SA2.
Agreed Documents

	S2-085601

	S2-085752

	S2-086267

	S2-086268

	S2-086272

	S2-085383

	S2-085625

	S2-086270

	S2-086273


Revised documents to be reviewed

	S2-086266


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	8.7.1
	8
	------
	Corrections to LTE -> UTRAN/GERAN/1xRTT CS
	------
	-
	-
	-
	-

	8.7.1
	S2-085349
	LS In
	Follow-up Reply LS (from SA WG3) on 3GPP CS Security handling for SRVCC
	SA WG3 (S3-080914)
	-
	-
	-
	Noted 

	8.7.1
	S2-085466
	CR
	23.216 CR0017: Update of LTE Attach procedure for SRVCC
	Samsung
	23.216
	0017
	Rel-8
	Noted 

	8.7.1
	S2-085467
	CR
	23.216 CR0018: Modification of Call flows for SRVCC from E-UTRAN to include target cell capability indication to MME
	Samsung
	23.216
	0018
	Rel-8
	Revised to: 6266 

	8.7.1
	S2-085468
	CR
	23.216 CR0019: Corrections to sections 6.2.2.1 and 6.2.2.2
	Samsung
	23.216
	0019
	Rel-8
	Noted 

	8.7.1
	S2-085596
	CR
	23.216 CR0020: Remove E-UTRAN sending SRVCC HO indication from 3GPP TS 23.216
	Motorola
	23.216
	0020
	Rel-8
	Noted

	8.7.1
	S2-085601
	CR
	23.216 CR0021: Correction to a reference specification
	Starent Networks
	23.216
	0021
	Rel-8
	Approved 

	8.7.1
	S2-085663
	DISCUSSION
	CAMEL fix for SRVCC
	Alcatel-Lucent
	23.216
	-
	-
	Noted 

	8.7.1
	S2-085665
	CR
	23.216 CR0006R3: Replacing VDN with STN-SR and other corrections in 3GPP TS 23.216
	Alcatel-Lucent
	23.216
	0006
	Rel-8
	Revised to: 6272

	8.7.1
	S2-085669
	CR
	23.216 CR0022: CR for CAMEL fix
	Alcatel-Lucent
	23.216
	0022
	Rel-8
	Noted

	8.7.1
	S2-085736
	CR
	23.216 CR0023: Handover Failure handling for SR-VCC
	Vodafone
	23.216
	0023
	Rel-8
	Return, when how to drive this work 

	8.7.1
	S2-085752
	CR
	23.216 CR0024: Correction 1xRTT, IS41 ISUP
	Nokia Siemens Networks
	23.216
	0024
	Rel-8
	Approved

	8.7.1
	S2-085753
	CR
	23.216 CR0025: Security additions to TS 23.216
	Nokia Siemens Networks, Nokia
	23.216
	0025
	Rel-8
	Revised to: 6267 

	8.7.1
	S2-085861
	CR
	23.216 CR0026: Clarification on routing of Forward Relocation Request message
	Nortel
	23.216
	0026
	Rel-8
	Revised to: 6268

	8.7.1
	S2-086266
	CR
	Revision of: S2-085467
	
	
	
	
	Return

	8.7.1
	S2-086267
	CR
	Revision of: S2-085753
	
	
	
	
	Approved

	8.7.1
	S2-086268
	CR
	Revision of: S2-085861
	
	
	
	
	Approved

	8.7.1
	S2-086272
	
	Revision of: S2-085665
	
	
	
	
	Approved

	8.9.1
	3
	------
	Corrections to frozen features (e.g, I-WLAN mobility, etc.)
	------
	-
	-
	-
	-

	8.9.1
	S2-085383
	CR
	23.327 CR0001: Corrections to TS 23.327
	Qualcomm Europe
	23,327
	0001
	Rel-8
	Approved

(without Qualcomm attending the session)

Moved from 8.9 

	8.9.1
	S2-085624
	CR
	23.327 CR0002: Correction and Cleanup to IWLAN_Mob
	Orange
	23.327
	0002
	Rel-8
	Revised to: 6269 

	8.9.1
	S2-085625
	CR
	23.327 CR0003: Correction and Cleanup of Annex A - IWLAN_Mob
	Orange
	23.327
	0003
	Rel-8
	Approved 

	8.9.1
	S2-085626
	CR
	23.327 CR0004: Correction and Cleanup of Annex B - IWLAN_Mob
	Orange
	23.327
	0004
	Rel-8
	Revised to: 6271

	8.9.1
	S2-086271
	CR
	
	
	
	
	
	Revised to: 6273

	8.9.1
	S2-086273
	CR
	
	
	
	
	
	Agreed

	8.9.1
	S2-086269
	CR
	Revision of: S2-085624
	
	
	
	
	withdrawn

	8.9.1
	S2-086270
	CR
	Revision of: S2-085626
	
	
	
	
	Approved


LBO Drafting Session Notes
Chaired by Lan Liu (Huawei)

Summary

Two main issues are discussed during drafting session: 

· Dual-IP address solution for roaming case: It is agreed that dual-IP address solution for roaming case will not be further studied in Rel-9; this conclusion is documented in TR 23.894. (S2-085419)
· Optimal Media Routing(OMR): The requirement and use cases of OMR are discussed. Several bullets of OMR requirements are commented by some companies, the offline discussion and checking is needed, the revision is S2-086182. The use cases of OMR are commented by some companies that it is not necessary to list all the use cases in the TR. It is proposed to have some offline discussion within interested companies to achieve the agreed content, the revision is S2-086183.
Actions for SA2 #67
AGREED DOCUMENTS TO BE APPROVED

	S2-085419

	S2-086180

	S2-086215


OPEN DOCUMENTS TO BE HANDLED

	S2-086212

	S2-086213

	S2-086214


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	9.8
	
	------
	FS on Local Breakout and Optimal Routing
	------
	-
	-
	-
	-

	9.8
	S2-085412
	P-CR
	Home network P-CSCF discovery
	ZTE Corporation
	23.894
	-
	-
	 Revised to: 6221

	9.8
	S2-086221
	P-CR
	Revision of: S2-085412
	
	
	
	
	Noted

	9.8
	S2-085413
	P-CR
	Considering of how to establish IP connectivity when determining LBO or HR mode
	ZTE Corporation
	23.894
	-
	-
	 Noted.

	9.8
	S2-085414
	P-CR
	Impacts on PCC when using LBO
	ZTE Corporation
	23.894
	-
	-
	 Noted

	9.8
	S2-085418
	DISCUSSION
	Progress in LBO study
	Telecom Italia, Marvell
	-
	-
	-
	 Noted

	9.8
	S2-085419
	P-CR
	Conclusion on LBO dual IP address solutions for the roaming case
	Telecom Italia
	23.894
	-
	-
	 Agreed

	9.8
	S2-086180
	P-CR
	Justification of conclusion on LBO dual IP address solution for roaming case
	Telecom Italia
	
	
	
	Agreed

	9.8
	S2-085420
	LS OUT
	LS on local breakout and optimal media routing charging
	Telecom Italia
	-
	-
	-
	 Revised to: 6181

	9.8
	S2-086181
	LS OUT
	Revision of: S2-085420
	
	
	
	
	Open, sending the LS to SA1 and SA5 instead of GSMA.

Revised to: S2-086212

	9.8
	S2-086212
	LS OUT
	Revision of S2-086212
	
	
	
	
	open

	9.8
	S2-085618
	P-CR
	Local Breakout support for HNB/HeNB case
	Marvell
	23.894
	-
	-
	 Revised to: 6296

	9.8
	S2-086296
	P-CR
	Revision of: S2-085618
	
	
	
	
	Noted

	9.8
	S2-085671
	P-CR
	OMR requirements
	Alcatel-Lucent
	23.894
	-
	Rel-9
	 Revised to: 6182

	9.8
	S2-086182
	P-CR
	Revision of: S2-085671
	
	
	
	
	Revised to: 6214

	9.8
	S2-086214
	P-CR
	Revision of: S2-086182
	
	
	
	
	Open

	9.8
	S2-085672
	P-CR
	OMR use cases
	Alcatel-Lucent
	23.894
	-
	Rel-9
	 Revised to: 6183

	9.8
	S2-086183
	P-CR
	Revision of: S2-085672
	
	
	
	
	Revised to: 6215

	9.8
	S2-086215
	P-CR
	Revision of: S2-086183
	
	
	
	
	Agreed

	9.8
	S2-086213
	P-CR
	Removal of Editor's note on charging principle 
	Telecom Italia
	23.894
	
	
	Open
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