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Abstract of the contribution: The contribution discusses handover management during an emergency call and proposes to add the mechanism into TR 23.869
1. Discussion
In order to avoid an ongoing emergency call interruption, the handover process shall succeed in an access restriction area during an emergency call. However, the UE shall only be permitted to use emergency call service in this scenario, other services should be forbidden. Therefore, the network should preserve only bearer resources used for the emergency call and other bearer resources should be released.
Mobility Restriction functionality is introduced in E-UTRAN access. In state ECM-CONNECTED, the core network provides the radio network with a Handover Restriction List. The Handover Restriction List specifies roaming restriction and access restriction areas. In state ECM-CONNECTED, the radio network and the core network will execute Mobility Restriction functionality. The UE will not be permitted to handover to the area included in the Handover Restriction List. However, in order for the emergency call continuity, the UE should be permitted to handover to the area included in the Handover Restriction List if an ongoing successful emergency call placed while the UE is in normal or limited service state. Therefore, special handling of Handover for emergency services should be required.
2. Proposal
------------------------------------------- Start of Change 1 -------------------------------------------------------------------
5.3.2.2 
Key Issue 2: Mobility management during an emergency call

5.3.2.2.1 
Description
An ongoing successful emergency call placed while the UE is in normal or limited service state may be interrupted by a failed TA update or any other service restriction implying the UE should be detached. A mechanism is needed to avoid this.
In order to support emergency call continuity, the UE can be permitted to handover to an access restriction area. A mechanism is needed to solve this.
5.3.2.2.2 
Solution – special handling of TA updates for emergency services

Provide explicit context in the EPC so that the network is aware an emergency call is ongoing. This will avoid TA UPDATE failures (the TA updates always succeed during an emergency call). In the case, the network preserves bearer resources used for the emergency call and removes other bearer resources.
5.3.2.2.3 
Solution – special handling of Handover for emergency services

Provide explicit context in the EPC so that the network is aware an emergency call is ongoing. In the scenario, The Mobility Restriction functionality shall not be executed in the radio network and the core network, the UE can be handover to these areas included in the Handover Restriction List. If the source MME finds the target eNodeB included in the Handover Restriction List and an emergency call is ongoing for the UE, the source MME only sends bearer resources used for the emergency call to the target MME.
Editor’s Note: How to identify the bearer(s) associated to Emergency call on MME is for further study. 
------------------------------------------- End of Change 1 -------------------------------------------------------------------
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