3GPP TSG SA WG2 Meeting #67
S2-086396

25 - 29 August, 2008 
(e-mail revision 2 of S2-086064)
Sophia Antipolis, France
Title:
LS on UE Initiated Service Request in Connected Mode

Response to:
LS S2-085985 (C1-083467) on UE Initiated Service Request in Connected Mode
Release:
Rel-8
Work Item:
SAE

Source:
SA2

To:
CT1
CC:
RAN3
Contact Person:


Name:
Apostolis Salkintzis
E-mail Address:
salki@motorola.com

Attachments:
S2-086063: 23.401 CR0569: MME behaviour after sending TAU-Accept message

1. Overall Description:

SA2 would like to thank CT1 for their LS on the subject topic and would like to provide the following clarifications.

A transmission of a Service Request by a UE in ECM-CONNECTED state is a capability that has been specified in 3GPP TS 23.272 in order to enable the CS Fallback feature. SA2 believes that after the completion of a TAU procedure with no “Active flag” the MME immediately releases the S1 signalling connection and therefore the UE does not remain any longer in ECM-CONNECTED state. This MME behaviour is specified in 3GPP TS 23.401 section 5.3.3.1 and was also added to section 5.3.3.2 by a newly approved CR (attached). Hence, SA2 does not assume sending a Service Request in ECM-CONNECTED state after the completion of a TAU procedure in case there is UL data pending in the UE. 

2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 to take the information above into account.

3. Date of Next CT1 Meetings:
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