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1. Overall Description:

SA2 would like to thank CT3 for looking into the issue of uniquely identifying a UE resource request. Specifically the question is “Can the BBERF/PCEF uniquely identify UE-initiated resources when such resources are modified?”

SA2 has discussed the problem and agrees that the following principles would allow the BBERF/PCEF to uniquely identify a UE-requested resource:
· 1) The packet filters signalled in the NAS and GTP procedures are associated with a unique packet filter identifier on per-PDN connection basis. This represents a departure from today's model where the packet filter identifiers are unique per PDP context;
· 2) When using the UE Requested Bearer Resource Modification procedure (previously known as UE Requested Bearer Resource Allocation), the packet filters associated to the same bearer resource request are signalled in a new construct referred to as Traffic Aggregate Description (TAD);
· 3) As part of the bearer binding decision in the PCEF/BBERF, the PCEF/BBERF inserts or removes packet filter(s) corresponding to the TAD into the TFT of an EPS bearer;
· 4) Contrary to the TFT, the TAD is a short-lived construct that ceases to exist after the completion of the UE Requested Bearer Resource Allocation procedure. SA2 has made the assumption that the TAD coding is similar to the TFT coding in that the packet filters are associated with an Add, Modify or Delete operation;

· 5) During subsequent usage of the UE Requested Bearer Resource Modification procedure for modification of a specific bearer resource (i.e. either modification of QoS or modification of packet filters), the UE shall include in the TAD all the packet filters that were associated to this bearer resource in the previous TAD.
Given the assumptions above, SA2 concluded that the UE Requested Bearer Resource Allocation procedure could also be used for release of UE requested bearer resources. Therefore SA2 agreed to remove the UE Requested Bearer Resource Release procedure from TS 23.401. At the same time, the UE Requested Bearer Resource Allocation procedure was renamed into UE Requested Bearer Resource Modification (refer to the agreed document S2-086345 attached to this liaison).
2. Actions:

To CT1/CT3 group:
ACTION: 
Take the provided information into account in their further work.
3. Date of Next TSG-SA WG2 Meetings:
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