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	Reason for change:
(

	Alignments on ANDSF are needed according to the following exchanged understanding between CT1 and SA2:
1. ANDSF provides the UE with two types of information:
· Policies related to access network selection (e.g. which technology should be preferred under certain conditions). Examples can be “prefer LTE over WLAN for non roaming scenarios” or “when roaming in a VPLMN prefer WLAN of operator X over WLAN of operator Y”.

· Information about available candidate networks the UE can attempt to connect to optimize network discovery.
2. Updates of policies on access network selection are assumed to happen infrequently due to their nature (they are updated e.g. when UE roams to a new VPLMN or when a new roaming agreement between operators is performed).
3. UE actions at each handover event are based on the already provisioned policies and lists of available access networks (if any). In particular the weakening of the current radio link is not a trigger to query the ANDSF and therefore the message exchange between ANDSF and UE is not tied to a handover event.

For the first point, 23.402 has already specified that ANDSF shall be able to provide these two types of information. So no alignment on this point is needed. But the description should be clear.
For the second point, clearer clarification on policy updating frequency is needed.
For the third point, misleading on combination of interaction with ANDSF and handover procedure should be avoided.
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	· Remove the redundant description in the first bulletin as the same content has already been clarified in the following text. 

· Add a note to clarify that updates of inter-system mobility policies are assumed to happen infrequently.

· Clarify that the UE may retain both types of information provided the ANDSF and shall make access network selection based on those information.
· Remove the last paragraph of section 4.8.1 that is redundant with the text above.
· Remove the handover with ANDSF section to avoid misleading.
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Start of the first change
4.8.2
Network Elements

4.8.2.1
Access Network Discovery and Selection Function (ANDSF)

The ANDSF contains data management and control functionality necessary to provide network discovery and selection assistance data as per operators' policy. The ANDSF is able to initiate data transfer to the UE, based on network triggers, and respond to requests from the UE.

NOTE:
The usage of ANDSF capabilities is intended for scenarios where access-network level solutions are not sufficient for the UE to perform Network Discovery and Selection of non-3GPP technologies according to operator policies.

The ANDSF shall be able to provide the following information:

1)
Inter-system mobility policy:

-
The inter-system mobility policy is a set of operator-defined rules and preferences that affect the inter-system mobility decisions taken by the UE.



-
The inter-system mobility policy may be provisioned in the UE and may be updated by the ANDSF based on network triggers or after receiving a UE request for network discovery and selection information.

-
The inter-system mobility policy identifies which access technology type or which specific access network is mostly preferable for EPC access. It shall be able to indicate:

-
If a specific access technology type is preferable to another (e.g. WiMAX is preferable to WLAN).

-
If a specific access network identifier is preferable to another (e.g. WLAN SSID‑1 is preferable to WLAN SSID‑2).

-
The inter-system mobility policy identifies also when inter-system mobility is allowed or restricted. It shall be able to indicate:

-
If inter-system mobility is restricted from one access technology type to another (e.g. handover from WiMAX to WLAN is restricted).

-
If inter-system mobility is restricted when certain conditions are met.

-
Validity conditions, i.e. conditions indicating when a policy is valid (such conditions may include e.g. a time duration, a location area, etc.). The validity conditions may also indicate when the UE shall request for new policies.
NOTE:
Updates of inter-system mobility policies are assumed to happen infrequently.
2)
Access network discovery information:

-
Upon UE request, the ANDSF may provide a list of access networks available in the vicinity of the UE for all the access technology types requested by the UE (if requested any).

-
The ANDSF provides information for access networks that are available to the UE including:

-
the access technology type (e.g. WLAN, WiMAX).

-
the access network identifier (e.g. the SSID of a WLAN).

-
other technology specific information, e.g. one or more carrier frequencies.

-
validity conditions, i.e. conditions indicating when the provided access network discovery information is valid (such conditions may include e.g. a location).

The UE may retain and use the inter-system mobility policies and the access network discovery information provided by the ANDSF until new/updated information is retrieved.

The UE shall select the most preferable available access network for inter-system mobility based on the received / provisioned inter-system mobility policies and access network discovery information.
The ANDSF shall be able to limit the amount of information provided to the UE based e.g. on the UE's current location, UE capabilities, operator's policies, etc.

The ANDSF shall be able to limit the frequency of UE initiated requests e.g. with a minimum time interval that shall elapse between two consequtive UE initiated requests towards the ANDSF.


End of the first change

Start of the second change

8.5
Void
8.5.1
Void











End of the second change
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