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Abstract of the contribution:

This contribution proposes text for the empty Clause 5.5 on handovers between 3GPP and non-3GPP access.
1 Introduction

This contribution introduces text for the section on handover with non-3GPP access and also discusses the issue of how to make available the identity of the PDN GW for such handovers. 
2 Text Proposal

We propose that the following text be added to TR 23.869. 

**************** Proposed Change *************************

5.5
EPS functionality for handovers between 3GPP and non-3GPP access

5.5.0
General
When both the 3GPP and non-3GPP accesses support emergency calls in the packet domain, support for handover of emergency calls between 3GPP access and non-3GPP access follows the architecture and flows in TS 23.402 for handover between 3GPP and non-3GPP accesses.  
· For the cases of non-optimized handover between 3GPP access and non-3GPP access and optimized handover from HRPD to 3GPP access, the emergency call is over a PDN connection that may not be in the same default PDN.  As with the flows for these cases in 23.402, the UE establishes the PDN connection for the emergency call after the default PDN is handed over. In these cases when the target access is 3GPP access,  the emergency requirements on the attach procedures in Annex B.2 for normal mode UEs and Annex C for limited service mode UEs apply
· For the case of optimized handover from 3GPP to HRPD access, when an emergency call is established in LTE, the context for the emergency call is established in the HRPD access prior to handover using session maintenance procedures over the S101 interface.

5.5.1
Key Issue 1:  Availability of APN and PDN GW address in limited service mode for network based handovers
5.5.1.1
Description
Editor’s Note: It is FFS if HO between 3GPP access and non-3GPP access of Emergency calls in limited service mode need to be supported.
When a UE performs an attach with the EPS, the HSS stores an APN and PDN GW identity for the UE.  However, when the UE is in limited service mode and does not have a validated IMSI, it will not have a record in the HSS.  This information is needed for handover to non-3GPP access because the PDN GW identity is retrieved from the HSS/3GPP AAA Server when the UE attaches to the non-3GPP access. 
5.5.1.2 Solution
3GPP
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