3GPP TSG SA WG2 Architecture — SA2#68                      S2-087253
13 – 17 October, China
Drafting Notes on 23.401 and 23.060 cleanup (6.3, 6.4)
Actions for SA2 plenary
DRX descriptions in 23.060 seems to be incorrect and the DRX solution for 23.401 has not been completed. The drafting group agreed to document our best understanding of the DRX solution in 2 CRs (S2-087154 and S2-087158) with the aim to ask RAN2, GERAN2, CT1 and CT4 for feedback (LS in S2-087069). 
Revised documents to be reviewed

	S2-087249
	Return

	S2-087246
	Return

	S2-087239
	Return

	S2-087238
	Return

	S2-087160
	Return

	S2-087155
	Return

	S2-087154
	Return, the goal is to agree a technically correct document that can be attached in the DRX LS 

	S2-087153
	Return

	S2-087151
	Return

	S2-087100
	Return

	S2-087091
	Return

	S2-087090
	Return

	S2-087081
	Return

	S2-087080
	Return

	S2-087078
	Return

	S2-087069
	Return, DRX LS

	S2-087067
	Return, LS

	S2-087062
	Return

	S2-087057
	Return

	S2-087243
	Return (7167 will be merged into this CR, if approved 7167 should be noted)


Agreed Documents

	S2-087158
	Agreed to be technically correct (Tdoc to be attached in DRX LS )

	S2-087252
	Approved

	S2-087251
	Approved

	S2-087250
	Approved

	S2-087248
	Approved

	S2-087247
	Approved

	S2-087245
	Approved

	S2-087244
	Approved

	S2-087242
	Approved

	S2-087241
	Approved

	S2-087168
	Approved

	S2-087167
	Approved

	S2-087166
	Approved

	S2-087164
	Approved

	S2-087163
	Approved

	S2-087162
	Approved

	S2-087161
	Approved

	S2-087157
	Approved

	S2-087156
	Approved

	S2-087150
	Approved

	S2-087149
	Approved

	S2-087105
	Approved

	S2-087103
	Approved

	S2-087098
	Approved

	S2-087097
	Approved

	S2-087095
	Approved

	S2-087089
	Approved

	S2-087086
	Approved

	S2-087084
	Approved

	S2-087079
	Approved

	S2-087076
	Approved

	S2-087073
	Approved

	S2-087072
	Approved

	S2-087068
	Approved

	S2-087066
	Approved

	S2-087065
	Approved

	S2-087064
	Approved

	S2-087061
	Approved

	S2-086871
	Approved

	S2-086867
	 Approved

	S2-086794
	 Approved

	S2-086757
	Approved

	S2-086526
	Approved

	S2-086518
	 Approved
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	6.3
	-
	------
	General clean-up of 23.401
	------
	-
	-
	-
	-

	6.3
	S2-086457
	CR
	23.401 CR0398R2: Update to S-GW information storage
	Huawei
	23.401
	0398
	Rel-8
	 

	6.3
	S2-086458
	CR
	23.401 CR0579: Unnecessary Default PDN Connection Establishment during Handover Attach Procedure
	Huawei
	23.401
	0579
	Rel-8
	 Revised to: 7094

	6.3
	S2-086459
	CR
	23.401 CR0580: Clarification for BCM
	Huawei
	23.401
	0580
	Rel-8
	 

	6.3
	S2-086460
	CR
	23.401 CR0520R2: Correction of PDN GW Identity in TS23.401
	Huawei, Nortel, Verizon,
	23.401
	0520
	Rel-8
	Noted

	6.3
	S2-086461
	CR
	23.401 CR0392R2: Clarification about TAI/RAI value being deleted
	Huawei
	23.401
	0392
	Rel-8
	 

	6.3
	S2-086462
	CR
	23.401 CR0530R1: Method to adjust Weight Factor in eNodeB
	Huawei
	23.401
	0530
	Rel-8
	Noted 

	6.3
	S2-086463
	CR
	23.401 CR0531R1: Error cases when UE changes to ECM-IDLE
	Huawei
	23.401
	0531
	Rel-8
	 

	6.3
	S2-086464
	DISCUSSION
	EPS Bearer QoS for UE
	Huawei
	23.401
	-
	Rel-8
	 Noted

	6.3
	S2-086465
	CR
	23.401 CR0519R1: QoS IE provided to the UE when inter RAT changes
	Huawei
	23.401
	0519
	Rel-8
	 Noted

	6.3
	S2-086466
	CR
	23.401 CR0581: Deletion of PGW Information in HSS
	Huawei
	23.401
	0581
	Rel-8
	 

	6.3
	S2-086467
	CR
	23.401 CR0582: Modification of subscription data
	Huawei
	23.401
	0582
	Rel-8
	 

	6.3
	S2-086468
	CR
	23.401 CR0563R1: Clarification on the IP-CAN session procedure for single addressing per bearer
	Huawei
	23.401
	0563
	Rel-8
	 Noted

	6.3
	S2-086469
	CR
	23.401 CR0593: Clarification about when the UE send its radio capabilities to the E-TURAN
	Huawei
	23.401
	0593
	Rel-8
	 

	6.3
	S2-086470
	CR
	23.401 CR0583: Adding necessary information storage
	Huawei
	23.401
	0583
	Rel-8
	 

	6.3
	S2-086471
	CR
	23.401 CR0584: Clarification on Subscribed APN-AMBR
	Huawei
	23.401
	0584
	Rel-8
	 

	6.3
	S2-086472
	CR
	23.401 CR0585: Some clarifications on the Figures
	Huawei
	23.401
	0585
	Rel-8
	 

	6.3
	S2-086473
	CR
	23.401 CR0415R2: Correct the message name on S1-MME interface
	Huawei
	23.401
	0415
	Rel-8
	 

	6.3
	S2-086474
	CR
	23.401 CR0525R1: Correction of bearer modification without bearer QoS update procedure
	Huawei
	23.401
	0525
	Rel8
	 

	6.3
	S2-086475
	CR
	23.401 CR0586: Clarification of Allocation and Release of Resource for Data Forwarding
	Huawei
	23.401
	0586
	Rel-8
	 

	6.3
	S2-086476
	CR
	23.401 CR0521R1: Correction on HSS Initiated Subscribed QoS Modification procedure
	Huawei
	23.401
	0521
	Rel-8
	 

	6.3
	S2-086477
	CR
	23.401 CR0414R2: Adding PGW TEID for S5/S8 in MME contexts storage
	Huawei
	23.401
	0414
	Rel-8
	 

	6.3
	S2-086478
	CR
	23.401 CR0587: Removing the descriptions of HRL from the UE requested PDN connectivity procedure
	Huawei
	23.401
	0587
	Rel-8
	 

	6.3
	S2-086479
	CR
	23.401 CR0588: TAI correction in X2 handover procedure
	Huawei
	23.401
	0588
	Rel-8
	 

	6.3
	S2-086480
	CR
	23.401 CR0409R2: Clarification on the UE requested PDN disconnection
	Huawei
	23.401
	0409
	Rel-8
	 

	6.3
	S2-086481
	CR
	23.401 CR0589: Un-successful case clarification for X2 HO
	Huawei
	23.401
	0589
	Rel-8
	 

	6.3
	S2-086482
	CR
	23.401 CR0590: Clarification of MM state and implicitly detach procedure in case of ISR
	Huawei
	23.401
	0590
	Rel-8
	Revised to: 7056

	6.3
	S2-086483
	CR
	23.401 CR0591: URA_PCH handling
	Huawei
	23.401
	0591
	Rel-8
	 

	6.3
	S2-086484
	DISCUSSION
	Differentiation of delete bearer
	Huawei
	23.401
	-
	Rel-8
	 Noted

	6.3
	S2-086485
	CR
	23.401 CR0523R1: Differentiation of delete bearer
	Huawei
	23.401
	0523
	Rel-8
	 

	6.3
	S2-086508
	CR
	23.401 CR0495R1: Clarification on the use of ARP by eNodeB for congestion control
	NTT DOCOMO
	23.401
	0495
	Rel-8
	 Noted

	6.3
	S2-086516
	CR
	23.401 CR0596: Update Type on S6a in Attach procedure
	ZTE
	23.401
	0596
	Rel-8
	 

	6.3
	S2-086517
	CR
	23.401 CR0597: Clarification on KSIASME and KSI in 23.401
	ZTE
	23.401
	0597
	Rel-8
	 Revised to: 7095

	6.3
	S2-086518
	CR
	23.401 CR0598: Clarfication on Delete Bearer Request
	ZTE
	23.401
	0598
	Rel-8
	 Approved

	6.3
	S2-086519
	CR
	23.401 CR0599: Clarification on partial bearer establishment
	ZTE
	23.401
	0599
	Rel-8
	 

	6.3
	S2-086522
	CR
	23.401 CR0601: Load balance during Inter MME/SGSN handover
	ZTE
	23.401
	0601
	8
	Noted

	6.3
	S2-086523
	CR
	23.401 CR0602: Clarification on no paging response
	ZTE
	23.401
	0602
	Rel-8
	 Revised to: 7087

	6.3
	S2-086524
	CR
	23.401 CR0603: Detach the UE in ECM-IDLE state
	ZTE
	23.401
	0603
	8
	Revised to: 7059

	6.3
	S2-086525
	CR
	23.401 CR0604: Removal ISR capability from the UE network capability
	ZTE
	23.401
	0604
	Rel-8
	Revised to: 7104

	6.3
	S2-086531
	CR
	23.401 CR0606: Clarification to the UE requested bearer resource modification procedure
	Ericsson
	23.401
	0606
	Rel-8
	 

	6.3
	S2-086539
	CR
	23.401 CR0608: Correcting usage of UL TFT
	Ericsson
	23.401
	0608
	Rel-8
	 

	6.3
	S2-086541
	CR
	23.401 CR0609: Update of Attach Procedure
	Ericsson
	23.401
	0609
	Rel-8
	 Revised to: 7105

	6.3
	S2-086542
	CR
	23.401 CR0610: Update of TAU procedure
	Ericsson
	23.401
	0610
	Rel-8
	 Revised to: 7096

	6.3
	S2-086543
	CR
	23.401 CR0611: Update the HSS initiated detach procedure
	Ericsson
	23.401
	0611
	Rel-8
	 

	6.3
	S2-086545
	CR
	23.401 CR0612: Default bearer knowledge
	Ericsson
	23.401
	0612
	Rel-8
	Revised to: 7060

	6.3
	S2-086546
	CR
	23.401 CR0613: Release of bearers at handover
	Ericsson
	23.401
	0613
	Rel-8
	Revised to: 7088

	6.3
	S2-086547
	CR
	23.401 CR0614: Indirect forwarding alignment
	Ericsson
	23.401
	0614
	Rel-8
	 

	6.3
	S2-086548
	CR
	23.401 CR0615: Update the detach procedures to also include SGSN as initiator in the ISR case
	Ericsson
	23.401
	0615
	Rel-8
	 

	6.3
	S2-086551
	CR
	23.401 CR0616: Align Update Location sequence to be the same for MME and for S4 SGSN
	Ericsson
	23.401
	0616
	Rel-8
	 

	6.3
	S2-086571
	CR
	23.401 CR0617: Add interfaces to the Offline Charging system in the Architecture Reference Model
	Alcatel-Lucent
	23.401
	0617
	Rel-8
	 Revised to: 7061

	6.3
	S2-086577
	CR
	23.401 CR0297R2: Clean up of errors
	Ericsson
	23.401
	0297
	Rel-8
	 

	6.3
	S2-086579
	CR
	23.401 CR0618: Refinement to the procedures for storing PDN GW information in HSS
	Ericsson
	23.401
	0618
	Rel-8
	 

	6.3
	S2-086598
	CR
	23.401 CR0619: Correction of handover from UTRAN to E-UTRAN
	Samsung
	23.060
	0619
	Rel-8
	Revised to: 7062 

	6.3
	S2-086599
	CR
	23.401 CR0620: Clarification to Network-initiated Resource Release
	Samsung
	23.401
	0620
	Rel-8
	 Revised to: 7029

	6.3
	S2-086617
	CR
	23.401 CR0499R1: Clarifications for DL data during Service Request
	Motorola
	23.401
	0499
	Rel-8
	 Noted

	6.3
	S2-086618
	CR
	23.401 CR0498R1: Default Bearer Handling at HO from 2G/3G Access
	Motorola
	23.401
	0498
	Rel-8
	 Noted

	6.3
	S2-086619
	CR
	23.401 CR0621: Handling the deactivation of Default Bearer
	Motorola
	23.401
	0621
	Rel-8
	 Noted

	6.3
	S2-086645
	CR
	23.401 CR0619: Clarification of EMM state when all bearers are released in 2G/3G
	NTT DOCOMO
	23.401
	0619
	Rel-8
	 Revised to: 7058

	6.3
	S2-086653
	CR
	23.401 CR0620: Change RAB in EPC to E-RAB
	CATT
	23.401
	0620
	Rel-8
	 

	6.3
	S2-086654
	CR
	23.401 CR0621: Update of UE-AMBR in the partial HO procedure
	CATT
	23.401
	0621
	Rel-8
	 

	6.3
	S2-086655
	CR
	23.401 CR0622: Security Function in the Attach Procedure
	CATT
	23.401
	0622
	Rel-8
	 

	6.3
	S2-086656
	CR
	23.401 CR0623: PDN Connection in the Attach procedure
	CATT
	23.401
	0623
	Rel-8
	 

	6.3
	S2-086657
	CR
	23.401 CR0624: Supplement items of HSS and MME in Information Storage
	CATT
	23.401
	0624
	Rel-8
	 

	6.3
	S2-086658
	CR
	23.401 CR0625: Updates to IP address release mechanism
	CATT
	23.401
	0625
	Rel-8
	Revised to: 7064 

	6.3
	S2-086659
	CR
	23.401 CR0626: Update to EPS Bearer and QoS
	CATT
	23.401
	0626
	Rel-8
	Revised to: 7098

	6.3
	S2-086660
	CR
	23.401 CR0627: Update to Security Function
	CATT
	23.401
	0627
	Rel-8
	 

	6.3
	S2-086661
	CR
	23.401 CR0628: Update to the Detach procedure
	CATT
	23.401
	0628
	Rel-8
	 Revised to: 7102

	6.3
	S2-086662
	CR
	23.401 CR0629: Update to the Session Management procedures
	CATT
	23.401
	0629
	Rel-8
	 

	6.3
	S2-086663
	CR
	23.401 CR0630: Cleanup on appendix D for R8 to Pre-R8 handover and RAU
	CATT
	23.401
	0630
	Rel-8
	 Noted

	6.3
	S2-086664
	CR
	23.401 CR0631: Cleanup on PDN GW selection function
	CATT
	23.401
	0631
	Rel-8
	 Revised to: 7156

	6.3
	S2-086665
	CR
	23.401 CR0632: Update type of Update location to the HSS during the Attach procedure
	CATT
	23.401
	0632
	Rel-8
	 

	6.3
	S2-086666
	CR
	23.401 CR0633: Network Triggered Service Request with ISR functionality
	CATT
	23.401
	0633
	Rel-8
	 

	6.3
	S2-086667
	CR
	23.401 CR0634: User Plane Update messages in the Inter eNodeB handover without MME relocation and without Serving GW relocation procedure
	CATT
	23.401
	0634
	Rel-8
	 

	6.3
	S2-086679
	DISCUSSION
	Discussion on Sequence Number for SGW
	Nortel
	23.401
	-
	Rel-8
	 Noted

	6.3
	S2-086680
	DISCUSSION
	No wildcard use for S4-SGSN and MME
	Nortel
	23.401
	-
	Rel-8
	 Noted

	6.3
	S2-086681
	CR
	23.401 CR0635: Align S1-based HO with X2-based HO regarding SGW change
	Nortel
	23.401
	0635
	Rel-8
	 Revised to: 7086

	6.3
	S2-086682
	CR
	23.401 CR0453R1: Transfer of AMBR between SGSN and MME
	Nortel
	23.401
	0453
	Rel-8
	 Revised to: 7159

	6.3
	S2-086691
	CR
	23.401 CR0636: ISR parameters and actions: alignment leftovers.
	Research In Motion
	23.401
	0636
	Rel-8
	Revised to: 7065

	6.3
	S2-086693
	CR
	23.401 CR0637: Clarification on S1 release for MME load re-balancing
	Research In Motion, Nokia Siemens Networks, Nokia
	23.401
	0637
	Rel-8
	 Revised to: 7089

	6.3
	S2-086696
	CR
	23.401 CR0638: Clarify use of APN provided by the UE
	Nortel
	23.401
	0638
	Rel-8
	Revised to: 7165

	6.3
	S2-086735
	DISCUSSION
	Handling of PCO parameters at Initial Attach
	Vodafone
	-
	-
	-
	 Noted

	6.3
	S2-086736
	CR
	23.401 CR0639: Handling of PCO parameters at Initial Attach
	Vodafone
	23.401
	0639
	Rel-8
	 Revised to: 7100

	6.3
	S2-086762
	CR
	23.401 CR0450R2: Indirect forwarding for IRAT handovers
	Nokia Siemens Networks, Nokia
	23.401
	0450
	Rel-8
	 Revised to: 7090

	6.3
	S2-086763
	CR
	23.401 CR0640: Update for ISR Annex
	Nokia Siemens Networks, ZTE
	23.401
	0640
	Rel-8
	 Revised to: 7157

	6.3
	S2-086764
	CR
	23.401 CR0641: Clarify SRNS context handling
	Nokia Siemens Networks
	23.401
	0641
	Rel-8
	 Revised to: 7103

	6.3
	S2-086765
	CR
	23.401 CR0642: Clarify ISR handling during bearer procedures
	Nokia Siemens Networks, Nokia
	23.401
	0642
	Rel-8
	Revised to: 7068 

	6.3
	S2-086766
	CR
	23.401 CR0643: Corrections for the IRAT handover with Gn/Gp SGSNs
	Nokia Siemens Networks
	23.401
	0643
	Rel-8
	Revised to: 7066

	6.3
	S2-086767
	CR
	23.401 CR0644: Corrections for container and cause handling during handovers
	Nokia Siemens Networks
	23.401
	0644
	Rel-8
	Revised to: 7160

	6.3
	S2-086768
	CR
	23.401 CR0645: Generalization of MME-initiated dedicated resource allocation deactivation procedure
	Nokia Siemens Networks
	23.401
	0645
	Re-8l
	 

	6.3
	S2-086779
	CR
	23.401 CR0485R1: Corrections and clarifications to ECM states
	Motorola
	23.401
	0485
	Rel-8
	Revised to: 7101

	6.3
	S2-086794
	CR
	23.401 CR0647: EPS bearer and QoS mapping related FFSs in I-RAT handovers
	Nokia, Nokia Siemens Networks
	23.401
	0647
	Rel-8
	 Approved

	6.3
	S2-086796
	CR
	23.401 CR0648: Updates to information storage tables
	Nokia, Nokia Siemens Networks
	23.401
	0648
	Rel-8
	 Revised to: 7091

	6.3
	S2-086801
	CR
	23.401 CR0649: Signalling DL TFT to the UE
	Nortel, Motorola
	23.401
	0649
	Rel-8
	 

	6.3
	S2-086826
	CR
	23.401 CR0406R2: Correction related to the partial handover
	Huawei
	23.401
	0406
	Rel-8
	 

	6.3
	S2-086827
	CR
	23.401 CR0650: RAU corrections
	Huawei
	23.401
	0650
	Rel-8
	 

	6.3
	S2-086828
	CR
	23.401 CR0651: Remove the "update-needed" status in UE
	Huawei, Nokia Siemens Networks
	23.401
	0651
	Rel-8
	Revised to: 7084

	6.3
	S2-086832
	CR
	23.401 CR0652: ARP setting for Default Bearer
	Research In Motion
	23.401
	0652
	Rel-8
	 Revised to: 7048

	6.3
	S2-086834
	CR
	23.401 CR0653: M-PDN Detach for 3GPP Access
	Research in Motion
	23.401
	0653
	Rel-8
	 Noted

	6.3
	S2-086844
	CR
	23.401 CR0655: RFSP Index in the MM Context
	Motorola
	23.401
	0655
	Rel-8
	Revised to: 7063

	6.3
	S2-086863
	DISCUSSION
	2G/3G and LTE DRX handling in the EPC and with legacy networks
	Vodafone
	23.401
	-
	Rel-8
	Noted, relatd LS in: 7069

	6.3
	S2-086864
	CR
	23.401 CR0656: DRX parameter handling in LTE, 2G and 3G
	Vodafone
	23.401
	0656
	Rel-8
	Revised to: 7070

	6.3
	S2-086867
	CR
	23.401 CR0657: Adding TAI into Path Switch Request
	Vodafone
	23.401
	0657
	Rel8
	 Approved

	6.3
	S2-086868
	CR
	23.401 CR0658: Resolving the FFS on the second timer in the UE Periodic updating/implicit detach with ISR topic.
	Vodafone
	23.401
	0658
	Rel-8
	 The way to set the value of the second timer of this contribution is endorsed. 

Revised to: 7092

	6.3
	S2-086869
	CR
	23.401 CR0659: MME need not store IP addresses
	Vodafone
	-
	0659
	-
	 Noted

	6.3
	S2-086870
	DISCUSSION
	Load balancing at inter CN node connected mode mobility
	Vodafone
	-
	-
	Rel-8
	Noted

	6.3
	S2-086877
	CR
	23.401 CR0661: Removing FFS from UE context table
	Ericsson
	23.401
	0661
	Rel-8
	 Noted, the proposal is merged into 7091.

	6.3
	S2-086889
	CR
	23.401 CR0662: PCO indication for dynamic PCC support
	Qualcomm Europe
	23.401
	0662
	Rel-8
	 Noted

	6.3
	S2-086890
	CR
	23.401 CR0663: Introduction of concept of E-RAB in 23.401
	Qualcomm Europe
	23.401
	0663
	Rel-8
	Revised to: 7083

	6.3
	S2-086903
	CR
	23.401 CR0664: Introduction of concept of E-RAB in 23.401
	Alcatel-Lucent
	23.401
	0664
	Rel-8
	 Noted, merged with 6890 into 7083

	6.3
	S2-086912
	CR
	23.401 CR0665: Addition of Default Bearer QoS in Create Default Bearer Response
	Nortel
	23.401
	0665
	Rel-8
	Withdrawn

	6.3
	S2-087029
	CR
	Revision of: S2-086599
	
	
	
	
	Noted

	6.3
	S2-087048
	CR
	Revision of: S2-086832
	
	
	
	
	Revised to: 7099

	6.3
	S2-087056
	CR
	Rev of 6482
	
	
	
	
	Revised to: 7162

	6.3
	S2-087058
	CR
	Revision of: S2-086645
	
	
	
	
	Revised to: 7241

	6.3
	S2-087059
	CR
	Revision of: S2-086524
	
	
	
	
	Revised to: 7244

	6.3
	S2-087060
	CR
	Revision of: S2-086545
	
	
	
	
	Revised to: 7239

	6.3
	S2-087061
	CR
	Revision of: S2-086571
	
	
	
	
	Approved

	6.3
	S2-087062
	CR
	Revision of: S2-086598
	
	
	
	
	Return

	6.3
	S2-087063
	CR
	Revision of: S2-086844
	
	
	
	
	Revised to: 7168

	6.3
	S2-087064
	CR
	Revision of: S2-086658
	
	
	
	
	Approved

	6.3
	S2-087065
	CR
	Revision of: S2-086691
	
	
	
	
	Approved

	6.3
	S2-087066
	CR
	Revision of: S2-086766
	
	
	
	
	Approved

	6.3
	S2-087067
	CR
	LS related to: S2-087066
	
	
	
	
	Return

	6.3
	S2-087068
	CR
	Revision of: S2-086765
	
	
	
	
	Approved

	6.3
	S2-087069
	DISCUSSION
	LS to RAN, CT4 etc on DRX
	
	
	
	
	Return

	6.3
	S2-087070
	CR
	Revision of: S2-086864
	
	
	
	
	Revised to: 7158

	6.3
	S2-087082
	DISCUSSION
	Principels for inter CN node selection
	
	
	
	
	Revised to: 7247

	6.3
	S2-087083
	CR
	Revision of: S2-086890
	
	
	
	
	Revised to: 7248

	6.3
	S2-087084
	CR
	Revision of: S2-086828
	
	
	
	
	Approved

	6.3
	S2-087086
	CR
	Revision of: S2-086681
	
	
	
	
	Approved

	6.3
	S2-087087
	CR
	Revision of: S2-086523
	
	
	
	
	Revised to: 7163

	6.3
	S2-087088
	CR
	Revision of: S2-086546
	
	
	
	
	Revised to: 7164

	6.3
	S2-087089
	CR
	Revision of: S2-086693
	
	
	
	
	Approved

	6.3
	S2-087090
	CR
	Revision of: S2-086762
	
	
	
	
	Return

	6.3
	S2-087091
	CR
	Revision of: S2-086796
	
	
	
	
	Return

	6.3
	S2-087092
	CR
	Revision of: S2-086868
	
	
	
	
	Withdrawn

	6.3
	S2-087093
	CR
	Revision of: S2-086696
	
	
	
	
	Withdrawn

	6.3
	S2-087094
	CR
	Revision of: S2-086458
	
	
	
	
	Revised to: 7240

	6.3
	S2-087095
	CR
	Revision of: S2-086517
	
	
	
	
	Approved

	6.3
	S2-087096
	CR
	Revision of: S2-086542
	
	
	
	
	Revised to: 7238

	6.3
	S2-087098
	CR
	Revision of: S2-086659
	
	
	
	
	Approved

	6.3
	S2-087099
	CR
	Revision of: S2-087048
	
	
	
	
	Revised to: 7245

	6.3
	S2-087100
	CR
	Revision of: S2-086736
	
	
	
	
	Return

	6.3
	S2-087101
	CR
	Revision of: S2-086779
	
	
	
	
	Revised to: 7166

	6.3
	S2-087102
	CR
	Revision of: S2-086661
	
	
	
	
	Revised to: 7242

	6.3
	S2-087103
	CR
	Revision of: S2-086764
	
	
	
	
	Approved

	6.3
	S2-087104
	CR
	Revision of: S2-086525
	
	
	
	
	Revised to: 7246

	6.3
	S2-087105
	CR
	Revision of: S2-086541
	
	
	
	
	Approved

	6.3
	S2-087156
	CR
	Revision of: S2-086664
	
	
	
	
	Approved

	6.3
	S2-087157
	CR
	Revision of: S2-086763
	
	
	
	
	Approved

	6.3
	S2-087158
	CR
	Revision of: S2-087070
	
	
	
	
	Agreed to be technically correct

	6.3
	S2-087159
	CR
	Revision of: S2-086682
	
	
	
	
	Revised to: 7161

	6.3
	S2-087160
	CR
	Revision of: S2-086767
	
	
	
	
	Return

	6.3
	S2-087161
	CR
	Revision of: S2-087159
	
	
	
	
	Approved

	6.3
	S2-087162
	CR
	Revision of: S2-087056
	
	
	
	
	Approved

	6.3
	S2-087163
	CR
	Revision of: S2-087087
	
	
	
	
	Approved

	6.3
	S2-087164
	CR
	Revision of: S2-087088
	
	
	
	
	Approved

	6.3
	S2-087165
	CR
	Revision of: S2-087093
	
	
	
	
	Revised to: 7167

	6.3
	S2-087166
	CR
	Revision of: S2-087101
	
	
	
	
	Approved

	6.3
	S2-087167
	CR
	Revision of: S2-087165
	
	
	
	
	Approved

	6.3
	S2-087168
	CR
	Revision of: S2-087063
	
	
	
	
	Approved

	6.3
	S2-087238
	CR
	Revision of: S2-087096
	
	
	
	
	Return

	6.3
	S2-087239
	CR
	Revision of: S2-087060
	
	
	
	
	Return

	6.3
	S2-087240
	CR
	Revision of: S2-087094
	
	
	
	
	Revised to: 7243

	6.3
	S2-087241
	CR
	Revision of: S2-087058
	
	
	
	
	Approved

	6.3
	S2-087242
	CR
	Revision of: S2-087102
	
	
	
	
	Approved

	6.3
	S2-087243
	CR
	Revision of: S2-087240
	
	
	
	
	Return (7167 will be merged into this CR, if approved 7167 should be noted)

	6.3
	S2-087244
	CR
	Revision of: S2-087059
	
	
	
	
	Approved

	6.3
	S2-087245
	CR
	Revision of: S2-087099
	
	
	
	
	Approved

	6.3
	S2-087246
	CR
	Revision of: S2-087104
	
	
	
	
	Return

	6.3
	S2-087247
	DISCUSSION
	Revision of: S2-087082
	
	
	
	
	Approved

	6.3
	S2-087248
	CR
	Revision of: S2-087083
	
	
	
	
	Approved

	6.4
	-
	------
	Updates to 23.060
	------
	-
	-
	-
	-

	6.4
	S2-086487
	DISCUSSION
	Clarification on Idle Mode Data Buffering for S4-SGSN
	Huawei
	23.060
	-
	Rel-8
	Noted

	6.4
	S2-086488
	CR
	23.060 CR0713: Clarification on the information storage of SGSN
	Huawei
	23.060
	0713
	Rel-8
	 

	6.4
	S2-086489
	CR
	23.060 CR0714: Clarification for RAU procedures
	Huawei
	23.060
	0714
	Rel-8
	Noted 

	6.4
	S2-086490
	CR
	23.060 CR0715: Trigger of RAU
	Huawei
	23.060
	0715
	Rel-8
	 Revised to: 7085

	6.4
	S2-086515
	CR
	23.060 CR0716: Update Type on S6d/Gr in Attach procedure
	ZTE
	23.060
	0716
	Rel-8
	 

	6.4
	S2-086521
	CR
	23.060 CR0717: Clean up of the handling failed PDP contexts in S4 SGSN
	ZTE
	23.060
	0717
	Rel-8
	Revised to: 7074

	6.4
	S2-086526
	CR
	23.060 CR0718: Editorial cleanup on 23.060
	ZTE
	23.060
	0718
	Rel-8
	Approved

	6.4
	S2-086540
	CR
	23.060 CR0721: Aligning S4-SGSN procedures with UE requested resource modification procedure
	Ericsson
	23.060
	0721
	Rel-8
	 Revised to: 7097

	6.4
	S2-086544
	CR
	23.060 CR0722: Default bearer handling in 23.060
	Ericsson
	23.060
	0722
	Rel-8
	Revised to: 7075

	6.4
	S2-086549
	CR
	23.060 CR0723: Update of RAU procedures related to S16
	Ericsson
	23.060
	0723
	Rel-8
	 Revised to: 7155

	6.4
	S2-086550
	CR
	23.060 CR0724: Align Update Location sequence to same as in 23.401
	Ericsson
	23.060
	0724
	Rel-8
	 Revised to: 7150

	6.4
	S2-086552
	CR
	23.060 CR0725: Mechanism to handle S4 connection in idle state
	Ericsson
	23.060
	0725
	Rel-8
	 Revised to: 7072

	6.4
	S2-086560
	CR
	23.060 CR0726: Move Contents of 13.9.1 to 13.10
	Motorola
	23.060
	0726
	Rel-8
	Noted

	6.4
	S2-086566
	CR
	23.060 CR0707R1: Corrections on SGSN interface with HLR/HSS
	Alcatel-Lucent, Nortel
	23.060
	0707
	Rel-8
	 

	6.4
	S2-086567
	DISCUSSION
	Downlink user data buffering in IDLE state
	Alcatel-Lucent
	23.060
	-
	Rel-8
	 

	6.4
	S2-086568
	CR
	23.060 CR0708R1: Downlink user data buffering in IDLE state
	Alcatel-Lucent
	-
	0708
	-
	 

	6.4
	S2-086569
	CR
	23.060 CR0709R1: Clarifying charging principle for SGSN when connected through S4
	Alcatel-Lucent
	23.060
	0709
	Rel-8
	 Revised to: 7076

	6.4
	S2-086570
	CR
	23.060 CR0727: Update the offline charging interface for "GPRS Logical Architecture when based on S4/S5/S8 interfaces"
	Alcatel-Lucent
	23.060
	0727
	Rel-8
	Revised to: 7151

	6.4
	S2-086572
	CR
	23.060 CR0728: Support of CAMEL in S4-SGSN
	Alcatel-Lucent
	23.060
	0728
	Rel-8
	 

	6.4
	S2-086581
	CR
	23.060 CR0729: Refinement to the procedures for storing PDN GW information in HSS
	Ericsson
	23.060
	0729
	Rel-8
	 

	6.4
	S2-086583
	CR
	23.060 CR0730: Update of the Obseleted IPv6 RFCs
	Ericsson
	23.060
	0730
	Rel-8
	 

	6.4
	S2-086670
	CR
	23.060 CR0732: QoS update during Inter SGSN RAU procedure using S4
	CATT
	23.060
	0732
	Rel-8
	Revised to: 7078

	6.4
	S2-086683
	CR
	23.060 CR0733: SDL updates
	Nortel
	23.060
	0733
	Rel-8
	Revised to: 7077

	6.4
	S2-086684
	CR
	23.060 CR0734: Remove wildcard in SDL for SGSN and MME
	Nortel
	23.060
	0734
	Rel-8
	Revised to: 7057

	6.4
	S2-086692
	CR
	23.060 CR0710R1: ISR parameters and actions: alignments and clarifications/corrections.
	Research In Motion
	23.060
	0710
	Rel-8
	Revised to: 7079

	6.4
	S2-086757
	CR
	23.060 CR
	NSN
	
	
	
	Approved

	6.4
	S2-086769
	CR
	23.060 CR0736: Clarify ISR handling during bearer procedures
	Nokia Siemens Networks, Nokia
	23.060
	0736
	Rel-8
	Revised to: 7080

	6.4
	S2-086795
	CR
	23.06 CR0737: QoS profile of the first PDP context
	Nokia, Nokia Siemens Networks
	23.060
	0737
	Rel-8
	Revised to: 7081

	6.4
	S2-086797
	CR
	23.06 CR0738: Removal of IP address update and storage to the SGSN
	Nokia, Nokia Siemens Networks
	23.060
	0738
	Rel-8
	Revised to: 7153 

	6.4
	S2-086833
	CR
	23.060 CR0739: ARP setting for Default Bearer
	Research In Motion
	23.060
	0739
	Rel-8
	Revised to: 7049

	6.4
	S2-086865
	CR
	23.060 CR0740: DRX parameter handling in LTE, 2G and 3G and associated corrections
	Vodafone
	23.060
	0740
	Rel-8
	Revised to: 7071

	6.4
	S2-086871
	CR
	23.060 CR0741: Deletion of restoration sections from 23.060, and, correction of section numbers in section 13.9
	Vodafone
	23.06
	0741
	Rel-8
	Approved

	6.4
	S2-086872
	CR
	23.060 CR0742: Signalling flow for Ready to Standby transition when using ISR
	Vodafone
	23.06
	0742
	Rel-8
	Revised to: 7073

	6.4
	S2-087049
	CR
	Revision of: S2-086833
	
	
	
	
	Revised to: 7152

	6.4
	S2-087057
	CR
	Rev of 6684
	Nortel
	
	
	
	Return

	6.4
	S2-087071
	CR
	Revision of: S2-086865
	
	
	
	
	Revised to: 7154

	6.4
	S2-087072
	CR
	Revision of: S2-086552
	
	
	
	
	Approved

	6.4
	S2-087073
	CR
	Revision of: S2-086872
	
	
	
	
	Approved

	6.4
	S2-087074
	CR
	Revision of: S2-086521
	
	
	
	
	Revised to: 7252

	6.4
	S2-087075
	CR
	Revision of: S2-086544
	
	
	
	
	Revised to: 7249

	6.4
	S2-087076
	CR
	Revision of: S2-086569
	
	
	
	
	Approved

	6.4
	S2-087077
	CR
	Revision of: S2-086683
	
	
	
	
	Revised to: 7251

	6.4
	S2-087078
	CR
	Revision of: S2-086670
	
	
	
	
	Return

	6.4
	S2-087079
	CR
	Revision of: S2-086692
	
	
	
	
	Approved

	6.4
	S2-087080
	CR
	Revision of: S2-086769
	
	
	
	
	Return

	6.4
	S2-087081
	CR
	Revision of: S2-086795
	
	
	
	
	Return

	6.4
	S2-087085
	CR
	Revision of: S2-086490
	Huawei
	23.060
	0715
	Rel-8
	Revised to: 7149

	6.4
	S2-087097
	CR
	Revision of: S2-086540
	
	
	
	
	Approved

	6.4
	S2-087149
	CR
	Revision of: S2-087085
	
	
	
	
	Approved

	6.4
	S2-087150
	CR
	Revision of: S2-086550
	
	
	
	
	Approved

	6.4
	S2-087151
	CR
	Revision of: S2-086570
	
	
	
	
	Return

	6.4
	S2-087152
	CR
	Revision of: S2-087049
	
	
	
	
	Revised to: 7250

	6.4
	S2-087153
	CR
	Revision of: S2-086797
	
	
	
	
	Return

	6.4
	S2-087154
	CR
	Revision of: S2-087071
	
	
	
	
	Return

	6.4
	S2-087155
	CR
	Revision of: S2-086549
	
	
	
	
	Return

	6.4
	S2-087249
	CR
	Revision of: S2-087075
	
	
	
	
	Return

	6.4
	S2-087250
	CR
	Revision of: S2-087152
	
	
	
	
	Approved

	6.4
	S2-087251
	CR
	Revision of: S2-087077
	
	
	
	
	Approved

	6.4
	S2-087252
	CR
	Revision of: S2-087074
	
	
	
	
	Approved
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