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1
Discussion
During the last SA2 meeting in Sophia Antipolis it was confirmed that for Inter-Device Transfer the use cases should be limited to the cases where transfers are made between devices controlled by the same user. An LS was also sent to SA1 (S2-086353) to clarify this fact and to request SA1 to reduce the scope.

In light of these discussions the issue was raised whether a UE needs to know if other UEs are registered for the same user. 
Which are then the cases where the UE could benefit from knowing the other UEs registered for the same user?

When doing Inter-Device transfer. The UE could maintain a list of registered UEs, and their capabilities, that could be presented to the end-user.
What are the drawbacks of having UEs, registered for the same user, to be aware of each other? There are currently no defined procedures for sharing this information between the UEs. Such a procedure would increase the complexity and signalling load of the system.
Another aspect is that even if a UE receives the information about other UEs, registered for the same user, from the network, this information is not human readable and thus can not be used by the end user to identify a specific UE.
2 
Conclusion
There are cases in which it would be useful for UEs to know if other UEs are registered for the same user, however, a UE could be provisioned with a list of UEs, or the address of the UE could even be entered manually, when doing Inter-Device Transfers. The extra complexity required to cater for automatically updating the UEs does not have any obvious benefit. So, having the UEs being aware of each other is not necessary.
3
Proposal

The list of UEs to which a UE may transfer a session or media components shall be provisioned to the UE or the address of the UE shall be entered manually. 
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