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*********** 1st Change   ***************

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CLF
Connectivity session Location and repository Function

E‑CSCF
Emergency‑CSCF

ECS
Emergency Call Server

ESQK
Emergency Service Query Key

ESRK
Emergency Service Routing Key

ESRN
Emergency Service Routing Number

HRPD
High Rate Packet Data

LRF
Location Retrieval Function

LRO
Last Routing Option

LS
Location Server

MPC
Mobile Positioning Centre

PDS
Packet Data Subsystem

PSAP
Public Safety Answering Point

RDF
Routing Determination Function

SLP
SUPL Location Platform

SUPL
Secure User Plane for Location
VPC
VoIP Positioning Center
*********** end of 1st Change   ***************

*********** 2nd Change   ***************

6.1
UE

-
Should be able to detect an emergency session establishment request.

-
If an incoming call has an emergency call back indicator present, the UE shall detect the incoming PSAP call back session establishment request.

-
Initiate an IMS emergency registration request.

-
The UE may perform an IMS emergency session establishment without prior emergency registration when already IMS registered and it is in home network (e.g. including IP-CANs where roaming outside the home network is not supported).

-
Otherwise, the UE shall perform an IMS emergency registration.

-
Include an emergency service indication in the emergency session request.

-
Include an equipment identifier in the request to establish an emergency session for "anonymous user".

NOTE 1:
"Anonymous user" in this context is the person who does not have sufficient credential for IMS registration. No Stage 3 work is expected as the anonymous user detection already existed today.

-
Include identity information for the IP-CAN if available (e.g. MCC-MNC or an equivalent)

NOTE 2:
UE provided IP-CAN identity information will not be completely reliable and hence a mechanism based on network provision (e.g. using PCC) is used.

-
Attempt the emergency call in CS domain, if capable.

-
Handle a 380 (Alternative Service) response with the type set to "emergency" as a result of non UE detectable emergency attempt.

-
Handle a response with an indication, IMS emergency registration required as a result of emergency session establishment attempt.

-
Other general requirements of UE shall be referred to the general requirements of emergency calls in TS 22.101 [8].

The UE initiates the emergency session establishment request, and for the purpose of processing the request properly in the network the following specific information is supplied in the request message.

-
Emergency session indication.

-
A registered Public User Identifier. If the UE performed an emergency registration using a temporary Public User Identifier then the UE should not use the temporary Public User Identifier to initiate the emergency session. The selected Public User Identifier shall be part of an implicit registration set that includes a Tel URI.

NOTE 3:
The UE can be preconfigured with information to select the appropriate Public User Identifier if more than one Public User Identifier is provisioned in the UE.

-
Optionally, type of emergency service. It could be implied in the above emergency session indication.

-
UE's location information, if available.

-
The Tel URI associated to the Public User Identifier, if available.

In the case of a non UE detectable emergency call, upon reception of indication from the P‑CSCF, the UE shall handle the call as an emergency session and supply UE's location information, if available.

NOTE 4:
If the indication was received in a rejection message the UE performs appropriate emergency error handling procedures.

*********** end of 2nd Change   ***************

*********** 3rd Change   ***************

6.2.1
Proxy‑CSCF

-
Handle registration requests with an emergency registration indication like any other registration request, except that it may reject an emergency registration request if the IM CN subsystem that the P-CSCF belongs to can not support emergency sessions for the UE (e.g., due to local policy or UE is not within IM CN subsystem's geographical area or IP-CAN not supported).
*********** end of 3rd Change   ***************

*********** 4th Change   ***************

Annex G (Informative):
Tel URI provisioning considerations for IMS emergency call back

In order to support emergency call-back from the PSTN or CS Domain:

-
For a single or multiple device subscription that contain both a SIP URI and Tel URI in at least one implicit registration set for each device (including subscriptions that share SIP-URIs and Tel-URIs between devices), IMS emergency sessions can already be supported. If the user registers with a temporary public user identity (e.g. the subscription has a device containing a USIM) ensure that a Tel URI is provisioned in the same implicit registration set as the temporary public user identity.

-
For existing subscriptions that do not contain Tel URIs (e.g. because none of the devices in the subscription are allowed to use a Tel-URI in normal originations) then provision a new Tel-URI in the subscription and either:

-
Place the Tel-URI in one of the existing implicit registration sets that are assigned to all devices and set the Tel-URI to barred; or

-
Create a new implicit registration set for all devices containing a SIP-URI and Tel-URI used only by a device for emergency registration and set both URIs to barred.

-
For a multiple device subscription that has Tel-URIs for some devices but has one or more devices that are not assigned an implicit registration set containing a Tel-URI (e.g. because these devices in the subscription are not allowed to use a Tel-URI in normal originations), the existing Tel-URIs in the subscription cannot be shared between all devices for the purposes of IMS emergency sessions. For the devices that are not assigned a Tel URI, create a new implicit registration set containing a SIP-URI and Tel-URI used only by a device for emergency registration and set both URIs to barred.

*********** end of 4th Change   ***************
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