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In the description of T-ADS in TS 23.292, clause 5.3.1, it is said (step 2): “Selection criteria as specified in TS 23.221 [10] clause 7.2b, Access Domain Selection for terminating sessions are used for access network selection.” and in TS 23.221 clause 7.2b “user preferences” are one of selection criteria that may be taken into account for T-ADS.
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* * * First Change * * * *

6.3.4
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator.

Operator policy shall indicate:

-
whether session transfer between given access networks is restricted (in a single direction or in both directions);

-
for each supported type of media or group of media types a list of preferred access networks (ordered according to operator policy) to be used by the UE with SC capabilities for session transfer, when those access networks become available and session transfer is possible;

-
whether the UE with SC capabilities shall/should/may start transferring media components to target access networks when they become available and session transfer is possible;

-
whether to keep or drop non transferable media components in the case of partial session transfer.

User preferences may indicate for example:

-
preferred access
User preferences may be transmitted over the Ut reference point, and indicate a list of preferred access networks (in order of priority) to be used for routing terminating sessions when the UE with SC capabilities is registered on more than one accesses network.

The UE shall take in account operator policy, user preferences and the Local Operating Environment Information when deciding which access to use for outgoing calls or before considering initiating Session Transfer.

* * * End of Changes * * * *
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