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Abstract of the contribution:

Section 5 "Overall Functionality to Support IMS Emergency Calls" has the following editor's note that is no longer needed since section 5 is expanded "Editor’s Note: This section will expand upon the objectives listed in clause 1."

Section 5.1.2 regarding IMS Release 9 Functionality in TS 23.167 has this " Editor’s note: the term “IP-CAN” is FFS for 23.203."   TS 23.167 remains using the term IP-CAN, therefore this note can be deleted.
Start of Change 1

5
Overall Functionality to Support IMS Emergency Calls


5.1
IMS Functionality
5.1.1
Release 7 functionality to be considered for Release 9

As documented in section 9.17 of the SA#37 meeting report [8], GPRS functionality removed from Release 7 can be reinserted with Release 9 CRs.  The table in Annex A lists the CRs handled during SA#36, #37 and #38 regarding GPRS support of IMS emergency calls.  The CRs in the table marked as “open” indicates they need to be considered in Release 9.

1) 
IP Multimedia Subsystem (IMS) emergency sessions; TS 23.167 [4]:  For the most part the IMS specification is access network agnostic.  However references and examples referring to GPRS were removed from the TS and these need to be added back.  If only valid subscribers are addressed initially, then GPRS would be added to the applicable sections and another CR would be needed later to add GPRS to the sections addressing limited mode.  Refer to SA#37 CR0069R3.

5.1.2
Release 9 Functionality

1) IP Multimedia Subsystem (IMS) emergency sessions; TS 23.167 [4]: 

· 
The E-UTRAN specification TS 23.401 [14] needs to be added to the references section and referenced throughout the document where appropriate where other IP-CAN specifications are referenced. 

· 
Annex E “Emergency support in different IP-CANs” needs to have GPRS updated.


End of Change 1
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