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Abstract of the contribution:

This P-CR lists the impacts on UE for supporting emergency calls over EPS
***************************Begin Change******************************

5.x
Impact on UE for emergency call in EPS
1.
The UE should detect an emergency service request and indicate it to the network.

2.
If the UE is CS capable, roaming and not attached to the PS domain in visited network, the UE shall attempt an emergency call in the CS domain of visited network. 

If the UE is only PS attached, and the network has indicated that IMS emergency services are supported, it should attempt the emergency call in the PS Domain. In this case the attempt in the IM CN Subsystem should be in the serving (visited if roaming) IM CN Subsystem.

If the UE is attached to both domains, it should attempt the emergency call as directed by the network operator. No explicit direction means that the CS domain is the preferred domain for emergency calls. 

3.
If the initial attempt for a roaming UE is in the CS domain and it fails, and the UE is PS attached the use of the serving (visited if roaming) IM CN Subsystem of the PS domain should be attempted if the UE is capable. 

If the initial attempt is in the IM CN Subsystem of the PS domain of visited network and it fails, and the UE is CS attached the UE should make the attempt in the CS domain of the visited network (if the UE is capable and if for an appropriate service e.g., voice). 

4.
If #3 is not successful, or is not appropriate (e.g., visited PS domain does not support the required PS emergency service), the session may be attempted in the Home IM CN Subsystem of the PS domain.

5.
If a UE attempts to initiate an IMS emergency session and receives a SIP 380 (Alternative Service) response back with the type set to "emergency", the UE should then re-attempt the session as indicated in steps 2, 3, and 4, with first attempt being towards the CS domain of the visited network (if the UE is capable and if for an appropriate service e.g., voice), and with an indication that emergency service is requested.

6.
Other general requirements of UE refer to the general requirements of emergency calls in TS 22.101.

7.
If the UE is not equipped with an UICC, it shall not initiate an IMS registration but immediately establish an emergency session towards the P-CSCF with an indication "anonymous user".

8.
The UE shall use a special emergency public user identifier in the emergency registration request. The format of this public user identity will be defined in stage 3.

The UE initiates the emergency session establishment request, and for the purpose of processing the request properly in the network the following specific information is supplied in the request message. These are not exhaustive information elements and the exact forms or values should be defined in stage-3.

· Emergency session indication. 

· Globally dedicated emergency APN.

· Optionally, type of emergency service for services e.g Police, fire brigade,ambulance etc. It could be implied in the above emergency session indication.

· UE's location information  
***************************End Change******************************

