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	It is not clear that when an MSC Server enhanced for ICS is performing a registration on behalf of a subscriber for network based ICS, that the IMPI and IMPU in 3GPP TS 23.003, section 20.3, shall always be used.
Also, in the CS domain, a subscriber can only be attached to one MSC at a time. Even in mid-call handovers, the anchor MSC is still THE MSC that is in charge of the UE. Therefore, registrations for ICS specific IMPUs need to reflect this CS architectural constraint.
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	Clarify that only the ICS specific IMPI and IMPU shall be used for IMS registrations for realising network based ICS on the MSC Server.

Clarify that multiple registrations of ICS specific IMPUs are prohibited.
Some other minor editorials.
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4.6
Identities

4.6.1
Identities used by an ICS UE

Identities for the ICS UE are handled according to sub‑clause 4.3.3 of TS 23.228 [2].

4.6.2
Identities used by an MSC Server enhanced for ICS

For registration to IMS for network based ICS, the MSC Server enhanced for ICS shall use only the Private User Identity and Public User Identity defined in sub‑clause 20.3 of TS 23.003 [5].
NOTE 1:
This is to avoid conflicts in IMS registration by a UE and an MSC Server enhanced for ICS registering on behalf of the same subscriber.
The ICS specific Private User Identity and Public User Identity shall be prohibited from having multiple registrations i.e. the number of registrations allowed against it shall be set to 1.
Similar to the temporary Public User Identity used when there is no ISIM present (see clause 13.4 of TS 23.003 [5]), the ICS specific Public User Identity shall be prohibited from being used to originate sessions and shall be prohibited from being used to identify a terminating subscriber for incoming sessions.

An MSC Server shall use only those Public User Identities representing E.164 numbers from the subscriber's IMS profile to originate and terminate calls.

NOTE 2:
The subscriber's IMS profile will need to be provisioned with a Tel URI, either as the default Public User Identity or associated with it, equivalent to a DN (e.g. MSISDN) in the subscriber's CS profile associated with speech/audio (e.g. TS11).
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