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SUMMARY

The meeting was open to contributions on toward TR 23.869 for IMS Emergency over GPRS and EPS work items and overall about 30 documents were received as inputs. The detailed document list is provided at the last section of this report with dispositions of all documents indicated. The summary of the results is as follows:

	Liaisons Generated
	0

	P-CRs Agreed
	7

	Not Handled
	7


SPECIFIC ISSUES:

1. Should R9’s CRs against TS 23.401 be started in next SA2 (Jan 09) for adding the support IMS Emergency over GPRS and EPS?

2. It was pointed out that S4-SGSN has not been taken into account in TR 23.869. 

AGREED DOCUMENTS TO BE APPROVED: 

	Tdoc

	S2-087509

	S2-087964

	S2-087965

	S2-087513

	S2-087975

	S2-087549

	S2-087656

	


OPEN DOCUMENTS TO BE APPROVED: 

	Tdoc

	S2-087977

	S2-087963

	S2-087969

	S2-087976

	S2-087978

	


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	7.1
	
	------
	IMS Emergency over GPRS and EPS
	------
	-
	-
	-
	-

	7.1.1
	
	------
	Generic EPS/GPRS Emergency functionlaity
	------
	-
	-
	-
	-

	7.1.1
	S2-087418
	P-CR
	Distinguish non-emergency call over emergency bearer without PCC
	ZTE
	-
	-
	Rel-9
	Noted

	7.1.1
	S2-087417
	P-CR
	Discussion on downloading emergency Numbers in limited service mode
	ZTE
	-
	-
	Rel-9
	Revised to S2-087977/Return 
-Remove the broadcast part

-Further offline discussion



	7.1.1
	S2-087419
	P-CR
	EPC Emergency Detach procedures
	ZTE
	-
	-
	Rel-9
	 

	7.1.1
	S2-087509
	TR
	Latest TR 23.869
	Alcatel-Lucent
	-
	-
	Rel-9
	 Agreed

	7.1.1
	S2-087510
	P-CR
	Handover Restriction List
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised to S2-087963/Return

	7.1.1
	S2-087511
	P-CR
	Load balancing
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised to S2-087964/Agreed

	7.1.1
	S2-087512
	P-CR
	Location support for emergency calls
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised to S2-087965/Agreed

	7.1.1
	S2-087513
	P-CR
	Clean up of Editor's notes
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Agreed

	7.1.1
	S2-087514
	P-CR
	Clarification of non-3GPP handover in limited service mode
	Alcatel-Lucent
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-087515
	P-CR
	Limited service mode when to detach
	Alcatel-Lucent
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-087516
	P-CR
	Use of Emergency APN
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised to S2-087969/Return 

UE needs to be aware that this is a emergency session in order for the E-APN to work. Is all cases covered?



	7.1.1
	S2-087517
	P-CR
	MME QoS values
	Alcatel-Lucent
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-087518
	REPORT
	Emer Svcs SDO workshop report
	Alcatel-Lucent
	-
	-
	-
	Noted

	7.1.1
	S2-087476
	P-CR
	Correction to TR 23.869: editing editor note, update reference spec
	Motorola
	23.869
	-
	-
	Revised to S2-087975/Agreed

	7.1.1
	S2-087772
	P-CR
	Clarifications to Gxx/Gx leg linking for the UE without a UE ID to perform the Emergency calls over EPS
	Huawei
	23.869
	-
	Rel-9
	 Noted

-UE ID is always used, however, we need to define what UE-ID is when there is no valid identity.



	7.1.1
	S2-087773
	DISCUSSION
	Clarifications to Gxx/Gx leg linking for the UE without a UE ID to perform the Emergency calls over EPS
	Huawei
	-
	-
	Rel-9
	Noted

- IMEI should be used as basis

	7.1.1
	S2-087549
	P-CR
	Update of ambiguous references, straight quotes, and other small changes
	Huawei
	23.869
	-
	Rel-9
	Agreed

	7.1.1
	S2-087585
	P-CR
	Introduction of Emergency-Related Procedures for Non-3GPP Access
	Motorola
	23.869
	-
	Rel-9
	Revised to S2-087976/Return 

- Suggestion to replace Non-3GPP access with HRPD
- removed 2nd Proposed Change


	7.1.1
	S2-087619
	CR
	Simulated IMSI for authentication for EPS 
	Samsung
	23,869
	SAES
	-
	 Withdrawn

	7.1.1
	S2-087620
	CR
	Correction to exclude PGW terminology from section B.1.1.1
	Samsung
	23,869
	SAES
	-
	 Withdrawn

	7.1.1
	S2-087621
	CR
	Clarification to emergency attach procedure for EPS
	Samsung
	23.869
	0003
	Rel-8
	Noted

Is covered by S2-087657

	7.1.1
	S2-087622
	CR
	Impacts on UE for emergency call in EPS
	Samsung
	23.869
	0004
	Rel-8
	Noted

	7.1.1
	S2-087623
	CR
	Abbreviations addition
	Samsung
	23.869
	0005
	Rel-8
	 

	7.1.1
	S2-087624
	CR
	EPS update to section 5.1.2
	Samsung
	23.869
	0006
	Rel-8
	 

	7.1.1
	S2-087656
	P-CR
	Clarifying the PDN GW and Serving GW Selection functions
	Ericsson
	23.869
	-
	Rel-9
	 Agreed

	7.1.1
	S2-087657
	P-CR
	Multiple PDN not allowed for Emergency Attach
	Ericsson
	23.869
	-
	Rel-9
	Revised to S2-087978/Return 

- Add MME part (related to S2-087621)
- may need to reformat a bit per Rapporteur request?


	7.1.1
	S2-087658
	P-CR
	Reserved for Ericsson (Shabnam)
	Ericsson
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-087744
	P-CR
	Identification of the bearer associated to Emergency call
	LG Electronics
	23.869
	-
	Rel-9
	Noted

Merge with S2-087963



	7.1.1
	S2-087822
	P-CR
	Emergency bearer use cases
	Nokia Siemens Networks
	23.869
	-
	Rel-9
	Withdrawn



	7.1.1
	S2-087846
	DISCUSSION
	Broadcasting support of LTE Emergency Attach
	Nortel
	-
	-
	-
	Noted

Similar issues were discussed previously since R7, and were pointing to issues impacting Network selection, etc; therefore, not moved forward. It seems a  “nice to have” feature but not essential for system to work. Impact to CT1 as well and not just RAN2.
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