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SUMMARY

The meeting was held on Monday Nov 17th (3Qtr) and was open to contributions toward TS 23.216 for SRVCC work items. Overall, about 17 documents were received as inputs. The detailed document list is provided at the last section of this report with dispositions of all documents indicated. The summary of the results is as follows:

	Liaisons Generated
	0

	CRs Agreed
	3

	Not Handled
	0


SPECIFIC Notes:

1. We need to open RAN3 LS related to transparent container in R3-083567/S2-088182. This was not available during the drafting session. S2-087983 is to be revised according to that input.

2. QCI=1/SSD=Speech is to be used by E-UTRAN/UTRAN (HSPA) to identify bearer for SRVCC. QCI=1 may also be used for other services which are not IMS voice as well.

AGREED DOCUMENTS TO BE APPROVED: 

	Tdoc

	S2-087980

	S2-087984

	S2-087986

	


OPEN DOCUMENTS TO BE APPROVED: 

	Tdoc

	S2-087979

	S2-087981

	S2-087983

	S2-087985

	


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	6.7
	-
	------
	Single Radio Voice Call Continuity (SR-VCC)
	------
	-
	-
	-
	

	6.7
	S2-087425
	DISCUSSION
	Discussion on call retrieval to E-UTRAN on SRVCC Handover Failure
	ZTE
	-
	-
	Rel-8
	Noted!



	
	S2-087461
	Discussion
	SRVCC failure handling: return to PS
	Ericsson, Vodafone
	
	
	
	Noted. To be further discussed in IMS SWG

	6.7
	S2-087426
	CR
	Call retrieval to E-UTRAN on SRVCC Handover Failure
	ZTE
	23.216
	0048
	Rel-8
	 Noted

	6.7
	S2-087427
	DISCUSSION
	Discussion on network handling of call retrieval to E-UTRAN on SRVCC Handover Failure
	ZTE
	-
	-
	Rel-8
	 Noted

	6.7
	S2-087428
	CR
	Modification of description on network handling on SRVCC Handover Failure
	ZTE
	23.216
	0049
	Rel-8
	 Noted

	6.7
	S2-087429
	CR
	Corrections on call follows
	ZTE
	23.216
	0050
	Rel-8
	Revised to S2-087980/Agreed - Remove the figures



	6.7
	S2-087439
	CR
	SRVCC failure handling during radio HO preparation
	Vodafone, Ericsson
	23.216
	0035
	Rel-8
	Revised to S2-087979/Return 

- Add intro and merge the two sections.

	6.7
	S2-087462
	CR
	CN capability indication by UE
	Ericsson
	23.216
	0051
	Rel-8
	Revised to S2-087981/Return 

	6.7
	S2-087617
	CR
	Clarification of suspend procedure for E-UTRAN to UTRAN/GERAN 
	Samsung
	23.216
	0052
	Rel-8
	 Noted

	6.7
	S2-087618
	CR
	Modification of Call flows for SRVCC from E-UTRAN to include "no PS HO suggested indication" to the MME.
	Samsung 
	23.216
	0053
	Rel-8
	Revised to S2-087982/Return 

- may be withdrawn depended on RAN3 LS reply on transparent container usage.

- Withdrawn after received/read RAN3 input

	6.7
	S2-087672
	DISCUSSION
	Use of transparent containers for SRVCC
	Motorola
	-
	-
	Rel-8
	 Noted.

	6.7
	S2-087673
	CR
	Use of transparent containers for SRVCC
	Motorola
	23.216
	0028
	Rel-8
	Revised to S2-087983/Return 

- may be withdrawn depended on RAN3 LS reply on transparent container usage.

	6.7
	S2-087674
	CR
	Voice component info sent to the MSC Server during SRVCC
	Motorola
	23.216
	0054
	Rel-8
	Revised to S2-087984/Agreed
- need to ensure the overlapping with previously agreed CR related to “Target cell” is removed

	6.7
	S2-087689
	CR
	Removal of PS-PS HO disabling by MME
	Nokia Siemens Networks
	23.216
	0055
	Rel-8
	Revised to S2-087985/Return 
- Remove DTM HO

- remove Call flow changes. RAN 3 LS reply will be used for call flow alignment in either 7983 or 7982.

	6
	S2-087580
	LS in
	LS from RAN WG2: Reply LS on QCI usage for SR VCC
	RAN WG2
	-
	-
	Rel-8
	 Noted

	6.7
	S2-087792
	CR
	Clarification of suspend procedure for HSPA to GERAN without DTM/PSHO support
	Samsung
	23.216
	0056
	Rel-8
	 Noted

	6.7
	S2-087836
	CR
	SRVCC capabilities and SRVCC indication
	Nortel, Nokia Siemens Networks, Motorola, Alcatel-Lucent
	23.216
	0047
	Rel-8
	Revised to S2-087986/Agreed 

- Remove highlighted texts

- fill in the Check box on “N” on impacts to other specs
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