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1. Overall Description:

SA2 agreed that Serving GW sends 'end marker' to source eNodeB, source SGSN, source RNC and source BCC immediately after path switch during inter-eNodeB and inter-RAT handover, especially to support packet re-ordering in eNodeB.

For UTRAN Iu-mode or GERAN A/Gb mode to E-UTRAN handover without Serving GW change
In order to support packet re-ordering in inter-RAT handover from UTRAN Iu-mode or GERAN A/Gb mode to E-UTRAN, SA2 agreed on the attached Change Request, which now allows Serving GW to send end marker over old path i.e. S4 interface.  SA2 also believes that RAN3 needs to specify RNC behaviour to support end marker handling for packet reordering purposes for direct and indirect forwarding.  It is SA2's understanding that RNC have to be updated to Rel-8 anyway, therefore there should be no backward compatibility issues.

For E-UTRAN to UTRAN Iu-mode or GERAN A/Gb mode handover without Serving GW change
It was also agreed that Serving GW sends 'end marker' immediately after the path switch to the old path, during E-UTRAN to UTRAN Iu-mode or GERAN A/Gb mode handover without Serving GW change.
2. Actions:

To RAN3 and CT4
SA2 kindly requests RAN3 and CT4 to take the above into account.
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