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1. Overall Description:

3GPP SA WG5 thanks 3GPP RAN WG3 for their LS on the above subject.

Whilst there was no immediate objection to 3GPP RAN WG3’s proposal to “utilize the existing TR-069 protocol for the initialization and management of HNBs”, SA5 requires clarification on a number of issues raised by the LS.

3GPP SA WG5 holds the mandate for the development of complete Network Management solutions for 3GPP network elements such as the HNB. This encompasses Fault (Notifications and Alarms), Configuration, Accounting, Performance, and Security Management. 3GPP SA WG5 understands that TR 069 does not cover this entire scope at present.

Given the above, 3GPP SA WG5 would like to understand the range of management functionality that 3GPP RAN WG3 expects the interface between the HNB CPE and the HNB ACS ultimately to support, for which 3GPP RAN WG3 proposes to use the TR-069 protocol and object models defined and maintained by the Broadband Forum.

3GPP SA WG5 would also like to understand the management functionality being implemented in Iuh (HNBAP) between HNB and HNB GW, as these are expected to alter the Itf-N for the HNB GW compared to Itf-N for an RNC.

3GPP SA WG5 expects to define the object model and management solutions for Itf-N from the 3GPP IRP Manager to an IRP Agent in the ACS. 
To allow management of HNB CPE through Itf-N, 3GPP SA WG5 will need to translate the object models between that for the northbound Itf-N interface from the ACS to the 3GPP Network Management System and that for the southbound TR-069 interface to the HNB CPE. This includes the mapping of objects between the protocols used (as well as the mapping of other management information, such as measurement reports, state and fault information), and will likely involve extensive co-ordination between the Broadband Forum, 3GPP RAN WG3 and 3GPP SA WG5 (to ensure necessary management data models are applied to enable such a mapping). 3GPP SA WG5’s evaluation of the mapping cannot start until the work on object models for the southbound interface has been completed by Broadband Forum/3GPP RAN WG3.

3GPP SA WG5 is already working on TR32.821 defining concepts, requirements and recommendations for managing Home NodeB and Home eNodeB, and will finalise this work.
2. Actions:

To 3GPP RAN WG3.

ACTION: 
3GPP SA WG5 kindly asks 3GPP RAN WG3 to inform them of the range of management functionality that the interfaces between the HNB CPE and the HNB ACS and between the HNB GW and HNB CPE will support. 
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