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***** FIRST CHANGE *****

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.

Serving GW Service Area: A Serving GW Service Area is defined as an area within which a UE may be served without need to change the Serving GW. A Serving GW Service Area is served by one or more Serving GWs in parallel. Serving GW Service Areas are a collection of complete Tracking Areas. Serving GW Service Areas may overlap each other.

PDN Connection: The association between a UE represented by one IPv4 address and/or one IPv6 prefix/address, and a PDN represented by an APN.

Default Bearer: The EPS bearer which is first established when the UE connects to a PDN, and remains established throughout the lifetime of the PDN connection. 
Default APN: A Default APN is defined as the APN which is marked as default in the subscription data and used during the Attach procedure for PDN connection.

***** NEXT CHANGE *****
5.4.2.2
HSS Initiated Subscribed QoS Modification

The HSS Initiated Subscribed QoS Modification for a GTP-based S5/S8 is depicted in figure 5.4.2.2-1.
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Figure 5.4.2.2-1: HSS Initiated Subscribed QoS Modification

NOTE:
For a PMIP-based S5/S8, procedure steps (A) and steps (B) are defined in TS 23.402 [2]. Steps 3, 4, 5 and 7 concern GTP based S5/S8.

1.
The HSS sends an Insert Subscriber Data (IMSI, Subscription Data) message to the MME (see clause 5.3.9.2). The Subscription Data includes EPS subscribed QoS (QCI, ARP) and the subscribed UE-AMBR and APN‑AMBR.

2a.
This step is executed in case the subscribed UE-AMBR has been modified.


If the subscribed UE-AMBR has been modified, the MME calculates a new UE-AMBR value as described in clause 4.7.3 and may then signal a modified UE-AMBR value to the eNB by using S1-AP UE Context Modification Procedure.


If only the UE-AMBR has been modified, the HSS Initiated Subscribed QoS Modification Procedure ends after completion of the UE Context Modification Procedure.

2b.
In case the the QCI and/or ARP and/or subscribed APN-AMBR has been modified the MME sends the Update Bearer Request (EPS Bearer Identity, EPS Bearer QoS, APN‑AMBR) message to the Serving GW. The EPS Bearer Identity identifies the default bearer. The EPS Bearer QoS contains the EPS subscribed QoS profile to be updated.

3.
The Serving GW sends the Update Bearer Request (EPS Bearer Identity, EPS Bearer QoS, APN‑AMBR) message to the PDN GW.

4.
If PCC infrastructure is deployed, the PDN GW informs the PCRF about the bearer QoS update. The PCRF sends new updated PCC decision to the PDN GW. This corresponds to the PCEF-initiated IP‑CAN Session Modification procedure as defined in TS 23.203 [6].

5.
The PDN GW modifies the default bearer of each PDN connection corresponding to the APN for which subscribed QoS has been modified. The PDN GW then sends the Update Bearer Request (EPS Bearer Identity, EPS Bearer QoS, UL TFT, APN‑AMBR) message to the Serving GW.

6.
If the QCI and/or ARP parameter(s) have been modified, steps 3 to 8, as described in clause 5.4.2.1, , Figure 5.4.2.1-1, are invoked. If neither the QCI nor the ARP have been modified, but instead only the APN-AMBR was updated , steps 3 to 8, as described in clause 5.4.3, Figure 5.4.3-1, are invoked.

7.
The Serving GW acknowledges the bearer modification to the PDN GW by sending an Update Bearer Response (EPS Bearer Identity) message.

8.
The PDN GW indicates to the PCRF whether the requested PCC decision was enforced or not by sending a Provision Ack message.

***** NEXT CHANGE *****
5.4.4.1
PDN GW initiated bearer deactivation

The bearer deactivation procedure for a GTP based S5/S8 is depicted in figure 5.4.4.1-1. In this procedure, the UE is assumed to be in ECM-CONNECTED. This procedure can be used to deactivate a dedicated bearer or deactivate all bearers belonging to a PDN address. If the default bearer belonging to a PDN connection is deactivated, the PDN GW deactivates all bearers belonging to the PDN connection.
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Figure 5.4.4.1-1: PDN GW Initiated Bearer Deactivation, UE in active mode

NOTE 1:
Steps 3-8 are common for architecture variants with GTP based S5/S8 and PMIP-based S5/S8. For an PMIP-based S5/S8, procedure steps (A) and (B) are defined in TS 23.402 [2]. Steps 1, 2, 9 and 10 concern GTP-based S5/S8.

1.
If dynamic PCC is not deployed, The PDN GW is triggered to initiate the Bearer Deactivation procedure due either a QoS policy or on request from the MME (as outlined in clause 5.4.4.2). Optionally, the PCRF sends QoS policy to the PDN GW. This corresponds to the initial steps of the PCRF-initiated IP‑CAN Session Modification procedure or the response to the PCEF initiated IP-CAN Session Modification procedure as defined in TS 23.203 [6], up to the point that the PDN GW requests IP‑CAN Bearer Signalling. If dynamic PCC is not deployed, the PDN GW may apply local QoS policy. The PDN GW initiated Bearer deactivation is also performed when handovers without optimization occurs from 3GPP to non-3GPP, in which case, the default bearer and all the dedicated bearers associated with the PDN address are released, but the PDN address is kept in the PDN GW.
2.
The PDN GW sends a Delete Bearer Request (PTI, EPS Bearer Identity, Causes) message to the Serving GW. The Procedure Transaction Id (PTI) parameter in this step and in the following steps is only used when the procedure was initiated by a UE Requested Bearer Resource Modification Procedure - see clause 5.4.5. This message can include an indication that all bearers belonging to that PDN connection shall be released. The PDN GW includes 'Cause' IE in the Delete Bearer Request message and sets the IE to 'RAT changed from 3GPP to Non-3GPP' if the Delete Bearer Request message is caused by handover without optimization occurs from 3GPP to non-3GPP.
3a.
The Serving GW sends the Delete Bearer Request (PTI, EPS Bearer Identity, Cause) message to the MME. This message can include an indication that all bearers belonging to that PDN connection shall be released.

3b.
If ISR is activated, the Serving GW sends the Delete Bearer Request (PTI, EPS Bearer Identity, Cause) message to the SGSN. This message can include an indication that all bearers belonging to that PDN connection shall be released, and the SGSN releases all bearer resources of the PDN connection.

NOTE 2:
If all the bearers belonging to a UE are released due to handover without optimization occurs from 3GPP to non-3GPP, the SGSN changes the MM state of the UE to IDLE (GERAN network) or PMM-DETACHED (UTRAN network).

4.
If the release of the bearer in E‑UTRAN has already been signalled to the MME, steps 4‑7 are omitted. Otherwise the MME sends the S1-AP Deactivate Bearer Request (EPS Bearer Identity) message to the eNodeB. When the bearer deactivation procedure was originally triggered by a UE request, the MME builds a NAS Deactivate EPS Bearer Request message including the PTI, and includes it in the S1-AP Deactivate Bearer Request message.

5.
The eNodeB sends the RRC Connection Reconfiguration message including the EPS Radio Bearer Identity to release to the UE. If the S1-AP message in step 4 contains a NAS PDU, the RRC message includes the NAS PDU.

6.
The UE RRC releases the radio bearers indicated in the RRC message in step 5, and indicates the radio bearer status to the UE NAS. Then the UE NAS removes the UL TFTs and EPS Bearer Identity according to the radio bearer status indication from the UE RRC. The UE responds to the RRC Connection Reconfiguration Complete message to the eNodeB.

7.
The eNodeB acknowledges the bearer deactivation to the MME with a Deactivate Bearer Response (EPS Bearer Identity) message.

8a.
The MME deletes the bearer context related to the deactivated EPS bearer and acknowledges the bearer deactivation to the Serving GW by sending a Delete Bearer Response (EPS Bearer Identity) message.

8b
The SGSN deletes PDP Context related to the deactivated EPS bearer and acknowledges the bearer deactivation to the Serving GW by sending a Delete Bearer Response (EPS Bearer Identity) message.

9.
If ISR is activated, after receiving the two Delete Bearer Response messages from the MME and the SGSN, or if ISR is not activated, after receiving the Delete Bearer Response messages from the MME, the Serving GW deletes the bearer context related to the deactivated EPS bearer acknowledges the bearer deactivation to the PDN GW by sending a Delete Bearer Response (EPS Bearer Identity) message.

10.
The PDN GW deletes the bearer context related to the deactivated EPS bearer. If the dedicated bearer deactivation procedure was triggered by receiving a PCC decision message from the PCRF, the PDN GW indicates to the PCRF whether the requested PCC decision was successfully enforced by completing the PCRF-initiated IP‑CAN Session Modification procedure or the PCEF initiated IP-CAN Session Modification procedure as defined in TS 23.203 [6], proceding after the completion of IP‑CAN bearer signalling.

NOTE 3:
The exact signalling of step 1 and 10 (e.g. in case of local break-out) is outside the scope of this specification. This signalling and its interaction with the dedicated bearer activation procedure are to be specified in TS 23.203 [6]. Steps 1 and 10 are included here only for completeness.


Steps 4 to 7 are not performed when the UE is in ECM-IDLE. The EPS bearer state is synchronized between the UE and the network at the next ECM-IDLE to ECM-CONNECTED transition (e.g. Service Request or TAU procedure).


If all the bearers belonging to a UE are released, the MME shall change the MM state of the UE to EMM-DEREGISTERED and the MME sends the S1 Release Command to the eNodeB, which initiates the release of the RRC connection for the given UE if it is not released yet, and returns an S1 Release Complete message to the MME.

If the UE detects that all of its bearers are released, the UE shall also change the MM state to EMM-DEREGISTERED.

Editor's note:
FFS: handling of steps 4 to 7 when the UE is in ECM-CONNECTED but not reachable.

***** NEXT CHANGE *****
5.4.4.2
MME Initiated Dedicated Bearer Deactivation

MME initiated Dedicated Bearer Deactivation is depicted in Figure 5.4.4.2-1 below. This procedure deactivates dedicated bearers. Default bearers are not affected. To initiate the release of the full PDN connection including the default bearer, the MME uses the UE or MME requested PDN disconnection procedure defined in clause 5.10.3. 
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Figure 5.4.4.2-1: MME initiated Dedicated Bearer Deactivation

NOTE:
For a PMIP-based S5/S8, procedure steps (A) and steps (B) are defined in TS 23.402 [2]. Steps 3, 4, 5 and 7 concern GTP based S5/S8

0.
Radio bearers for the UE in the ECM-CONNECTED state may be released due to a local reasons (e.g. the radio conditions do not allow the eNodeB to maintain all the allocated bearers). The UE deletes the bearer contexts related to the released radio bearers.

1.
When the eNodeB releases radio bearers in step 0, it sends an indication of bearer release to the MME. This indication may be e.g. the Bearer Release Request (EPS Bearer Identity) message to the MME, or alternatively Initial Context Setup Complete, Handover Request Ack and UE Context Response, Path Switch Request may also indicate the release of a bearer.

2.
The MME sends the Request Bearer Deactivation (EPS Bearer Identity) message to the Serving GW to deactivate the selected bearer. 
3.
The Serving GW sends the Request Bearer Deactivation (EPS Bearer Identity) message to the PDN GW.

4.
If PCC infrastructure is deployed, the PDN GW informs the PCRF about the loss of resources by means of a PCEF-initiated IP‑CAN Session Modification procedure as defined in TS 23.203 [6]. The PCRF sends a updated PCC decision to the PDN GW.

5.
The PDN GW sends a Delete Bearer Request (EPS Bearer Identity) message to the Serving GW.

6.
The Serving GW sends the Delete Bearer Request (EPS Bearer Identity) message to the MME.

7.
Steps between steps 4 and 7, as described in clause 5.4.4.1, are invoked. This is omitted if the bearer deactivation was triggered by the eNodeB in step 0 and step 1.

8.
The MME deletes the bearer contexts related to the deactivated EPS bearer and acknowledges the bearer deactivation to the Serving GW by sending a Delete Bearer Response (EPS Bearer Identity) message.

9.
The Serving GW deletes the bearer context related to the deactivated EPS bearer and acknowledges the bearer deactivation to the PDN GW by sending a Delete Bearer Response (EPS Bearer Identity) message.

***** NEXT CHANGE *****

5.7.2
MME

The MME maintains MM context and EPS bearer context information for UEs in the ECM-IDLE, ECM‑CONNECTED and EMM-DEREGISTERED states. Table 5.7.2-1 shows the context fields for one UE.

Table 5.7.2-1: MME MM and EPS bearer Contexts

	Field
	Description
	Status



	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.
	

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	

	MM State
	Mobility management state ECM-IDLE, ECM-CONNECTED, EMM-DEREGISTERED.
	

	GUTI
	Globally Unique Temporary Identity.
	

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number
	

	Tracking Area List
	Current Tracking area list
	

	TAI of last TAU
	TAI of the TA in which the last Tracking Area Update was initiated.
	

	E-UTRAN Cell Global Identity
	Last known E-UTRAN cell
	

	E-UTRAN Cell Identity Age
	Time elapsed since the last E-UTRAN Cell Global Identity was acquired
	

	Authentication Vector
	Temporary authentication and key agreement data that enables an MME to engage in AKA with a particular user. An EPS Authentication Vector consists of four elements:

a) network challenge RAND,

b) an expected response XRES,

c) Key KASME,

d) a network authentication token AUTN.
	

	UE Radio Access Capability
	UE radio access capabilities.
	

	UE Network Capability
	UE network capabilities including security algorithms and key derivation functions supported by the UE
	

	Selected NAS Algorithm
	Selected NAS security algorithm
	

	Selected AS Algorithm
	Selected AS security algorithms.
	

	KSIASME
	Key Set Identifier for the main key KASME
	

	KASME
	Main key for E-UTRAN key hierarchy based on CK, IK and Serving network identity
	

	NAS Keys and COUNT
	KNASint, K_NASenc, and NAS COUNT parameter.
	

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	

	Recovery
	Indicates if the HSS is performing database recovery.
	

	Access Restriction
	The access restriction subscription information.
	

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.
	

	MME IP address for S11
	MME IP address for the S11 interface (used by S-GW)
	

	MME TEID for S11
	MME Tunnel Endpoint Identifier for S11 interface.
	

	S-GW IP address for S11
	S-GW IP address for the S11 interface (used by MME)
	

	S-GW TEID for S11
	S-GW Tunnel Endpoint Identifier for the S11 interface.
	

	eNodeB Address in Use
	The IP address of the eNodeB currently used.
	

	eNB UE S1AP ID
	Unique identity of the UE within eNodeB.
	

	MME UE S1AP ID
	Unique identity of the UE within MME.
	

	Subscribed UE-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers according to the subscription of the user.
	

	UE-AMBR
	The currently used Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers.
	

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. 
	FFS

	Subscribed Charging Characteristics
	e.g. Normal, prepaid, flat rate and/or hot billing.
	

	For each active PDN connection: 
	

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	

	APN Subscribed
	The subscribed APN received from the HSS.
	

	IP Address(es)
	IPv4 address and/or IPv6 prefix
	FFS if these are stored.

	VPLMN Address Allowed
	Specifies whether the UE is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.
	

	PDN GW Address in Use (control plane)
	The IP address of the PDN GW currently used for sending control plane signalling.
	

	Location Change Report Required
	Need to communicate Cell or TAI to the PDN GW with this EPS bearer Context. 
	

	EPS subscribed QoS profile
	The bearer level QoS parameter values for that APN's default bearer (QCI and ARP) (see clause 4.7.3).
	

	Subscribed APN-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN, according to the subscription of the user.
	

	APN-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN, as decided by the PDN-GW.
	

	PDN GW GRE Key for uplink traffic (user plane)
	PDN GW assigned GRE Key for the S5/S8 interface for the user plane for uplink traffic. (For PMIP-based S5/S8 only)
	

	Default bearer
	Identifies the EPS Bearer Id of the default bearer within the given PDN connection. 
	

	For each EPS Bearer within the PDN connection

	EPS Bearer ID 
	An EPS bearer identity uniquely identifies an EP S bearer for one UE accessing via E-UTRAN
	

	TI
	Transaction Identifier
	

	IP address for S1-u
	IP address of the S-GW for the S1-u interfaces.
	

	TEID for S1u
	Tunnel Endpoint Identifier of the S-GW for the S1-u interface.
	

	EPS bearer QoS parameters
	QCI and ARP 

optionally: GBR and MBR in case of GBR bearer


	

	EPS Bearer Charging Characteristics
	e.g. Normal, prepaid, flat-rate and/or hot billing.
	

	Charging Id
	Charging identifier, identifies charging records generated by SGW and PDN GW.
	FFS

	DL TFT
	Downlink Traffic Flow Template. (For PMIP-based S5/S8 only)
	

	UL TFT
	Uplink Traffic Flow Template. (For PMIP-based S5/S8 only)
	

	URRP-MME
	URRP-MME indicating that the HSS has requested the MME to notify the HSS regarding UE reachability at the MME
	


Editor's note:
The"Status" columns will be removed when the FFS's are resolved.

Editor's note:
FFS how detached state security context caching is handled in E-UTRAN.
***** NEXT CHANGE *****
5.7.3
Serving GW

The Serving GW maintains the following EPS bearer context information for UEs. Table 5.7.3-1 shows the context fields for one UE.

Table 5.7.3-1: SGW EPS bearer context

	Field
	Description
	E-UTRAN
	UTRAN/
GERAN

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscriber permanent identity.
	X
	X

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	X
	X

	MME TEID for S11
	MME Tunnel Endpoint Identifier for the S11 interface
	X
	

	MME IP address for S11
	MME IP address the S11 interface.
	X
	

	SGW TEID for S11/S4 (control plane)
	SGW Tunnel Endpoint Identifier for the S11 Interface and the S4 Interface (control plane).
	X
	X

	SGW IP address for S11/S4 (control plane)
	SGW IP address for the S11 interface and the S4 Interface (control plane).
	X
	X

	SGSN IP address for S4 (control plane)
	SGSN IP address for the S4 interface (Used by the S-GW).
	
	X

	SGSN TEID for S4 (control plane)
	SGSN Tunnel Endpoint Identifier for the S4 interface.
	
	X

	Trace reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace type
	Indicates the type of trace
	X
	X

	Trigger id
	Identifies the entity that initiated the trace
	X
	X

	OMC identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	For each PDN Connection:

NOTE:
The following entries are repeated for each PDN.

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	X
	X

	
	
	
	

	P-GW Address in Use (control plane)
	The IP address of the P-GW currently used for sending control plane signalling.
	X
	X

	P-GW TEID for S5/S8 (control plane)
	P-GW Tunnel Endpoint Identifier for the S5/S8 interface for the control plane.
	X
	X

	S-GW IP address for S5/S8 (control plane)
	S-GW IP address for the S5/S8 for the control plane signalling. 
	X
	X

	S-GW TEID for S5/S8 (control plane)
	S-GW Tunnel Endpoint Identifier for the S5/S8 control plane interface.
	X
	X

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. 
	X
	X

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. The default bearer is the one which is established first within the PDN connection. (For PMIP based S5/S8.) 
	X
	X

	For each EPS Bearer within the PDN Connection:

NOTE:
The following entries defining the EPS Bearer specific parameters are included within the set of parameters defining the PDN Connection.

	EPS Bearer Id
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN
	X
	X

	UL TFT
	Uplink Traffic Flow Template
	X
	X

	DL TFT
	Downlink Traffic Flow Template
	X
	X

	P-GW Address in Use (user plane)
	The IP address of the P-GW currently used for sending user plane traffic.
	X
	X

	P-GW TEID for S5/S8 (user plane)
	P-GW Tunnel Endpoint Identifier for the S5/S8 interface for the user plane.
	X
	X

	S-GW IP address for S5/S8 (user plane)
	S-GW IP address for user plane data received from PDN GW.
	X
	X

	S-GW TEID for S5/S8 (user plane)
	S-GW Tunnel Endpoint Identifier for the GTP Based S5/S8 interface for user plane.
	X
	X

	S-GW IP address for S1-u
	S-GW IP address for the S1-u interface (Used by the eNodeB)
	X
	

	S-GW TEID for S1-u
	S-GW Tunnel Endpoint Identifier for the S1-u interface.
	X
	

	eNodeB IP address for S1-u
	eNodeB IP address for the S1-u interface (Used by the S-GW).
	X
	

	eNodeB TEID for S1-u
	eNodeB Tunnel Endpoint Identifier for the S1-u interface.
	X
	

	S-GW IP address for S12
	S-GW IP address for the S12 interface (Used by the RNC)
	
	X

	S-GW TEID for S12
	S-GW Tunnel Endpoint Identifier for the S12 interface.
	
	X

	RNC IP address for S12
	RNC IP address for the S12 interface (Used by the S-GW).
	
	X

	RNC TEID for S12
	RNC Tunnel Endpoint Identifier for the S12 interface.
	
	X

	S-GW IP address for S4 (user plane)
	S-GW IP address for the S4 interface (Used by the SGSN)
	
	X

	S-GW TEID for S4 (user plane)
	S-GW Tunnel Endpoint Identifier for the S4 interface.
	
	X

	SGSN IP address for S4 (user plane)
	SGSN IP address for the S4 interface (Used by the S-GW).
	
	X

	SGSN TEID for S4 (user plane)
	SGSN Tunnel Endpoint Identifier for the S4 interface.
	
	X

	EPS Bearer QoS Profile
	ARP, GBR, MBR, QCI.
	X
	X

	Charging Id
	Charging identifier, identifies charging records generated by S-GW and PDN GW.
	X
	X

	Charging Characteristics
	Normal, prepaid, flat rate and/or hot billing
	X
	X


Editor's note:
The table needs to be reviewed to identify differences for PMIP based S5/S8.
***** NEXT CHANGE *****
5.7.4
PDN GW

The PDN GW maintains the following EPS bearer context information for UEs. Table 5.7.4-1 shows the context fields for one UE.

Table 5.7.4-1: PGW context

	Field
	Description
	E-UTRAN
	UTRAN/
GERAN

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscriber permanent identity.
	X
	X

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	X
	X

	RAT type
	Current RAT
	X
	X

	Trace reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace type
	Indicates the type of trace
	X
	X

	Trigger id
	Identifies the entity that initiated the trace
	X
	X

	OMC identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	For each APN in use:

NOTE:
The following entries are repeated for each APN.

	APN in use
	The APN currently used. The APN shall be composed of the APN Network Identifier and the APN Operator Identifier. 
	X
	X

	APN-AMBR
	The maximum aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN.
	X
	X

	For each PDN Connection within the APN:

NOTE:
The following entries are repeated for each PDN connection within the APN.

	IP Address(es)
	IPv4 address and/or IPv6 prefix
	X
	X

	PDN type
	IPv4, IPv6, or IPv4v6
	X
	X

	S-GW Address in Use (control plane)
	The IP address of the S-GW currently used for sending control plane signalling.
	X
	X

	S-GW TEID for S5/S8 (control plane)
	S-GW Tunnel Endpoint Identifier for the S5/S8 interface for the control plane.
	X
	X

	P-GW IP address for S5/S8 (control plane)
	P-GW IP address for the S5/S8 for the control plane signalling. 
	X
	X

	P-GW TEID for S5/S8 (control plane)
	P-GW Tunnel Endpoint Identifier for the S5/S8 control plane interface.
	X
	X

	SGSN support for CGI/SAI/RAI change reporting
	Indicated that the SGSN serving the UE supports procedures for reporting CGI/SAI/RAI changes (according to 23.060 [7] clause 15.1.1a). 
	
	X

	CGI/SAI/RAI change report required
	Denotes whether the SGSN is requested to send changes in CGI/SAI or RAI for this bearer
	
	X

	BCM
	The negotiated Bearer Control Mode for GERAN/UTRAN.
	
	X

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. The default bearer is the one which is established first within the PDN connection. (For GTP based S5/S8.)
	X
	X

	For each EPS Bearer within the PDN Connection:

NOTE:
The following entries defining the EPS Bearer specific parameters are included within the set of parameters defining the PDN Connection.

	EPS Bearer Id
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN
	X
	X

	UL TFT
	Uplink Traffic Flow Template
	X
	X

	DL TFT
	Downlink Traffic Flow Template
	X
	X

	S-GW Address in Use (user plane)
	The IP address of the S-GW currently used for sending user plane traffic.
	X
	X

	S-GW TEID for S5/S8 (user plane)
	S-GW Tunnel Endpoint Identifier for the S5/S8 interface for the user plane.
	X
	X

	P-GW IP address for S5/S8 (user plane)
	P-GW IP address for user plane data received from PDN GW.
	X
	X

	P-GW TEID for S5/S8 (user plane)
	P-GW Tunnel Endpoint Identifier for the GTP Based S5/S8 interface for user plane.
	X
	X

	EPS Bearer QoS Profile
	ARP, GBR, MBR, QCI.
	X
	X

	Charging Id
	Charging identifier, identifies charging records generated by S-GW and PDN GW.
	X
	X

	Charging Characteristics
	Normal, prepaid, flat rate and/or hot billing
	X
	X


***** NEXT CHANGE *****
5.7.5
UE

The UE maintains the following context information. Table 5.7.5-1 shows the context fields. A GERAN or UTRAN capable UE maintains in addition the context information as described in a similar UE context table in TS 23.060 [7].

Table 5.7.5-1: UE context

	Field
	Description
	Status

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.
	

	MSISDN
	The basic MSISDN of the UE.
	FFS

	EMM State
	Mobility management state EMM-REGISTERED, EMM-DEREGISTERED.
	

	GUTI
	Globally Unique Temporary Identity.
	

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number.
	

	Tracking Area List
	Current Tracking area list.
	

	last visited TAI
	A TAI which is contained in the TA list the UE registered to the network and which identifies the tracking area last visited by the UE.
	

	Selected NAS Algorithm
	Selected NAS security algorithm.
	

	Selected AS Algorithm
	Selected AS security algorithms.
	

	KSIASME
	Key Set Identifier for the main key KASME.
	

	KASME
	Main key for E-UTRAN key hierarchy based on CK, IK and Serving network identity.
	

	NAS Keys and COUNT
	KNASint, KNASenc, and NAS COUNT parameter.
	

	Temporary Identity used in Next update (TIN)
	This parameter is used internally by the UE to memorise which temporary ID it has to indicate in the next RAU/TAU (P-TMSI, GUTI or RAT-related TMSI, the latter means P-TMSI in RAU and GUTI in TAU).
	

	For each active PDN connection:
	

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	

	APN-AMBR
	The maximum aggregated uplink MBR to be shared across all Non-GBR bearers, which are established for this APN.
	

	IP Address(es)
	IPv4 address and/or IPv6 prefix
	FFS if these are stored in MT.

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. The default bearer is the one which is established first within the PDN connection.
	

	For each EPS Bearer within the PDN connection

	EPS Bearer ID
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN.
	

	TI
	Transaction Identifier
	

	EPS bearer QoS parameters
	GBR and MBR in case of GBR bearer.
	

	UL TFT
	Uplink Traffic Flow Template.
	


***** NEXT CHANGE *****
D.3.4
3G SGSN to MME combined hard handover and SRNS relocation procedure

The 3G Gn/Gp SGSN to MME Combined Hard Handover and SRNS Relocation procedure is illustrated in Figure D.3.4-1.

Any steps descriptions that are from TS 23.060 [7] are shown as italic text and remain unmodified. In those step descriptions an MS stands for UE, new SGSN for new MME and GGSN for PGW.

The procedure between E-UTRAN eNodeB and UE, and between E-UTRAN eNodeB and MME are compliant with the equivalent procedure parts in clause 5.5: Handover.
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Figure D.3.4-1: 3G Gn/Gp SGSN to MME combined hard handover and SRNS relocation procedure

1.
The source RNC decides to initiate a handover to E-UTRAN.

2.
The source SRNC sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC To Target RNC Transparent Container) to the old SGSN. The source SRNC shall set Relocation Type to "UE Involved". Source RNC To Target RNC Transparent Container includes the necessary information for relocation co‑ordination, security functionality and RRC protocol context information (including MS Capabilities).

NOTE 1:
This step is unmodified compared to pre-Rel-8. The target eNodeB acts as the target RNC.

3.
The old SGSN determines from the Target ID if the SRNS relocation is intra-SGSN SRNS relocation or inter-SGSN SRNS relocation. In case of inter-SGSN SRNS relocation the old SGSN initiates the relocation resource allocation procedure by sending a Forward Relocation Request message (IMSI, Tunnel Endpoint Identifier Signalling, MM Context, PDP Context, Target Identification, RAN Transparent Container, RANAP Cause, GCSI) to the new SGSN. For relocation to an area where Intra Domain Connection of RAN Nodes to Multiple CN Nodes is used, the old SGSN may – if it provides Intra Domain Connection of RAN Nodes to Multiple CN Nodes -have multiple target SGSNs for each relocation target in a pool area, in which case the old SGSN will select one of them to become the new SGSN, as specified in TS 23.236 [30]. PDP context contains GGSN Address for User Plane and Uplink TEID for Data (to this GGSN Address and Uplink TEID for Data, the old SGSN and the new SGSN send uplink packets). At the same time a timer is started on the MM and PDP contexts in the old SGSN (see Routeing Area Update procedure in subclause "Location Management Procedures (Iu mode)"). The Forward Relocation Request message is applicable only in case of inter-SGSN SRNS relocation. The old SGSN 'sets' the GCSI flag if the MM context contains GPRS CAMEL Subscription Information.

NOTE 2:
This step is unmodified compared to pre-Rel-8. The new MME acts as the new SGSN, and the PGW as the GGSN. The GGSN user plane address and uplink TEID are the PGW user plane address and TEID. The MME maps the PDP context parameters to EPS bearers.

4.
The MME selects a Serving GW and sends a Create Bearer Request (bearer context(s) with PDN GW addresses and TEIDs for uplink traffic, local AMBR) message to the target Serving GW. The AMBR is locally provided by the target MME.

5.
The Serving GW allocates the S-GW addresses and TEIDs for the uplink traffic on S1_U reference point (one TEID per bearer). The target Serving GW sends a Create Bearer Response (Serving GW addresses and uplink TEID(s) for user plane) message back to the target MME.

6.
The new MME requests the target eNodeB to establish the bearer(s) by sending the message Relocation Request (UE Identifier, Cause, CN Domain Indicator, K_eNB, Integrity protection information (i.e. selected Integrity Protection algorithm(s)), Encryption information (i.e. selected Ciphering algorithm(s)), EPS Bearers to be setup list, Source to Target Transparent Container, Serving GW Address(es) and TEID(s) for User Traffic Data, KSI, key derivation parameter).


If the MME has a security association with the UE, the earlier selected NAS and AS security algorithms and related keys will be utilized on handover to E-UTRAN. If the MME does not have a security association with the UE, then an operator configured default security algorithm is applied for NAS and AS (UP and RRC) security. KSI and key derivation parameters are targeted for UE. The KSI parameter informs the UE whether a security association exists with the MME and is used or whether it does not exist and UTRAN CK and IK based keys are used in target eNB and in the target MME.


The local AMBR shall be included in the 'EPS Bearers be setup list ' IE when AMBR is needed.

NOTE 3:
The MME derives the security parameters from the security parameters received from the SGSN.

7.
The target eNodeB allocates the requested resources and returns the applicable parameters to the target MME in the message Relocation Request Acknowledge (Target to Source Transparent Container, EPS Bearers setup list, EPS Bearers failed to setup list).


In addition to the information provided by the MME (KSI, key derivation parameter), the target eNodeB inserts eNB C-RNTI that is used to derive target eNB KeNB as well as the RRC and UP keys into the UTRAN RRC message, which is contained in the Target to Source Transparent Container.

8.
If 'Indirect Forwarding' applies the target MME sends a Create Bearer Request message (IMSI, MME Tunnel Endpoint Identifier for Control Plane, MME Address for Control plane, Target eNB Address and TEID(s) for DL user plane) to the Serving GW.

9.
The Serving GW returns a Create Bearer Response (Cause, Serving GW DL TEID(s)) message to the source MME.

10.
When resources for the transmission of user data between target RNC and new SGSN have been allocated and the new SGSN is ready for relocation of SRNS, the Forward Relocation Response (Cause, RAN Transparent Container, RANAP Cause, Target-RNC Information) message is sent from the new SGSN to the old SGSN. This message indicates that the target RNC is ready to receive from source SRNC the forwarded downlink PDUs, i.e., the relocation resource allocation procedure is terminated successfully. RAN transparent container and RANAP Cause are information from the target RNC to be forwarded to the source SRNC. The Target RNC Information, one information element for each RAB to be set up, contains the RNC Tunnel Endpoint Identifier and RNC IP address for data forwarding from the source SRNC to the target RNC. The Forward Relocation Response message is applicable only in case of inter-SGSN SRNS relocation.

NOTE 4:
This step is unmodified compared to pre-Rel-8. The new MME acts as the new SGSN, and the target eNodeB as the target SRNC.

11.
The old SGSN continues the relocation of SRNS by sending a Relocation Command message (Target RNC To Source RNC Transparent Container, RABs To Be Released, RABs Subject To Data Forwarding) to the source SRNC. The old SGSN decides the RABs to be subject for data forwarding based on QoS, and those RABs shall be contained in RABs subject to data forwarding. For each RAB subject to data forwarding, the information element shall contain RAB ID, Transport Layer Address, and Iu Transport Association. These are the same Transport Layer Address and Iu Transport Association that the target RNC had sent to new SGSN in Relocation Request Acknowledge message, and these are used for forwarding of downlink N‑PDU from the source SRNC to the target RNC. The source SRNC is now ready to forward downlink user data directly to the target RNC over the Iu interface. This forwarding is performed for downlink user data only.

NOTE 5:
This step is unmodified compared to pre-Rel-8. The target eNodeB acts as the target RNC, and the new MME acts as the new SGSN. The forwarding of downlink user data from source SRNC may go directly to target eNodeB or via the Serving GW.

12.
The source SRNC may, according to the QoS profile, begins the forwarding of data for the RABs to be subject for data forwarding.

NOTE 6:
The order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may start data forwarding (step 7), send the RRC message to MS (step 8) and forward SRNS Context message to the old SGSN (step 9) almost simultaneously.


The data forwarding at SRNS relocation shall be carried out through the Iu interface, meaning that the GTP-PDUs exchanged between the source SRNC and the target RNC are duplicated in the source SRNC and routed at the IP layer towards the target RNC. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP-PDUs are duplicated and routed at IP layer towards the target RNC together with their related downlink PDCP sequence numbers. The source RNC continues transmitting duplicates of downlink data and receiving uplink data.


Before the serving RNC role is not yet taken over by target RNC and when downlink user plane data starts to arrive to target RNC, the target RNC may buffer or discard arriving downlink GTP-PDUs according to the related QoS profile.

NOTE 7:
This step is unmodified compared to pre-Rel-8. The target eNodeB acts as the target SRNC. The data forwarding may go directly to target eNodeB or alternatively go via the Serving GW if so decided by new MME in the preparation phase.

13.
Before sending the RRC message the uplink and downlink data transfer shall be suspended in the source SRNC for RABs, which require delivery order. The RRC message is for example Physical Channel Reconfiguration for RNS to RNS relocation, or Intersystem to UTRAN Handover for BSS to RNS relocation, or Handover from UTRAN Command for BSS relocation, or Handover Command for BSS to BSS relocation. When the source SRNC is ready, the source RNC shall trigger the execution of relocation of SRNS by sending to the MS the RRC message provided in the Target RNC to source RNC transparent container, e.g., a Physical Channel Reconfiguration (UE Information Elements, CN Information Elements) message. UE Information Elements include among others new SRNC identity and S‑RNTI. CN Information Elements contain among others Location Area Identification and Routeing Area Identification.


When the MS has reconfigured itself, it sends an RRC message e.g., a Physical Channel Reconfiguration Complete message to the target SRNC. If the Forward SRNS Context message with the sequence numbers is received, the exchange of packets with the MS may start. If this message is not yet received, the target RNC may start the packet transfer for all RABs, which do not require maintaining the delivery order.

NOTE 8:
This step is unmodified compared to pre-Rel-8. This text is valid for the RRC message sent from source RNC to the UE. When the UE has got access to target eNodeB it sends the HO to E-UTRAN Complete message. This RRC message received as part of Target to Source Transparent Container, includes information about the selected security algorithms and related key information. Based on this information, the UE selects the same algorithms for the NAS in case the KSI value indicates that the MME has no security association with the UE. In case the KSI value indicates that the MME has a security association with the UE, but the UE has lost the security context of the E-UTRAN side (error case), the UE will start Attach procedure on the E-UTRAN side

14.
The source SRNC continues the execution of relocation of SRNS by sending a Forward SRNS Context (RAB Contexts) message to the target RNC via the old and the new SGSN. The Forward SRNS Context message is acknowledged by a Forward SRNS Context Acknowledge message, from new to old SGSN. The purpose of this procedure is to transfer SRNS contexts from the source RNC to the target RNC, and to move the SRNS role from the source RNC to the target RNC. SRNS contexts are sent for each concerned RAB and contain the sequence numbers of the GTP PDUs next to be transmitted in the uplink and downlink directions and the next PDCP sequence numbers that would have been used to send and receive data from the MS. PDCP sequence numbers are only sent by the source RNC for the radio bearers which used lossless PDCP [57]. The use of lossless PDCP is selected by the RNC when the radio bearer is set up or reconfigured. For PDP context(s) using delivery order not required (QoS profile), the sequence numbers of the GTP-PDUs next to be transmitted are not used by the target RNC.


If delivery order is required (QoS profile), consecutive GTP-PDU sequence numbering shall be maintained throughout the lifetime of the PDP context(s). Therefore, during the entire SRNS relocation procedure for the PDP context(s) using delivery order required (QoS profile), the responsible GTP-U entities (RNCs and GGSN) shall assign consecutive GTP-PDU sequence numbers to user packets belonging to the same PDP context uplink and downlink, respectively.


The target RNC establishes and/or restarts the RLC and exchanges the PDCP sequence numbers (PDCP‑SNU, PDCP‑SND) between the target RNC and the MS. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received by the MS per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SND confirms all mobile terminated packets successfully transferred before the SRNC relocation. If PDCP‑SND confirms reception of packets that were forwarded from the source SRNC, then the target SRNC shall discard these packets. PDCP‑SNU is the PDCP sequence number for the next expected in-sequence uplink packet to be received in the RNC per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SNU confirms all mobile originated packets successfully transferred before the SRNC relocation. If PDCP‑SNU confirms reception of packets that were received in the source SRNC, the MS shall discard these packets.

NOTE 9:
This step is unmodified compared to pre-Rel-8. The new MME acts as the new SGSN, and the target eNodeB as the target SRNC. The whole SRNS context handling including PDCP sequence number handling and GTP numbering is FFS.
15.
When the UE has successfully accessed the target eNodeB, the target eNodeB informs the target MME by sending the message Handover Notify (TAI+ECGI).

16.
Upon receipt of Handover Notify message, if the SRNS Relocation is an inter SGSN SRNS relocation, the new SGSN signals to the old SGSN the completion of the SRNS relocation procedure by sending a Forward Relocation Complete message.


Upon receipt of the Relocation Complete message the new MME starts a timer.

NOTE 10:
This step is unmodified compared to pre-Rel-8 except that the Handover Notify message is received instead of a Relocation Complete message. The new MME acts as the new SGSN.

17.
The target MME will now complete the handover procedure by informing the Serving GW that the target MME is now responsible for all the bearers the UE have established. This is performed in the message Update Bearer Request (Cause, Tunnel Endpoint Identifier Control Plane, MME Address for Control Plane, eNodeB Address(es) and TEID(s) for User Traffic, RAT type, local AMBR).

18.
The Serving GW informs the PDN GW the local AMBR and the change of for example the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (local AMBR). The PDN GW must acknowledge the request with the message Update Bearer Response, which also indicates the identity of the default bearer towards the SGW.This is FFS.
19.
The Serving GW acknowledges the user plane switch to the target MME via the message Update Bearer Response (Cause, Tunnel Endpoint Identifier Control Plane, Serving GW Address for Control Plane, Default bearer id). At this stage the user plane path is established for all bearers between the UE, target eNodeB, Serving GW and PDN GW.

20.
Upon receiving the Relocation Complete message or, if it is an inter-SGSN SRNS relocation, the Forward Relocation Complete message, the old SGSN sends an Iu Release Command message to the source RNC. When the RNC data-forwarding timer has expired, the source RNC responds with an Iu Release Complete message.

NOTE 11:
This step is unmodified compared to pre-Rel-8.

21.
The UE initiates a Tracking Area Update procedure when one of the conditions listed in clause "Triggers for tracking area update" applies.


The target MME knows that an IRAT Handover has been performed for this UE as it received the bearer context(s) by handover messages and therefore the target MME performs only a subset of the TA update procedure, specifically it excludes the context transfer procedures between source SGSN and target MME.

22.
The MME compares the AMBR from the 'EPS subscribed QoS profile' with the local AMBR it generated. If the two AMBRs are different, the MME shall initiate Subscribed QoS Modification procedure to notify the subscribed AMBR to the eNodeB, Serving GW and PDN GW.

23.
When the timer started in step 16 expires the new MME releases the resources that have been allocated for indirect forwarding.

If the SRNS Relocation is inter-SGSN, then the following CAMEL procedure calls shall be performed (see referenced procedures in TS 23.078 [29])

C1)
CAMEL_GPRS_PDP_Context_Disconnection, CAMEL_GPRS_Detach and CAMEL_PS_Notification.


They are called in the following order:

-
The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

-
Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

-
Then the CAMEL_PS_Notification procedure is called once. The procedure returns as result "Continue".

The new SGSN shall determine the Maximum APN restriction based on the received APN Restriction of each PDP context from the GGSN and then store the new Maximum APN restriction value.

If the SRNS Relocation is intra-SGSN, then the above mentioned CAMEL procedures calls shall not be performed.

If Routeing Area Update occurs, the SGSN shall determine whether Direct Tunnel can be used based on the received GPRS CAMEL Subscription Information. If Direct Tunnel can not be maintained the SGSN shall re-establish RABs and initiate the Update PDP Context procedure to update the IP Address and TEID for Uplink and Downlink data.

If Routeing Area Update occurs, then the following CAMEL procedure calls shall be performed (see referenced procedures in TS 23.078 [29]):

NOTE 12:
This CAMEL handling is unmodified compared to pre-Rel-8.

NOTE 13:
CAMEL procedure calls C2 and C3 were omitted intentionally from this procedure since EPS does not support CAMEL procedure calls.

NOTE 14:
Handover Reject procedure is performed as defined in clause 5.5.2.2.4.

***** NEXT CHANGE *****
D.3.6
Gn/Gp SGSN to MME Tracking Area Update

The Pre-Rel‑8 SGSN to MME Tracking Area Update procedure is illustrated in Figure D.3.6-1.

Any steps descriptions that are from TS 23.060 [7] are shown as italic text and remain unmodified. In those step descriptions an MS stands for UE, new SGSN for new MME, old SGSN for old Gn/Gp SGSN, GGSN for P-GW, and HLR for HSS.
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Figure D.3.6-1: Gn/Gp SGSN to MME Tracking Area Update procedure

NOTE 1:
For a PMIP-based S5/S8, procedure steps (A) are defined in TS 23.402 [2]. Steps 13 and 15 concern GTP based S5/S8.

1.
One of the triggers described in sub-clause 5.3.3.0 for starting the TAU procedure occurs.

2.
The UE sends to the eNodeB a Tracking Area Update Request (last visited TAI, P‑TMSI Signature, old GUTI, UE Network Capability, active flag, EPS bearer status, additional GUTI, KSI, NAS sequence number, NAS-MAC) message together with RRC parameters indicating the Selected Network and the old GUMMEI.


If the UE's TIN indicates "GUTI" or "RAT‑related TMSI" and the UE holds a valid GUTI then the old GUTI indicates this valid GUTI. If the UE's TIN indicates "P‑TMSI" and the UE holds a valid P‑TMSI and related RAI then these two elements are indicated as the old GUTI. Mapping a P‑TMSI and an RAI to a GUTI is specified in Annex H.


If the UE holds a valid GUTI then the UE indicates the GUTI as additional GUTI, regardless whether the old GUTI also indicates this GUTI or a GUTI mapped from a P‑TMSI.


The RRC parameter "old GUMMEI" takes its value from the identifier that is signalled as the old GUTI according to the rules above. For a combined MME/SGSN the eNB is configured to route the MME‑code(s) of this combined node to the same combined node. This eNB is also configured to route MME‑code(s) of GUTIs that are generated by the UE's mapping of the P‑TMSIs allocated by the combined node. Such an eNB configuration may also be used for separate nodes to avoid changing nodes in the pool caused by inter RAT mobility.

NOTE 2:
In the scenario of this flow the UE's TIN indicates "P‑TMSI" and therefore the UE indicates a P‑TMSI as the old GUTI.


The last visited TAI is included if the UE has any in order to help the MME to produce a good list of TAIs for any subsequent TAU Accept message. Selected Network indicates the network that is selected. Active flag is a request by UE to activate the radio and S1 bearers for all the active EPS Bearers by the TAU procedure. The EPS bearer status indicates each EPS bearer that is active within the UE. The UE's ISR capability is included in the UE Network Capability element.

3.
The eNodeB derives the MME from the RRC parameters carrying the old GUMMEI and the indicated Selected Network. If that GUMMEI is not associated with the eNodeB, or the GUMMEI is not available, the eNodeB selects the MME as described in clause 4.3.8.3 on "MME Selection Function".


The eNodeB forwards the TAU Request message together with the TAI+ECGI of the cell from where it received the message and with the Selected Network to the MME.

4.
The new MME sends SGSN Context Request (old RAI, TLLI, old P‑TMSI Signature, New SGSN Address) to the old SGSN to get the MM and PDP contexts for the UE.


The new MME shall support functionality for Intra Domain Connection of RAN Nodes to Multiple CN Nodes, i.e. the MME derives the old SGSN from the old RAI and the old P-TMSI (or TLLI).

5.
In case the old SGSN is a 2G-SGSN: The old 2G-SGSN validates the old P TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old 2G SGSN. This should initiate the security functions in the new SGSN. If the security functions authenticate the MS correctly, the new SGSN shall send an SGSN Context Request (old RAI, old PTMSI, MS Validated, New SGSN Address) message to the old SGSN. MS Validated indicates that the new SGSN has authenticated the MS. If the old P‑TMSI Signature was valid or if the new SGSN indicates that it has authenticated the MS, the old SGSN stops assigning SNDCP N‑PDU numbers to downlink N‑PDUs received, and responds with SGSN Context Response (MM Context, PDP Contexts). If the MS is not known in the old SGSN, the old SGSN responds with an appropriate error cause. The old SGSN stores New SGSN Address, to allow the old SGSN to forward data packets to the new SGSN. Each PDP Context includes the SNDCP Send N‑PDU Number for the next downlink N‑PDU to be sent in acknowledged mode to the MS, the SNDCP Receive N‑PDU Number for the next uplink N‑PDU to be received in acknowledged mode from the MS, the GTP sequence number for the next downlink N‑PDU to be sent to the MS and the GTP sequence number for the next uplink N‑PDU to be tunnelled to the GGSN. The old SGSN starts a timer and stops the transmission of N-PDUs to the MS. The new SGSN shall ignore the MS Network Capability contained in MM Context of SGSN Context Response only when it has previously received an MS Network Capability in the Routeing Area Request.

In case the old SGSN is a 3G-SGSN: The old 3G-SGSN validates the old P TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old SGSN. This should initiate the security functions in the new SGSN. If the security functions authenticate the MS correctly, the new SGSN shall send an SGSN Context Request (IMSI, old RAI, MS Validated) message to the old 3G-SGSN. MS Validated indicates that the new SGSN has authenticated the MS. If the old P TMSI Signature was valid or if the new SGSN indicates that it has authenticated the MS, the old SGSN starts a timer. If the MS is not known in the old SGSN, the old 3G-SGSN responds with an appropriate error cause.


The old 3G SGSN responds with an SGSN Context Response (MM Context, PDP Contexts) message. For each PDP context the old 3G SGSN shall include the GTP sequence number for the next uplink GTP PDU to be tunnelled to the GGSN and the next downlink GTP sequence number for the next PDU to be sent to the MS. Each PDP Context also includes the PDCP sequence numbers if PDCP sequence numbers are received from the old SRNS. The new 3G-SGSN shall ignore the MS Network Capability contained in MM Context of SGSN Context Response only when it has previously received an MS Network Capability in the Routeing Area Request. The GTP sequence numbers received from the old 3G-SGSN are only relevant if delivery order is required for the PDP context (QoS profile).
Editor note:
It is FFS whether the NRI is also duplicated by the UE to be put in a separate MME field, it is expected that the UE will send NRI in the appropriate field depending on current RAT.

NOTE 3:
In this step, the new "SGSN" shall be understood to be a new "MME" and the old SGSN stores new SGSN Address, to allow the old SGSN to forward data packets to the new "S-GW or eNodeB". This step describes both the 2G and 3G SGSN variants due to combining the 2G or 3G SGSN to MME TAU into a single procedure.

NOTE 4:
For the old SGSN, this step is unmodified compared to pre-Rel-8. The MME (called new SGSN in above description) must provide SGSN functionality which includes mapping PDP contexts to EPS bearer information.

6.
Security functions may be executed. Procedures are defined in clause 5.3.10 on Security Function. If the SGSN Context Response message from the old SGSN did not include IMEISV, the MME shall retrieve the ME Identity (the IMEISV) from the UE.

7.
The new MME sends an SGSN Context Acknowledge message to the old SGSN. This informs the old SGSN that the new SGSN is ready to receive data packets belonging to the activated PDP contexts. The old SGSN marks in its context that the MSC/VLR association and the information in the GGSNs and the HLR are invalid. This triggers the MSC/VLR, the GGSNs, and the HLR to be updated if the MS initiates a routeing area update procedure back to the old SGSN before completing the ongoing routeing area update procedure.

If the security functions do not authenticate the UE correctly, then the Tracking area update shall be rejected, and the new MME shall send a reject indication to the old SGSN. The old SGSN shall continue as if the SGSN Context Request was never received.
NOTE 5:
in the italic text of this step, new "SGSN" shall be understood as to be a new "MME".
The MME needs to map PDP contexts received from pre-Rel‑8 SGSN into EPS bearer information. The GGSN address(es) and TEIDs map to the PDN GW address(es) and TEIDs respectively. Other aspects of this mapping is FFS.

NOTE 6:
The SGSN operation is unmodified compared to pre-Rel-8. The handling within the MME may need further alignment with the Rel-8 inter RAT RAU, e.g. FFS whether this informs the old SGSN that the new MME is ready to receive data packets belonging to the activated PDP contexts and how to perform any data forwarding from BSS or SGSN to the eNodeB.

NOTE 7:
The Gn signalling between the new MME and the old Gn/Gp SGSN has no capabilities to indicate ISR Supported or ISR Activated.

Editor's note:
It is FFS when eNodeB resources are allocated and how transfer of data with the eNodeB will take place


If there is no PDP context at all, the MME rejects the TAU Request.

8.
The old SGSN or the old RNC forward data to the eNodeB (FFS).

9.
The new MME adopts the bearer contexts received from the SGSN as the UE's EPS bearer contexts to be maintained by the new MME. The new MME maps the PDP contexts to the EPS bearers 1-to-1 and maps the pre-Rel-8 QoS parameter values of a PDP context to the EPS QoS parameter values of an EPS bearer as defined in Annex E. The MME establishes the EPS bearer(s) in the indicated order. The MME deactivates the EPS bearers which cannot be established.


The MME verifies the EPS bearer status received from the UE with the bearer contexts received from the old SGSN and releases any network resources related to EPS bearers that are not active in the UE. If the UE has no PDP context, the MME rejects the TAU Request.


The new MME selects a Serving GW and sends an Create Bearer Request (IMSI, MME Address and TEID, PDN GW address and TEID, QoS Negotiated converted FFS, serving network identity, ME Identity, CGI/SAI, RAT type, ECGI/SAI/RAI change support indication, NRS (received from the SGSN)) message to the Serving GW. The MME shall send the serving network identity to the Serving GW. The new MME does not indicate ISR Activated.

10.
The Serving GW creates contexts and informs the PDN GW(s) about the change of the RAT type. The Serving GW sends an Update Bearer Request (Serving GW Address and TEID, RAT type, ME Identity) message to the PDN GW(s) concerned.

11.
If dynamic PCC is deployed, and RAT type information needs to be conveyed from the PDN GW to the PCRF, then the PDN GW shall send RAT type information to the PCRF by performing an IP‑CAN Session Establishment procedure as defined in TS 23.203 [6].

NOTE 8:
The PDN GW does not need to wait for the PCRF response, but continues in the next step. If the PCRF response leads to an EPS bearer modification the PDN GW should initiate a bearer update procedure.

12.
The PDN GW updates its context field and returns an Update Bearer Response (PDN GW address and TEID, MSISDN, Default bearer id) message to the Serving GW. The MSISDN is included if the PDN GW has it stored in its UE context.

13.
The Serving GW updates its context and returns an Create Bearer Response (Serving GW address and TEID for user plane, PDN GW address and TEID, Serving GW Address and TEID for the control plane, Default bearer id) message to the new MME.

14.
To ensure the release of all UE resources in the Gn/Gp SGSN the new MME informs the HSS of the change of the serving core network node by sending an Update Location Request (MME Address, IMSI, ME Identity, Update Type, MME Capabilities) message to the HSS. The ME Identity is included if the SGSN Context Response did not contain the IMEISV. Because of interoperation with an Gn/Gp SGSN, which the new MME identifies from the Context Response signalling, the Update Type is set to "MME only registration". The MME capabilities indicate the MME's support for regional access restrictions functionality.

15.
If the MME changes, then the HSS cancels any old MME as the Update Type indicates "MME only registration". The HSS sends a Cancel Location (IMSI, Cancellation type) message to the old MME, with a Cancellation Type set to Update Procedure.

16.
The old MME removes the MM context.


The old MME releases any local bearer resources and it deletes the EPS bearer resources by sending Delete Bearer Request (Cause, TEID) messages to the Serving GW. Cause indicates that the S-GW shall not initiate a delete procedure towards the PDN GW. If ISR is activated on the S-GW then the S-GW deletes the bearer resources on the other old CN node by sending Delete Bearer Request message(s) to that CN node.


The old MME acknowledges with a Cancel Location Ack (IMSI) message.

17.
The HSS cancels any old SGSN node as the Update Type indicates "MME only registration". The HSS sends a Cancel Location (IMSI, Cancellation Type) message to the old SGSN. The old SGSN removes the contexts.

If the timer started in step 5 is not running, the old SGSN removes the MM context. Otherwise, the contexts are removed when the timer expires. It also ensures that the MM context is kept in the old SGSN for the case the UE initiates another TAU procedure before completing the ongoing TAU procedure to the new MME.

18.
On receipt of Cancel Location, if the MS is PMM CONNECTED in the old SGSN, the old SGSN sends an Iu Release Command message to the old SRNC.
19.
When the data-forwarding timer has expired, the SRNS responds with an Iu Release Complete message.
20.
The old SGSN acknowledges with a Cancel Location Ack (IMSI) message.
21.
The new MME validates the UE's presence in the (new) TA. If due to regional subscription restrictions or access restrictions the UE is not allowed to be attached in the TA, the MME rejects the Tracking Area Update Request with an appropriate cause and notifies the HSS of the rejection (details of this notification is a stage 3 detail). If all checks are successful, the MME constructs an MM context for the UE, the HLR acknowledges the Update Location by sending Update Location Ack (IMSI, Subscription Data) message to the new MME. If the Update Location is rejected by the HSS, the MME rejects the TAU Request from the UE with an appropriate cause sent in the TAU Reject message to the UE.

22.
The new MME responds to the UE with a Tracking Area Update Accept (GUTI, TAI-list, EPS bearer status, KSI, NAS sequence number, NAS-MAC, ISR Activated) message. Restriction list shall be sent to eNodeB as eNodeB handles the roaming restrictions and access restrictions in the Intra E-UTRAN case.


If the "active flag" is set in the TAU Request message the user plane setup procedure can be activated in conjunction with the TAU Accept message. The procedure is described in detail in TS 36.300 [5]. The messages sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establishes the bearer(s). If the active flag is set the MME may provide the eNodeB with Handover Restriction List. Handover Restriction List is described in clause 4.3.5.7 "Mobility Restrictions". The EPS bearer status indicates the active bearers in the network. The UE removes any internal resources related to bearers not marked active in the received EPS bearer status.


When receiving the TAU Accept message and there is no ISR Activated indication the UE shall set its TIN to "GUTI". When ISR Activated is not indicated the UE shall clear any internal ISR status by setting its internal update status for the P‑TMSI to "update‑needed".

NOTE 8:
In the case of interoperation with Gn/Gp SGSNs, ISR Activated is never indicated by the MME as the SGSN does not support ISR, which the new MME recognises from Gn interface signalling that does not support ISR indications.

23.
If the GUTI was included in the TAU Accept message, the UE acknowledges the message by returning a Tracking Area Update Complete message to the MME.

NOTE 9:
The new MME may initiate RAB establishment after execution of the security functions (step 5), or wait until completion of the TA update procedure. For the UE, RAB establishment may occur anytime after the TA update request is sent (step 2).

In the case of a rejected tracking area update operation, due to regional subscription, roaming restrictions, or access restrictions (see TS 23.221 [27] and TS 23.008 [28]) the new MME shall not construct a bearer context. A reject shall be returned to the UE with an appropriate cause and the S1 connection shall be released. Upon return to idle, the UE shall act according to TS 23.122 [10].

If the new MME is unable to update the bearer context in one or more P-GWs, the new MME shall deactivate the corresponding bearer contexts as described in subclause "MME Initiated Dedicated Bearer Deactivation Procedure". This shall not cause the MME to reject the tracking area update.

The PDP Contexts shall be sent from old SGSN to new SGSN (MME) in a prioritized order, i.e. the most important PDP Context first in the SGSN Context Response message. (The prioritization method is implementation dependent, but should be based on the current activity).

The new MME shall determine the Maximum APN restriction based on the received APN Restriction of each bearer context from the P-GW and then store the new Maximum APN restriction value.

If the new MME is unable to support the same number of active bearer contexts as received from old SGSN, the new MME should use the prioritisation sent by old SGSN as input when deciding which bearer contexts to maintain active and which ones to delete. In any case, the new MME shall first update all contexts in one or more P-GWs and then deactivate the context(s) that it cannot maintain as described in subclause "MME Initiated Dedicated Bearer Deactivation Procedure". This shall not cause the MME to reject the tracking area update.

NOTE 10:
In case MS (UE) was in PMM-CONNECTED state the PDP Contexts are sent already in the Forward Relocation Request message as described in subclause "Serving RNS relocation procedures" of TS 23.060 [7].

If the tracking area update procedure fails a maximum allowable number of times, or if the MME returns a Tracking Area Update Reject (Cause) message, the UE shall enter EMM DEREGISTERED state.

If the Update Location Ack message indicates a reject, this should be indicated to the UE, and the UE shall not access non-PS services until a successful location update is performed.

The CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [29]:

C1)
CAMEL_GPRS_PDP_Context_Disconnection, CAMEL_GPRS_Detach and CAMEL_PS_Notification.


They are called in the following order:

-
The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

-
Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

-
Then the CAMEL_PS_Notification procedure is called once. The procedure returns as result "Continue".

NOTE 11:
This CAMEL handling is unmodified compared to pre-Rel-8.

NOTE 12:
CAMEL procedure calls C2 and C3 were omitted intentionally from this procedure since EPS does not support CAMEL procedure calls.

***** NEXT CHANGE *****
D.3.8.3
Execution phase
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Figure D.3.8.3-1: GERAN A/Gb mode to E-UTRAN Inter RAT HO, execution phase

NOTE 1:
For a PMIP-based S5/S8, procedure steps (A) are defined in TS 23.402 [2]. Steps 9 and 9a concern GTP based S5/S8.

The old SGSN continues to receive downlink and uplink user plane PDUs.

When old SGSN receives the Forward Relocation Response message it may start downlink N-PDU relay and duplication to the target eNodeB, and the target eNodeB may start blind transmission of downlink user data towards the UE over the allocated radio channels.

1.
The Source SGSN completes the preparation phase towards Source BSS by sending the message PS HO Required Acknowledge (TLLI, List of Set Up PFCs, Target to Source Transparent Container). This message includes all PFIs that could be established on the Target side.


Before sending the PS Handover Required Acknowledge message, the source SGSN may suspend downlink data transfer for any PDP contexts.


Before sending the PS Handover Command message to the UE the source BSS, may try to empty the downlink BSS buffer for any BSS PFCs.

NOTE 2:
The Source SGSN acts as the old SGSN.

2.
The Source BSS will command the UE to handover to the target eNodeB via the message PS Handover Command. The access system specific message to UE includes a transparent container including radio aspect parameters that the Target eNodeB has set-up in the preparation phase. The procedures for this are FFS.

3.
Source SGSN informs the Target MME/Target eNodeB regarding source access system contexts in the message Forward SRNS Context.


The need for this step is FFS.

NOTE 3:
The Source SGSN acts as the old SGSN.

4.
The UE moves to the E-UTRAN and performs access procedures toward Target eNodeB.

5.
When the UE has got access to Target eNodeB it sends the message HO to E-UTRAN Complete.

6.
When the UE has successfully accessed the Target eNodeB, the Target eNodeB informs the Target MME by sending the message Handover Notify.

7.
Then the Target MME knows that the UE has arrived to the target side and Target MME informs the old SGSN by sending the Forward Relocation Complete () message. The old SGSN will also acknowledge that information. When the Forward Relocation Complete message has been received and there is no longer any need for the Old SGSN to forward data, the old SGSN stops data forwarding. A timer in old SGSN is started to supervise when resources shall be released.

8.
The Target MME will now complete the Handover procedure by informing the Serving GW (for Serving GW relocation this will be the Target Serving GW) that the Target MME is now responsible for all the EPS bearers the UE have established. This is performed in the message Update Bearer Request (Cause, MME Tunnel Endpoint Identifier for Control Plane, EPS Bearer ID(s), MME Address for Control Plane, eNodeB Address(es) and TEID(s) for User Traffic for the accepted EPS bearers, PDN GW addresses and TEIDs (for GTP-based S5/S8) or GRE keys (for PMIP-based S5/S8) at the PDN GW(s) for uplink traffic and RAT type).


In case any EPS bearers are to be released the MME triggers the bearer release procedure as specified in clause 5.4.4.2.

NOTE 4:
The text regarding "Target Serving GW" shall be ignored.

9.
The Serving GW (for Serving GW relocation this will be the Target Serving GW) informs the PDN GW(s) the change of, for example, for Serving GW relocation or the RAT type, that e.g. can be used for charging, by sending the message Update Bearer Request. The PDN GW must acknowledge the request with the message Update Bearer Response.


If PCC infrastructure is used, the PDN GW informs the PCRF about the change of, for example, the RAT type.

The Update Bearer Response also indicates the identity of the default bearer towards the SGW. 
NOTE 5:
The text regarding "Target Serving GW" shall be ignored.

10.
The Serving GW (for Serving GW relocation this will be the Target Serving GW) acknowledges the user plane switch to the Target MME via the message Update Bearer Response (Cause, Serving GW Tunnel Endpoint Identifier for Control Plane, Serving GW (for Serving GW relocation this will be the Target Serving GW) Address for Control Plane, Protocol Configuration Options, PDN GW addresses and TEIDs (for GTP-based S5/S8) or GRE keys (for PMIP-based S5/S8) at the PDN GW(s) for uplink traffic). At this stage the user plane path is established for all bearers between the UE, Target eNodeB, Serving GW (for Serving GW relocation this will be the Target Serving GW) and PDN GW.

In addition, the Update Bearer Response indicates the identity of the default bearer towards the MME. 
11.
When the timer started in step 7 expires the Source SGSN will clean-up all its resources towards Source BSS by performing the BSS Packet Flow Delete procedure.

NOTE 6:
The text regarding "Target Serving GW" shall be ignored.

12.
The RAN triggers the UE to initiate a Tracking Area Update procedure with the target MME. It is RAN functionality to provide the ECM CONNECTED UE with the trigger information.


The target MME knows that an IRAT Handover has been performed for this UE as it received the bearer context(s) by handover messages and therefore the target MME performs only a subset of the TA update procedure, specifically it excludes the context transfer procedures between source SGSN and target MME.
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