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	Reason for change:
(

	At SA2#68 it was agreed to clarify that certain event triggers shall be always armed in order for the system to function properly. It was agreed that the “traffic mapping information change” event trigger is mandatory to set. 
One option is that the PCEF always arms this event trigger, even in case the PCRF does not subscribe to it. However, this may introduce co-existence issues with rel-7 entities, where this event trigger is not defined as mandatory. For example, a rel-8 PCEF may send an unsolicited report to a rel-7 PCRF that has not subscribed to the event.

In order to provide co-existence between rel-7 and rel-8 entities, it is more suitable to specify that a rel-8 PCRF shall always subscribe to the traffic mapping event trigger.  
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	Clarify that PCRF shall set the traffic mapping event trigger when GPRS is used.
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A.1.3.1.1.2
Bearer binding mechanism allocated to the PCRF

If a new PDP context is required in order to successfully perform the bearer binding the PCRF will set the PCC rule as binding-pending status until the PCEF reports the establishment of a PDP context that fulfils the PCC rule demands or the PCC rule is removed.

The following particularities apply when the bearer binding mechanism is allocated to the PCRF:

-
The PCEF

-
shall include a bearer reference in all requests for PCC decisions;

-
shall report bearer QoS class identifier and the associated bitrates for new/modified PDP contexts;

-
shall report the TFT filter status for new PDP contexts and for modified TFT:s;

-
shall report the deactivation of a PDP context

-
The PCRF

-
shall provide the bearer reference for the binding result when activating a PCC rule;

-
shall arm the GPRS-specific IP-CAN event trigger "PDP context activity";

- 
shall arm the event trigger “traffic mapping information change”.

NOTE:
For the above case, the allocation of the bearer binding mechanism to the PCRF facilitates the migration from Rel-6 products to Rel-7 products. The allocation of the binding mechanism may be re-evaluated in future releases.
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