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1. Overall Description

SA4 thanks SA3 for their LS (S3-080921 = S4-080527) on “IMS initiated and controlled PSS and MBMS User Service” Architecture. 

SA3 had questions to SA4 regarding the architecture figure in the SA4 draft TS 26.237.

a)
Which of the network entities from the figure are intended to be placed in HN and in VN? It should be noted that e.g. the BSF is a 3GPP entity that shall reside only in the home network (as well as the S-CSCF, etc.). SA3 would like to inform SA4 that if SA3's assumptions of network entity locations would not be true in the presented architecture the security implications need to be evaluated (or design be corrected).

SA4’s assumptions are that the HSS and BSF reside in the Home network and other entities can be located either in the home or visited network depending on the scenario.

b) 
Interface 13 is defined between the UE and SCF and used for PSS and MBMS User Service and User Profile configuration. It is said that it is equivalent to the Ut interface in TISPAN IPTV.  However an interface to the BSF is not included. Is Ut for IPTV TISPAN different than Ut in 3GPP scope? 

Ut is the same interface as in TISPAN IPTV. The interface from the UE and the NAF(s) to the BSF will be added to the architecture when the security aspects are finalized.

c) 
It would be useful to have a definition of BM-SC.XYZ, BM-SC.IAF and BM-SC.USD/A other than a broad reference to TS 26.346 and to provide a mapping towards the known (security) functions of TS 33.246/26.346

The BMSC sub-functions entities definitions have been completed in the attached specification except for security aspects.

d) 
The interface between the BSF and the rest of the architecture (e.g. with BM-SC and UE) has not been defined.

The interface from the UE and the NAF(s) to the BSF will be added to the architecture when the security aspects are finalized.

SA3 also asked SA4 the following:
SA3 would like to receive more information on the proposed architecture to be able to further analyze the possible alignment of PSS, MBMS and IMS security procedures.

Given the feedback received from SA3, SA4 has discussed the attached contributions on security procedures. SA4 was unable to conclude on these proposals at SA4#51. SA4 kindly asks SA3 to review the attached proposals on IMS based MBMS User Service authorization and key handling and to take a decision. SA4 expects that SA3 can prepare the necessary CRs to its specification and send an outline of necessary changes in TS 26.237 for SA4’s consideration before SA4#52.
Finally, SA4 would like SA3 to review security procedures already included in the TS attached. In particular:


- Check and feedback that the text in clause 7.2 is consistent with clauses 10.1 and 10.2


- Give guidance on the NOTE in clause 10.1 (whether the ISIM or the USIM should be used for bootstrapping procedure)

2. Actions

To TSG SA3 working group.

ACTION: 
SA4 kindly asks SA3 to

· review the attached proposals on IMS based MBMS User Service authorization and key handling and to take a decision. SA4 expects that SA3 can prepare the necessary CRs to its specification and send an outline of necessary changes in TS 26.237 for SA4’s consideration before SA4#52.
· Check and feedback that the text in TS 26.237 clause 7.2 is consistent with clauses 10.1 and 10.2
· Give guidance on the NOTE in TS 26.237 clause 10.1 (whether the ISIM or the USIM should be used for bootstrapping procedure)

3. Date of Next TSG-SA4 Meetings:

3GPPSA4#52 
26 - 30 Jan 2009    
Paris La Défense, France

3GPPSA4#53  
13 - 17 Apr 2009    
TBD  
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