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First Change Begins

5.10.3
UE allocated resources

The UE (or the SGSN on behalf of the UE) requests resources in several procedures in TS 23.060 [21]. The procedure described in clause 5.5 of this specification provides the PMIP-based S5/S8 describes UE-initiated resource request and release. This procedure, with the additional clarification given below, will support the following procedures shown in TS 23.060 [21].

In each case, the SGSN provides a Bearer identifier (the LBI) over S4. The bearer binding performed by the Serving GW is in this case constrained to either reject or modify (increase or decrease the resource assigned to) the indicated bearer. The Serving GW shall not provide a different bearer as a result of the PDP Context Activation or Modification procedures.

There are two modes of operation, indicated to the Serving GW by the SGSN in the BCM parameter.

-
For "mixed-mode", the procedures in GERAN/UTRAN are very similar to those in E-UTRAN. The only difference is constrained bearer binding behaviour as described in the previous paragraph.

-
For "UE-only mode", additional support is required in the PCRF to calculate the effective total QoS allocation that applies to each bearer.

-
9.2.2.1A:
A PDP Context Activation using S4


Steps A.1, B.1 and B.2 of the procedure in clause 6.2.1 (from steps 4‑10) occur instead of the steps shown in the box (A1) in TS 23.060 [21], clause 9.2.2.1A, figure 64a.


The BCM parameter, received by the Serving GW from the SGSN, is sent to the PCRF and a BCM parameter is returned from the PCRF as an additional IE in step A.1.

-
9.2.2.1.1A, Figure 66a:
Secondary PDP Context Activation Procedure, PDP Creation Part using S4


Step A.1 of the procedure in clause 5.5 corresponds to the steps described in the box (A1) in TS 23.060 [21], clause 9.2.2.1.1A, figure 66a.


In step A.1, additional IEs are required by the PCRF and PDN GW in order properly assign QoS rules and prepare the dedicated bearer. The TFT and EPS Bearer QoS (excluding ARP) IEs received from the SGSN by the S‑GW over S4. These parameters are then forward to the PCRF as described in clause 5.5.

-
9.2.2.1.1B, Figure 66b:
Secondary PDP Context Activation Procedure, PDP Update Part, using S4


Steps B.1 and B.2 of the procedure in clause 5.5 corresponds to the steps described in the box (B1) in TS 23.060 [21], clause 9.2.2.1.1B, figure 66b.


In step A.1, additional IEs are required by the PCRF and PDN GW in order properly assign QoS rules and prepare the dedicated bearer. These include the TFT and SDF QoS IEs received from the SGSN by the S‑GW over S4. 

-
9.2.3.3A: MS-Initiated EPS Bearer Modification Procedure using S4, Request Part


The procedure step in TS 23.060 [21], clause 9.2.3.3A, figure 72c, step B corresponds with step figure 5.5-1 (of this specification), step A.1, with one difference - before step A.1, step A of the procedure in TS 23.060 [21], clause 9.2.3.3A, step A occurs. The following information elements may be sent, depending on the Bearer Control Mode and scenario:

-
In the case of "mixed-mode" the TFT is always present. The TFT and the requested EPS Bearer QoS (excluding ARP) are forwarded to the PCRF in step A.1.

-
In the case of "UE-only" operation, the Serving GW fowards the requested EPS Bearer QoS (excluding Arp) and TFT to the PCRF. The TFT may not be present. In this case, the Serving GW shall send the QoS rules currently associated with the bearer that is to be modified. 


Additional information elements include the PTI and RAT type, as described in TS 23.060 [21].

-
9.2.3.3B: MS-Initiated EPS Bearer Modification Procedure using S4, Execution Part


The procedure step in TS 23.060 [21], clause 9.2.3.3B, figure 72d, step A corresponds with step figure 5.5-1 (of this specification), step A.1, with one difference - after step A.1, step A of the procedure in TS 23.060 [21], clause 9.2.3.3B, step B occurs. The following information elements may be sent, depending on the Bearer Control Mode and scenario:


Upon bearer allocation - IMSI, LBI, PTI, SDF QoS, TFT, RAT type, Protocol Configuration Options, serving network identity, CGI/SAI, CGI/SAI/RAI change support indication;


Upon bearer release - IMSI, LBI, PTI, TFT, RAT type, Protocol Configuration Options, serving network identity, CGI/SAI, CGI/SAI/RAI change support indication

-
9.2.3.3C MS-Initiated EPS Bearer Modification Procedure using S4, Response Part


The procedure step in TS 23.060 [21], clause 9.2.3.3A, figure 72c, step C corresponds with step figure 5.5-1 (of this specification), steps B.1 and B.2, with one difference - before step B.1, step A of the procedure in TS 23.060, clause 9.2.3.3C occurs. The Serving GW indicates to the PCRF the result of the resource allocation. This may result in additional interaction with the PDN GW (see TS 23.203 [19]).


Information elements for Bearer allocation - EPS Bearer QoS, TFT, APN AMBR, Protocol Configuration Options, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required:


Upon bearer release - Cause.

First Change Ends

Second Change Begins

5.10.x Relocation Procedures using S4
Some GPRS procedures must transfer the default barer information from the PDN GW via the S-GW to the S4-SGSN when control shifts from a Gn/Gp SGSN to a S4 SGSN. In addition, further context information is sent by the PDN GW. This must be sent by way of the PCRF to the S-GW when PMIP-based S5/S8 is deployed.

[image: image1]
Figure 5.10.x-1: Transmission of S4-SGSN Parameters using PCC
If PCC is not deployed, no interactions occur. 
1. The S-GW sends the message to the hPCRF, including the event that has occurred, along with GPRS-specific IEs.
2. The hPCRF and PDN GW exchange information:
(a)The PDN GW receives an event report indicating the event and the GPRS-specific IEs. 
(b)The PDN GW responds with GPRS-specific IEs.
3. The hPCRF responds to the S-GW with the GPRS-specific IEs required to complete the S4 procedure.
For each GPRS procedure considered in this clause -
-
6.9.1.2.2a Inter SGSN Routeing Area Update and Combined Inter SGSN RA / LA Update Using S4
-
6.9.2.1a Routeing Area Update Procedure using S4
-
6.9.2.2.1a Serving RNS Relocation Procedure, Combined Hard Handover and SRNS Relocation Procedure, and Combined Cell / URA Update and SRNS Relocation Procedure Using S4
- the following applies:
-
Step B sends the EPS Bearer Id(s), the serving network identity, CGI/SAI, RAT type, CGI/SAI/RAI change support indication, NRSN) from the S-GW to the PDN GW.

-
Step C returns the  following IEs: TEID, Prohibited Payload Compression, APN Restriction, CGI/SAI/RAI change report required, BCM and Default Bearer Id from the PDN GW to the S-GW.

-
The equivalent procedure for PMIP-based S5/S8 is shown in 5.10.x-1, above. Step B is equivalent to step 1 and the step 2(a). Step C is equivalent to step 2(b) and step 3. The bearer IDs and TEID information shall not be sent in this manner however. The S-GW manages this information on behalf of the S4 connection in the case of PMIP-based S5/S8 deployment.

5.10.y Interaction with CGI/SAI reporting using S4
In Procedure 15.1.3.2a, if CGI or SAI changes are considered relevant to charging, the change notification is sent to the P-GW. Step (A1) corresponds to step 1 and 2a of th procedure depicted in 5.10.x-1.
Second Change Ends
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