Page 1



3GPP TSG-SA2 Meeting #69 
(
 S2-087667
Miami, Florida,USA, 17-21 Nov. 08
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.237
	CR
	0082
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Clarifications on IMS Service Continuity and EPS mobility in IMS specs

	
	

	Source to WG:
(

	Samsung,Alcatel-Lucent

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	IMS-Cont
	
	Date: (

	17/11/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	It clarifies what are the pre-requisites so the IMS Service Continuity can co-exist EPC. It clarifies that: 
· During PS-PS Service Continuity the connection to the new access where the session will be transferred has to be performed to a new PDN in order to comply with the limitations of TS 23.402.
· The operator policy and user preferences controlling the IMS session transfer should take into account the network selection policy as part of the “Local Operating Environment Information” before executing the session transfer to the new access.

	
	

	Summary of change:
(

	Clarifies how IMS Service Continuity can co-exist with EPC.

	
	

	Consequences if 
(

not approved:
	Unclear relationship between 23.402 and 23.237.

	
	

	Clauses affected:
(

	2,4.2, 6.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


>>>>>Change in Section 2<<<<<<<
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>>>>>Change in Section 4.2<<<<<<<
4.2
Architectural Requirements

-
It shall be possible to perform multimedia session transfer in both EPC and non-EPC Networks.

-
It shall be possible to provide IMS Service Continuity when the user is moving between 3GPP access systems.

-
It shall be possible to provide IMS Service Continuity when the user is moving between 3GPP and non-3GPP access systems.

-
It shall be possible to provide IMS Service Continuity when the user is moving between non-3GPP access systems.
NOTE: In case the 3GPP and non-3GPP accesses that are used for IMS Service Continuity are connected to the EPC, then the “new” access where the session will have to be “transferred to” has to correspond to a connection to a different PDN, as described in [xx]. 
-
It shall be possible to provide IMS Service Continuity between an Access Network that supports real-time media on the CS domain and non-real-time media on the PS domain, and an IP-CAN that supports transport of all media types.

-
The service disruption when session transfer occurs shall be minimized.

-
There shall be no impact on the radio and transport layers and on the PS core network.

-
UEs that do not support the functionality described in this specification shall not be impacted.

-
All media within a multimedia session or a subset of media within a multimedia session could be subject to session transfer procedures. If it is not possible or not desired (e.g. due to user preferences and/or operator policies) to transfer all media, then part of the media components shall be transferred (if possible) and the remaining component(s) will be released or kept in the transferred out access.
-
It shall be possible for the UE to add or remove one or more media components to/from an ongoing multimedia session that it controls during Access Transfer.

-
It shall be possible to register a Public User Identity with multiple contact addresses (at the same or via separate UEs) via IMS registration procedures as defined in TS 23.228 [4], clause 5.2.1. The number of allowed simultaneous registrations is defined by home operator policy.
-
It shall be possible to perform correlation of charging data from different access networks when service continuity between these networks is performed.

-
It shall be possible to provide IMS Service Continuity when the P‑CSCF changes.

-
It shall be possible for the UE to use IMS mechanisms to transfer its ongoing multimedia sessions to a target Access Network without requiring any new functionality on the remote party.

-
It shall be possible for the UE to initiate a Session Transfer procedure based on session transfer policy provided by the network which may include restrictions of session transfer.
-
It shall be possible for the SCC AS to update the Session Transfer policy in the UE.

-
The UE shall be IMS registered before invoking any Session Transfer procedures.

-
The filter criteria shall contain a condition that a 3rd-party registration is performed via the ISC interface for the SCC AS.
>>>>>Change in Section 6.3.4<<<<<<<
6.3.4
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator.

Operator policy shall indicate:

-
whether session transfer between given access networks is restricted (in a single direction or in both directions);

-
for each supported type of media or group of media types a list of preferred access networks (ordered according to operator policy) to be used by the UE with SC capabilities for session transfer, when those access networks become available and session transfer is possible;

-
whether the UE with SC capabilities shall/should/may start transferring media components to target access networks when they become available and session transfer is possible;

-
whether to keep or drop non transferable media components in the case of partial session transfer.

User preferences may indicate for example:

-
preferred access


The UE shall take in account operator policy, user preferences and the Local Operating Environment Information when deciding which access to use for outgoing calls or before considering initiating Session Transfer.
NOTE 1:
User preferences are not transferred to the network.
NOTE 2: For the case that the IMS session transfer takes place between accesses connected to the EPC,  the “Local Local Operating Environment Information” has to also take into account the network selection criteria, such as for example the network selection policies described for selection between 3GPP and non-3GPP accesses in [xx]. 
>>>>>End of changes<<<<<<<
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