SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #69
TD S2-087736
17 - 21 November, 2008

Miami, Florida, USA

Source:
China Mobile, Huawei
Title:
SGSN functional description for deploying NNSF above the BSC/RNC nodes
Document for:
Approval
Agenda Item:
7.9
Work Item / Release:
FS_IDC / Rel-9
Abstract of the contribution: The following text is proposed for inclusion in the new TR that studies Intra-Domain Connection of RAN Nodes to Multiple CN Nodes with above-BSC/RNC deployment of NNSF.  Specifically, this material describes the operational impact upon the SGSN functional entity when deploying the NNSF function above the BSC/RNC nodes.
Recommendation

It is recommended to insert the following text within clause 5.5 (‘SGSN Functions’) of the ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’ TR.
*** begin new text ***
5.5
SGSN Functions

The deployment of NNSF above the BSC/RNC places requirements on the SGSN as specified in sub-clause 5.5.1 and 5.5.3 of 3GPP TS 23.236 [2].

Note:
From the viewpoint of the SGSN function, the NNSF performs the function of the BSC/RNC nodes, and therefore it does not need to be aware whether the NNSF function is provided within or above the BSC/RNC nodes.

*** end new text ***
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