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Abstract of the contribution: Clarifying that multiple PDN is not applicable when an Emergency Attach is performed.
Discussion

When an Emergency Attach has been performed, also a PDN Connection to the Emergency APN is set up. This PDN connection can be used for the emergency call, and no additional PDN connection is needed in this use case. It is therefore proposed to clarify that the procedure UE Requested PDN connectivity doesn’t apply when the UE has done an Emergency Attach.
Proposed change:
**************************************First change******************************************
5.3.3.x 
Key Issue n: Additional PDN Connection during Limited Service Mode
5.3.3.x.1 
Description
A UE in a limited Service mode after establishing an Emergency Attach should not have access to any additional PDN connection due to the nature of the mode the UE is operating on.  Thus the system needs to ensure that no additional PDN access is possible.
5.3.3.x.2 
Solution – Restricting Additional PDN connection after Emergency Attach
The UE Requested PDN Connectivity procedure is not applicable if the UE has performed an Emergency Attach. The reason is that only emergency call is allowed on such a connection, and this can be handled with a single PDN connection. So the UE shall not send additional PDN Connectivity requests in this mode, if a fraudulent UE does try to establish an additional PDN Connection, then the MME shall reject such request with appropriate reason.

NOTE:  
When GPRS procedures are specified in the appropriate specifications (i.e. when the CRs are written), the same Single PDN Connection for Emergency Attach/PDP Context shall be applied for limited service mode of operation.
******************************************Second change**************************************

5.9.2.y
UE requested PDN connectivity during Limited Service Mode
In a limited service mode of operation, the UE shall not request any additional PDN connectivity when already connected via Emergency Attach procedure, as specified in 5.9.2.x . If a UE does make an attempt to initiate an additional PDN connection in this scenario, the MME shall reject this request.
******************************************End change**************************************
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