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5.3.4
UE enhanced for SRVCC

5.3.4.1
Interworking with 3GPP2 1xCS

If the UE supports 3GPP2 1xCS access, the 1xCS SRVCC UE is a UE that is capable to perform SRVCC to the 3GPP2 1xCS system. The interaction between UE and E-UTRAN is described in TR 36.938 [7]. The interaction with the 3GPP2 1xCS system is described in this specification.

5.3.4.2
Interworking with 3GPP UTRAN/GERAN

3GPP SRVCC UE is needed to perform SRVCC (see subclause 3.1 for 3GPP SRVCC UE definition). The interaction between UE and E-UTRAN is described in TS 36.300 [16] and between UE and UTRAN (HSPA) is described in TS 25.331 [19]. 
The SRVCC UE indicates to the network that the UE is SRVCC capable when being configured for using IMS speech service supported by the home operator, e.g., the IMS Multimedia Telephony Service for bi-directional speech as described in TS 22.173 [X] and the operator policy on the SRVCC UE as specified in TS 23.237 [14] does not restrict the session transfer.
Next Change
6.2.1
E-UTRAN Attach procedure for SRVCC

E-UTRAN attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.401 [2] with the following additions:

-
SRVCC UE includes the SRVCC capability indication as part of the UE network capability in the Attach Request message if the UE has being configured for using IMS speech service supported by the home operator and the session transfer is not restricted. MME stores this information for SRVCC operation. If the UE has not been configured to use an IMS speech service supported by the home operator or the session transfer is restricted, the SRVCC UE shall not include the SRVCC capability. The UE can change its SRVCC capability indication as part of the UE network capability in a Tracking Area Update message.
-
eNodeB receives UE SRVCC capability indication as part of UE radio capability.

-
If the subscriber is allowed to have SRVCC in the VPLMN then HSS includes SRVCC STN-SR and MSISDN in the Insert Subscriber Data message to the MME.

Next Change
6.3.1
GPRS Attach procedure for SRVCC

GPRS attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.060 [10] with the following additions:

-
SRVCC UE includes the SRVCC capability indication as part of the "MS Network Capability" in the Attach Request message if the UE has been configured to use an IMS speech service supported by the home operator and the session transfer is not restricted. SGSN stores this information for SRVCC operation. If the UE has not been configured to use an IMS speech service supported by the home operator or the session transfer is restricted, the SRVCC UE shall not include the SRVCC capability. The UE can change its SRVCC capability indication as part of the UE network capability in a Routing Area Update message.
-
UTRAN (HSPA) receives UE SRVCC capability indication as part of the "UE Radio Access Capability".

-
If the subscriber is allowed to have SRVCC in the VPLMN then HSS includes STN-SR and MSISDN in the Insert Subscriber Data message to the SGSN.
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