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Abstract of the contribution: 
This paper discusses the scope of retrieval of media flows in Inter UE Transfer procedures to make it clear.
Discussion

The aspect of Inter UE Transfer scenarios for retrieval of media flows is one of Inter UE Transfer aspects covered in TR 23.838.
Currently, the scope of retrieval of media flows is not clear. Therefore, clarification for this scope is needed.

To make the scope of retrieval of media flows clear, two questions as below can be considered.
Q1: Is it possible to retrieve the media component(s) from different UEs under the same subscription in case that there is no concept of controller/controllee UEs?
A1-1: Yes. That is, even though neither controller UE nor controllee UE exists, any UE can retrieve the media component(s) from different UEs under the control of the same subscription
A1-2: No. That is, only controller UE can initiate the retrieval of media component(s).
Q2: Is it possible to retrieve the media component(s) from different UEs under the control of the same subscription only to the UE which has owned the media component(s) just before?
A2-1: Yes. That is, only UE which has owned the media component(s) to be retrieved just before can get the media component(s) back.
A2-2: No. That is, any UE can retrieve the media component(s) from different UEs under the control of the same subscription.
The possible options based on the answers above are as follows:
	
	A2-1
	A2-2

	A1-1
	Option 1
	Option 2

	A1-2
	Option 3
	Option 4


Option 1 : Example scenario *
In the example shown in Figure 1, it is assumed that UE-1, UE-2 and UE-3 share the same subscription. Firstly, UE1 transfers its voice and video components to UE-2 and UE-3, respectively. Subsequently, UE-1 gets the voice component back from UE-2. 
* This scenario is based on the ‘Case 2: Retrieve media components from different UEs’ in subclause ‘5.4.1 Mobility of media components of a session between different terminals under the control of the same user without keep control mode’ in TR 23.893.
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Figure 1. An Example of Option 1
Option 2 : Example scenario
In the example shown in Figure 2, it is assumed that UE-1, UE-2 and UE-3 share the same subscription. Firstly, UE1 transfers its voice and video components to UE-2 and UE-3, respectively. Subsequently, UE-3 retrieves the voice component from UE-2. 
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Figure 2. An Example of Option 2
Option 3 : Example scenario
In the example shown in Figure 3, it is assumed that Controller UE, Controllee UE-1 and Controllee UE-2 share the same subscription. Firstly, Controller UE initiates the transfer of the voice component from Controllee UE-1 to Controllee UE-2. Thus, the voice component of a session which was previously active on Controllee UE-1 is transferred to Controllee UE-2. Subsequently, Controller UE initiates the retrieval of the voice component from Controllee UE-2 to Controllee UE-1. As a result, the voice component is retrieved from Controllee UE-2 to Controllee UE-1 which has owned the voice component until the media component was transferred to Controllee UE-2. 
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Figure 3. An Example of Option 3
Option 4 : Example scenario
In the example shown in Figure 4, it is assumed that Controller UE, Controllee UE-1 and Controllee UE-2 share the same subscription. Firstly, Controller UE initiates the transfer of the voice component from itself to Controllee UE-1. Thus, the voice component of a session which was previously active on Controller UE is transferred to Controllee UE-1. Subsequently, Controller UE retrieves the voice component from Controllee UE-1 to Controllee UE-2. 
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Figure 4. An Example of Option 4
Proposal
Based on the decision taken by the group, LGE will bring some contributions to 23.838 including a proposal to add/update the requirements related to retrieval of media flows in Inter UE Transfer procedures.
3GPP

SA WG2 TD


_1292826985.vsd
Remote End


UE-1


UE-2



_1292827008.vsd
Remote End


Controller UE


Controllee UE-1



_1292827042.vsd
Remote End


Controller UE


Controllee UE-1



_1292826957.vsd
Remote End


UE-1


UE-2



